Page 1 of 315

Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223667 HOURS: 5087.4
NEXT PHASE: 511838 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 15-Jul-2014  7:17 AM 1 X 5054.4 15-Jul-2014 5054.4 0 3 00
FAULT WRITE-UP: ACTION TAKEN:
INSP A001 - PREVENTIVE MAINTENANCE DAILY (PMD). WAS DUE COMPLETED
AT: 09-JUL-2014. UPGRADE TO RED X STATUS ON 12-JUL-2014
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS LW663398 0.2 TR315248 2 F
O O 1 00 F 0
DELAY

13-2s to Follow

DATE SEQNO STATUS wucC ACTION TAKEN

15-Jul-2014 1 - 00 COMPLETED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

INSP AREA #1 0 TR315248 0.3 F
DATE SEQNO STATUS wucC ACTION TAKEN

15-Jul-2014 2 - 00 COMPLETED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

INSP AREA #2 0 TR315248 0.3 F
DATE SEQNO STATUS wucC ACTION TAKEN

15-Jul-2014 3 - 00 COMPLETED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

INSP AREA #3 0 TR315248 0.3 F
DATE SEQNO STATUS wuc ACTION TAKEN

15-Jul-2014 4 - 00 COMPLETED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

INSP AREA #4 0 TR315248 0.3 F
DATE SEQNO STATUS wuc ACTION TAKEN

15-Jul-2014 5 - 00 COMPLETED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

INSP AREA #5 0 TR315248 0.5 F
DATE SEQNO STATUS wuc ACTION TAKEN

15-Jul-2014 6 - 00 COMPLETED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

INSP AREA #6 0 JK685216 0.5 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223667 HOURS: 5087.4
NEXT PHASE: 511838 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 7 / 00 CLOSED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPEN ALL T/R D/S COVERS 0 TR315248 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 8 / 00 CLOSED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPEN APU COMPARTMENT DOORS 0 JK685216 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 9 / 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVE INT. G/B COVER 0 TR315248 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 10 / 00 REISNTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVE T/R G/B FWD FAIRING 0 TR315248 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 11 / 00 CLOSED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPEN M/R SLIDING PYON COVER 0 JK685216 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 12 / 00 CLOSED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPEN OIL COOLER ACCESS DOORS 0 JK685216 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 13 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL INVENTORY AND FOD CHECK 0 TR315248 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 14 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION IAW AWR 1346, DATED 24 JAN 14 0 TR315248 0.2 F

IVHMS
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223667 HOURS: 5087.4
NEXT PHASE: 511838 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:

DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 15 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTIONS IAW AWR 1428 DATED 24 JUL 2013. 0 TR315248 0.2 F
TDFM.

DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 16 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1444, DATED 11 0 TR315248 0.2 F

JUL 13. SINGLE AHRU CONFIGURATION.

DATE SEQ NO STATUS wuc ACTION TAKEN
15-Jul-2014 17 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
"PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1453, DATED 8 0 TR315248 0.2 F
NOV 12 AIR WARRIOR BLOCK .

DATE SEQ NO STATUS wuc ACTION TAKEN
15-Jul-2014 18 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY A WR 1516, DATED 11 0 TR315248 0.2 F

OCT 12 EBC-406HM EMERGENCY LOCATOR TRANSMITTER

DATE SEQ NO STATUS wuc ACTION TAKEN
15-Jul-2014 19 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM HOIST CABLE GUARD INSPECTION PRIOR TO NEXT USE IA 0 TR315248 0.2 F
W A WR 1566,

DATE SEQ NO STATUS wuc ACTION TAKEN
15-Jul-2014 20 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
"PERFORM VISUAL INSPECTION AS REQUIRED BY A WR 1590, DATED 0 TR315248 0.2 F

20 APR 12 AN/ARN-147 VORLILS RECEIVERLELECTRONIC MOUNTING

DATE SEQ NO STATUS wuc ACTION TAKEN
15-Jul-2014 21 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1607, DATED 29 0 TR315248 0.2 F

MAR 13 LIGHT EMITTING DIODE (LED)

DATE SEQ NO STATUS wuc ACTION TAKEN
15-Jul-2014 22 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1800, DATED 22 0 TR315248 0.2 F

MAR 13 BLUE FORCE TRACKING SYSTEM (BFT) AND
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223667 HOURS: 5087.4
NEXT PHASE: 511838 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN

15-Jul-2014 23 - 00 COMPLETED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION IAW AWR 1823, DATED 14 MAY 12 0 TR315248 0.2 F

(IVHMS) HEALTH USAGE MANAGEMENT SYSTEM (HUMS) SOFTWARE

DATE SEQ NO STATUS wuc ACTION TAKEN
15-Jul-2014 24 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1886, DATED 23 0 TR315248 0.2 F

APR 13 COMMON HYDROMECHANICAL UNIT (HMU) (P/N

DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 15-Jul-2014  7:17 AM 2 X 5054.4 15-Jul-2014 5054.4 0 P 04A
FAULT WRITE-UP: ACTION TAKEN:
INSP A022 - 14 DAY FLYABLE STORAGE ENGINE RUN UP. WAS DUE COMPLETED
AT: 11-JUL-2014. UPGRADE TO RED X STATUS ON 13-JUL-2014
WHEN HOW MAL wuc MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS LW663398 0.5 JM258694 1 F
o} o} 1 04A F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 16-Jul-2014  7:01 AM 1 X 5054.4 16-Jul-2014 5054.4 0 6 04A06B
FAULT WRITE-UP: ACTION TAKEN:
INSP A101 - #2 ENGINE HISTORY RECORDER READING DUE. WAS COMPLETED
DUE AT: 15-JUL-2014. UPGRADE TO RED X STATUS ON 16-JUL-2014
WHEN HOwW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS LW663398 0.2 JK685216 0.2 F
O O 1 04A06B F 0
DELAY
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223667 HOURS: 5087.4
NEXT PHASE: 511838 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 16-Jul-2014  3:00 PM 2 X RH925086 5058 17-Jul-2014 5058 0 B 00
FAULT WRITE-UP: ACTION TAKEN:
COPILOT SEAT WILL NOT STAY IN ANY LATCHED POSITION REPAIRED AND ADJUSTED
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS LW663398 0.2 JK685216 1 F
G G 4 00 F -1
DELAY
13-2s to Follow
DATE SEQ NO STATUS WwucC ACTION TAKEN
16-Jul-2014 1 X 00 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED HDWR ATTACHING CABLE TO SEAT LW663398 0.2 JK685216 0.5 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
16-Jul-2014 2 X 00 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED CABLE LW663398 0.2 JK685216 0.2 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
16-Jul-2014 3 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL AND FOD CHECK DUE 0 JK685216 0.2 F
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 18-Jul-2014  5:02 PM 3 X 5066.2 22-Jul-2014 5066.2 0 6 05A01I
FAULT WRITE-UP: ACTION TAKEN:
INSP A020 - PERFORM M/R SPINDLE LUGS, M/R CUFF, TIP CAPS COMPLETED INSP. OK
INSPECTION. WAS DUE AT: 5064.4 HOURS. UPGRADE TO RED X
STATUS ON 5065.5 HOURS
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS LW663398 0.2 JK685216 1 F
0 0 1 05A01I F -4
DELAY
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223667 HOURS: 5087.4
NEXT PHASE: 511838 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 22-Jul-2014  7:08 AM 2 X 5066.2 22-Jul-2014 5066.2 0 1 00
FAULT WRITE-UP: ACTION TAKEN:
INSP A115 - LUBE REQUIRMENTS. WAS DUE AT: 18-JUL-2014 OR COMPLETED INSP. OK
5092.4 HOURS. UPGRADE TO RED X STATUS ON 22-JUL-2014 OR
5096.4 HOURS
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS LW663398 0.2 JK685216 1 F
0 O 1 00 F 0
DELAY
13-2s to Follow
DATE SEQ NO STATUS WwucC ACTION TAKEN
22-Jul-2014 1 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
CLEAN AND LUBE BIFILAR REQ'D 0 JK685216 0.3 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
22-Jul-2014 2 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
ALL LANDING GEAR SHOCK STRUTS UPPER AND LOWER STAGES 0 JK685216 0.4 F
LUBE REQ'D
DATE SEQ NO STATUS WwucC ACTION TAKEN
22-Jul-2014 3 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
STAB ACTUATOR LUBE REQ'D 0 JK685216 0.3 F
DATE SEQ NO STATUS WucC ACTION TAKEN
22-Jul-2014 4 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
WINDSHIELD WIPER PIVOT STUD LUBE REQ'D 0 JK685216 0.2 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
22-Jul-2014 5 / 00 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD RS/MLG UPPER FAIRING 0 JK685216 0.2 F
DATE SEQ NO STATUS WucC ACTION TAKEN
22-Jul-2014 6 / 00 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD LS/MLG UPPER FAIRING 0 JK685216 0.2 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223667 HOURS: 5087.4
NEXT PHASE: 5118.8 LAST MISSION: 25-Nov-2014

Current Status A: X Current Status E:

Current Status O:

Current Status W:

DATE SEQ NO STATUS wuc ACTION TAKEN
22-Jul-2014 7 X 00 INSTALLED RIGHT SIDE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED LEFT OR RIGHT SIDE TAIL CONE ACCESS PANEL LW663398 0.2 JK685216 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN
22-Jul-2014 8 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL INVENTORY REQ'D 0 JK685216 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN
22-Jul-2014 9 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD CHECK REQ'D 0 JK685216 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN
22-Jul-2014 10 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
WIPER CONVERTER SHAFT SPLINE LUBE REQ'D 0 JK685216 0.1 F
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 31-Jul-2014  7:26 AM 1 X 5066.2 31-Jul-2014 5066.2 0 6 04A
FAULT WRITE-UP: ACTION TAKEN:
INSP A022 - 14 DAY FLYABLE STORAGE ENGINE RUN UP. WAS DUE COMPLETED BY MTF CW2 MADDEN
AT: 29-JUL-2014. UPGRADE TO RED X STATUS ON 31-JUL-2014
WHEN HOW MAL wuc MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS LF921636 0.5 DL897874 0.5 F
o} o} 1 04A F 0
DELAY
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223667 HOURS: 5087.4
NEXT PHASE: 511838 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 05-Aug-2014 7:19 AM 1 X 5066.2 05-Aug-2014 5066.2 0 6 09B01A
FAULT WRITE-UP: ACTION TAKEN:
INSP A092 - 30 DAY SLAB BATTERY INSPECTION (D8565/11-1) COMPLETED
EIC: RSA WUC: 09B01A. WAS DUE AT: 31-JUL-2014. UPGRADE TO
RED X STATUS ON 04-AUG-2014
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS DL897874 0.3 LF921636 1 F
0 O 1 09B01A F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 05-Aug-2014 7:19 AM 3 X 5066.2 05-Aug-2014 5066.2 0 6 00
FAULT WRITE-UP: ACTION TAKEN:
INSP A801 - LOG BOOK RECON. WAS DUE AT: 01-AUG-2014. INSP COMP
UPGRADE TO RED X STATUS ON 05-AUG-2014
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JS844198 0.1 LF921636 1.5 F
0 0 1 00 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 07-Aug-2014 7:17 AM 4 X JM258694  5066.2 07-Aug-2014 5066.2 0 6 02A
FAULT WRITE-UP: ACTION TAKEN:
#1 AND #2 ENGINE INLET REMOVED FOR ASAM REQUIREMENTS COMPLETED
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JK847814 0.6 JM258694 3.5 F
K 0 2 02A F 0
DELAY
13-2s to Follow
DATE SEQ NO STATUS wucC ACTION TAKEN
07-Aug-2014 1 X 02A RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECT ELECTRICAL CONNECTOR P823 JK847814 0.2 DL897874 0.3 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015

CLOSED FAULT REPORT
FOR: K08DD2

MODEL: UH-60A
NEXT PHASE: 5118.8

Current Status A: X Current Status E:

SERIAL NUMBER: 8223667
LAST MISSION:

Current Status O:

HOURS:
25-Nov-2014

Current Status W:

5087.4

DATE SEQ NO STATUS wuc ACTION TAKEN
07-Aug-2014 1 X 02A RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECT ELECTRICAL CONNECTOR P823 JK847814 0.2 DL897874 0.3 F
DATE SEQ NO STATUS wuc ACTION TAKEN
07-Aug-2014 2 X 02A INSTALLED TQ TO 45 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECT FLEX COUPLING FROM AIR INLET AND BLEED-AIR TUBE  JK847814 0.2 DL897874 0.3 F
DATE SEQ NO STATUS wuc ACTION TAKEN
07-Aug-2014 2 X 02A INSTALLED TQ TO 45 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECT FLEX COUPLING FROM AIR INLET AND BLEED-AIR TUBE  JK847814 0.2 DL897874 0.3 F
DATE SEQ NO STATUS wuc ACTION TAKEN
07-Aug-2014 3 X 02A INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
UNCLAMP WATERHOSE FROM AIR INLET JK847814 0.2 DL897874 0.3 F
DATE SEQ NO STATUS wuc ACTION TAKEN
07-Aug-2014 3 X 02A INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
UNCLAMP WATERHOSE FROM AIR INLET JK847814 0.2 DL897874 0.3 F
DATE SEQ NO STATUS wuc ACTION TAKEN
07-Aug-2014 4 X 02A INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECT FIRE EXTINGUISHER DISCHARGE TUBE FROM FITTING JK847814 0.2 DL897874 0.3 F
OF FIREWALL
DATE SEQ NO STATUS wuc ACTION TAKEN
07-Aug-2014 4 X 02A INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECT FIRE EXTINGUISHER DISCHARGE TUBE FROM FITTING JK847814 0.2 DL897874 0.3 F
OF FIREWALL
DATE SEQ NO STATUS wuc ACTION TAKEN
07-Aug-2014 5 X 02A INSTALLED TQ TO 65 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECT COUPLING HOLDING AIR INLET TO ENGINE JK847814 0.2 DL897874 0.3 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015

CLOSED FAULT REPORT

FOR: K08DD2

MODEL: UH-60A SERIAL NUMBER: 8223667 HOURS: 5087.4

NEXT PHASE: 5118.8

Current Status A: X Current Status E:

LAST MISSION:

Current Status O:

Current Status W:

25-Nov-2014

DATE SEQ NO STATUS wuc ACTION TAKEN

07-Aug-2014 5 X 02A INSTALLED TQ TO 65 IN LBS

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

DISCONNECT COUPLING HOLDING AIR INLET TO ENGINE JK847814 0.2 DL897874 0.3 F
DATE SEQ NO STATUS wuc ACTION TAKEN

07-Aug-2014 6 X 02A INSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVE L/H ENGINE AIR INLET JK847814 0.2 DL897874 0.3 F
DATE SEQ NO STATUS wuc ACTION TAKEN

07-Aug-2014 6 X 02A INSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVE L/H ENGINE AIR INLET JK847814 0.2 DL897874 0.3 F
DATE SEQ NO STATUS wuc ACTION TAKEN

07-Aug-2014 7 - 02A COMPLETED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

TOOL AND FOD CHECK DUE 0 DL897874 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

07-Aug-2014 7 - 02A COMPLETED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

TOOL AND FOD CHECK DUE 0 DL897874 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

07-Aug-2014 8 X 02A CONNECTED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

DISCONNECT ELECTRICAL CONNECTOR P818 JK847814 0.2 JM258694 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

07-Aug-2014 8 X 02A CONNECTED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

DISCONNECT ELECTRICAL CONNECTOR P818 JK847814 0.2 JM258694 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

07-Aug-2014 9 X 02A CONNECTED AND TRQD TO 45 INCH LBS

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

DISCONNECT FLEX COUPLING FROM AIR INLET AND BLEED AIR TUBE =~ JK847814 0.2 JM258694 0.3 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223667 HOURS: 5087.4
NEXT PHASE: 511838 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:

DATE SEQ NO STATUS wucC ACTION TAKEN
07-Aug-2014 9 X 02A CONNECTED AND TRQD TO 45 INCH LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECT FLEX COUPLING FROM AIR INLET AND BLEED AIR TUBE JK847814 0.2 JM258694 0.3 F

DATE SEQ NO STATUS wucC ACTION TAKEN
07-Aug-2014 10 X 02A CONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
UNCLAMP WATERHOSE FROM AIR INLET JK847814 0.2 JM258694 0.3 F

DATE SEQ NO STATUS wucC ACTION TAKEN
07-Aug-2014 10 X 02A CONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
UNCLAMP WATERHOSE FROM AIR INLET JK847814 0.2 JM258694 0.3 F

DATE SEQ NO STATUS wucC ACTION TAKEN
07-Aug-2014 11 X 02A INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECT FIRE EXTINGUISHER DISCHARGE TUBE FROM FITTING JK847814 0.2 JM258694 0.3 F
OF FIREWALL

DATE SEQ NO STATUS wucC ACTION TAKEN
07-Aug-2014 11 X 02A INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECT FIRE EXTINGUISHER DISCHARGE TUBE FROM FITTING JK847814 0.2 JM258694 0.3 F
OF FIREWALL

DATE SEQ NO STATUS wucC ACTION TAKEN
07-Aug-2014 12 X 02A INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECT ICE DETECTOR ELECTRICAL CONNECTOR P819 FROM JK847814 0.2 JM258694 0.3 F

RECEPTACLE ON FIREWALL

DATE SEQ NO STATUS wuc ACTION TAKEN
07-Aug-2014 12 X 02A INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECT ICE DETECTOR ELECTRICAL CONNECTOR P819 FROM JK847814 0.2 JM258694 0.3 F

RECEPTACLE ON FIREWALL

DATE SEQ NO STATUS wuc ACTION TAKEN
07-Aug-2014 13 X 02A INSTALLED AND TRQD TO 65 INCH LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

DISCONNECT COUPLING HOLDING AIR INLET TO ENGINE JK847814 0.2 JM258694 0.4 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223667 HOURS: 5087.4
NEXT PHASE: 511838 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
07-Aug-2014 13 X 02A INSTALLED AND TRQD TO 65 INCH LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECT COUPLING HOLDING AIR INLET TO ENGINE JK847814 0.2 JM258694 0.4 F
DATE SEQ NO STATUS wucC ACTION TAKEN
07-Aug-2014 14 X 02A INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVE ENGINE AIR INLET R/H JK847814 0.2 JM258694 0.4 F
DATE SEQ NO STATUS wucC ACTION TAKEN
07-Aug-2014 14 X 02A INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVE ENGINE AIR INLET R/H JK847814 0.2 JM258694 0.4 F
DATE SEQ NO STATUS wucC ACTION TAKEN
07-Aug-2014 15 - 02A INSPECTION COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL AND FOD CHECK DUE 0 JM258694 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
07-Aug-2014 15 - 02A INSPECTION COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL AND FOD CHECK DUE 0 JM258694 0.2 F
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 07-Aug-2014 7:29 AM 5 X JM258694  5066.2 07-Aug-2014 5066.2 0 6 02A
FAULT WRITE-UP: ACTION TAKEN:
H-60-14-ASAM-08 AND H-60-14-ASAM-09 IN PROGRESS COMPLETED
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JK847814 0.1 JM258694 3.5 F
O O 2 02A F 0
DELAY




Page 13 of 315

Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223667 HOURS: 5087.4
NEXT PHASE: 511838 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 07-Aug-2014 10:48 AM 7 X GG843275 5066.2 07-Aug-2014 5066.2 0 3 00
FAULT WRITE-UP: ACTION TAKEN:
BLUE DAMPER REQUIRES SERVICE NO GOLD BAND SHOWING DAMPER SERVICE COMPLETE
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JK847814 0.5 GG843275 0.7 F
B G 5 00 F 0
DELAY
13-2s to Follow
DATE SEQ NO STATUS WwucC ACTION TAKEN
07-Aug-2014 1 ® 00 STATUS ENTERED IN ERROR
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED SAFETY WIRE JK847814 0.1 GG843275 0.3 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
07-Aug-2014 2 X 00 REINSTALLED TQ TO 70 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED FILLER CAP 2 EACH JK847814 0.1 GG843275 0.2 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
07-Aug-2014 3 - 00 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD CHECK REQUIRED 0 GG843275 0.2 F
DATE SEQ NO STATUS WucC ACTION TAKEN
07-Aug-2014 4 - 00 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL BAG INVENTORY REQUIRED 0 GG843275 0.3 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
07-Aug-2014 5 X 00 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED SAFETY WIRE JK847814 0.1 GG843275 0.3 F




Report Date: 06-Jan-2015

Selection Range : 01-Jul-2014

CLOSED FAULT REPORT

Page 14 of 315

To 06-Jan-2015

FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223667 HOURS: 5087.4
NEXT PHASE: 511838 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
E 08-Aug-2014 7:23 AM 1 X 5066.2 14-Aug-2014 5066.2 0 4 76A
FAULT WRITE-UP: ACTION TAKEN:
INSP E040 - APR-39 RADAR/LASER WARNING OPNL CHECK, 5841-01 COMPLETED, CHECKED SERVICEABLE
-236-8951. WAS DUE AT: 29-JUL-2014. UPGRADE TO RED X
STATUS ON 08-AUG-2014
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS SS840732 0.1 SS840732 0.2 F
0 O 1 76A F -6
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 18-Aug-2014 3:21 PM 1 X 5068.9 19-Aug-2014 5068.9 0 1 04A06B
FAULT WRITE-UP: ACTION TAKEN:
INSP A100 - #1 ENGINE HISTORY RECORDER READING DUE. WAS COMPLETE
DUE AT: 15-AUG-2014. UPGRADE TO RED X STATUS ON 16-AUG-
2014
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JK847814 0.2 JM254840 0.2 F
0 0 1 04A06B F -1
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 18-Aug-2014 3:21 PM 2 X 5068.9 19-Aug-2014 5068.9 0 1 04A06B
FAULT WRITE-UP: ACTION TAKEN:
INSP A101 - #2 ENGINE HISTORY RECORDER READING DUE. WAS COMPLETE
DUE AT: 15-AUG-2014. UPGRADE TO RED X STATUS ON 16-AUG-
2014
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JK847814 0.2 JM258694 0.2 F
O O 1 04A06B F -1

DELAY




Page 15 of 315

Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223667 HOURS: 5087.4
NEXT PHASE: 511838 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 19-Aug-2014 7:17 AM 1 X 5068.9 19-Aug-2014 5068.9 0 1 00
FAULT WRITE-UP: ACTION TAKEN:
INSP A103 - AIRCRAFT WASH DUE. WAS DUE AT: 15-AUG-2014. COMPLETE
UPGRADE TO RED X STATUS ON 19-AUG-2014
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JK847814 0.2 JM258694 1 F
O O 1 00 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 19-Aug-2014 7:17 AM 2 X 5068.9 19-Aug-2014 5068.9 0 1 15
FAULT WRITE-UP: ACTION TAKEN:
INSP A840 - APU HOURS/START UPDATE. WAS DUE AT: 15-AUG- COMPLETE
2014. UPGRADE TO RED X STATUS ON 19-AUG-2014
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JK847814 0.2 JM258694 0.2 F
0 0 1 15 F 0
DELAY




Page 16 of 315

Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223667 HOURS: 5087.4
NEXT PHASE: 5118.8 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DISCOVERY CORRECTION

SYSTEM

CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WuUC

A 19-Aug-2014 9:51 PM 3 X CR925375 5068.9 20-Aug-2014 5068.9 0 2 00

FAULT WRITE-UP:

COPILOTS SIDE RIGHT BRAKE IS COMPLETELY INOP. PEDAL GOES
ALL THE WAY TO THE STOP WITH NO BRAKE ACTION APPLIED

ACTION TAKEN:
SERVICED COPILOT RIGHT PEDAL MASTER CYLINDER

WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JM884376 0.1 JL906713 3 F
G K 5 00 F -1
DELAY
13-2s to Follow
DATE SEQ NO STATUS wucC ACTION TAKEN
19-Aug-2014 1 X 00 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD CO PILOTS PEDAL BOOTS JM884376 0.1 JL906713 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
19-Aug-2014 2 X 00 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD SAFETY FROM CO PILOT LEFT PEDAL MASTER CYLINDER JM884376 0.1 JL906713 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
19-Aug-2014 3 X 00 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD FILLER CAP FROM CO PILOT PEDAL MASTER CYLINDER JM884376 0.1 JL906713 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
19-Aug-2014 4 X 00 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD O RING FROM FILLER CAP ON CO PILOT PEDAL MASTER JM884376 0.1 JL906713 0.3 F
CYLINDER
DATE SEQ NO STATUS wucC ACTION TAKEN
19-Aug-2014 5 - 00 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD CHECK AND TOOL BOX INV DUE 0 JL906713 0.1 F




Page 17 of 315
Report Date: 06-Jan-2015

Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT

FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223667 HOURS: 5087.4
NEXT PHASE: 511838 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 21-Aug-2014 10:00 PM 1 X BN942785 5071 22-Aug-2014 5071 0 J 02

FAULT WRITE-UP:

ACTION TAKEN:
AFTERSIMULATING A STABILATORFAILURE USING CYCLIC

TESTED AUTO MODE PASSED
MOUNTED STABILATOR SLEW UP SWITCH AND AFTER POWER ON
RESET WAS PUSHED, STABILATOR FAILED IN THE AUTO MODE
WHEN HOW MAL wuc MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JM884376 0.1 DB132372 1 F
G G 3 02 F -1
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 27-Aug-2014 10:13AM 4 X JK847814 5071 27-Aug-2014 5071 0 1 00

FAULT WRITE-UP:

ACTION TAKEN:
REMVOED SURVIVAL KIT DUE TO BEING OVERDUE

COMPLETED

WHEN HOwW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS TB866532 0.2 BG920809 3 F
X G 2 00 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuC
A 27-Aug-2014 1016 AM 5 X JK847814 5071 27-Aug-2014 5071 0 6 05
FAULT WRITE-UP: ACTION TAKEN:
INSP A501 - MAIN ROTOR BLADE PRESSURE CHECK. DUE AT: 25- INSP OK
AUG-2014. UPGRADE TO RED X STATUS ON 13-SEP-2014 IN
PROCESS
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS KJ781803 0.1 JK847814 0.1 F
O G 2 05 F 0

DELAY
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223667 HOURS: 5087.4
NEXT PHASE: 511838 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 27-Aug-2014 10:23 AM 6 X JK847814 5071 27-Aug-2014 5071 0 A 04
FAULT WRITE-UP: ACTION TAKEN:
#2ENG UPPER INBOARD MOUNT BUSHING NOT SEATED REPLACED BEARING
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JS844198 0.1 JK847814 3 F
X G 2 04 F 0
DELAY
13-2s to Follow
DATE SEQ NO STATUS WwucC ACTION TAKEN
27-Aug-2014 1 X 04 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED HRDWR ATTATCHING LOAD DEMAND AND POWER JS844198 0.1 JK847814 0.2 F
AVAILABLE CABLES TO IPS BLOWER DUCT
DATE SEQ NO STATUS WwucC ACTION TAKEN
27-Aug-2014 1 X 04 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED HRDWR ATTATCHING LOAD DEMAND AND POWER JS844198 0.1 JK847814 0.2 F
AVAILABLE CABLES TO IPS BLOWER DUCT
DATE SEQ NO STATUS WwucC ACTION TAKEN
27-Aug-2014 2 X 04 INSTALLED TQ 70 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED CLAMP SECURING IPS BLOWER DUCT TO IPS BLOWER JS844198 0.1 TB866532 0.2 F
DATE SEQ NO STATUS WucC ACTION TAKEN
27-Aug-2014 2 X 04 INSTALLED TQ 70 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED CLAMP SECURING IPS BLOWER DUCT TO IPS BLOWER JS844198 0.1 TB866532 0.2 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
27-Aug-2014 3 X 04 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED IPS BLOWER DUCT JS844198 0.1 JK847814 0.2 F
DATE SEQ NO STATUS WucC ACTION TAKEN
27-Aug-2014 3 X 04 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED IPS BLOWER DUCT JS844198 0.1 JK847814 0.2 F




Page 19 of 315

Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015

CLOSED FAULT REPORT
FOR: K08DD2

MODEL: UH-60A
NEXT PHASE: 5118.8

Current Status A: X Current Status E:

SERIAL NUMBER: 8223667
LAST MISSION:

Current Status O:

HOURS:
25-Nov-2014

Current Status W:

5087.4

DATE SEQ NO STATUS wuc ACTION TAKEN

27-Aug-2014 4 X 04 INSTALLED TQ 40 IN LBS

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED CLAMP SECURING CROSS BLEAD AIR TUBE TO FIRE WALL JS844198 0.1 JK847814 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

27-Aug-2014 4 X 04 INSTALLED TQ 40 IN LBS

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED CLAMP SECURING CROSS BLEAD AIR TUBE TO FIRE WALL JS844198 0.1 JK847814 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

27-Aug-2014 5 X 04 REPLACED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED COTTER PIN SECURING INSIDE UPPER MOUNT HRDWR JS844198 0.1 TB866532 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

27-Aug-2014 5 X 04 REPLACED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED COTTER PIN SECURING INSIDE UPPER MOUNT HRDWR JS844198 0.1 TB866532 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

27-Aug-2014 6 X 04 INSTALLED TQ HAND TIGHT THEN NEXT CASTELATION

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED INSIDE UPPER MOUNT ATT HRDWR JS844198 0.1 JK847814 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

27-Aug-2014 6 X 04 INSTALLED TQ HAND TIGHT THEN NEXT CASTELATION

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED INSIDE UPPER MOUNT ATT HRDWR JS844198 0.1 JK847814 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

27-Aug-2014 7 X 04 REPLACED BEARING

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED UPPER ENG MOUNT STRUT BEARING JS844198 0.1 DL897874 0.4 F
DATE SEQ NO STATUS wuc ACTION TAKEN

27-Aug-2014 7 X 04 REPLACED BEARING

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED UPPER ENG MOUNT STRUT BEARING JS844198 0.1 DL897874 0.4 F




Page 20 of 315

Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223667 HOURS: 5087.4
NEXT PHASE: 511838 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
27-Aug-2014 7 X 04 REPLACED BEARING
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED UPPER ENG MOUNT STRUT BEARING JS844198 0.1 JK847814 0.7 F
DATE SEQ NO STATUS wucC ACTION TAKEN
27-Aug-2014 7 X 04 REPLACED BEARING
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED UPPER ENG MOUNT STRUT BEARING JS844198 0.1 JK847814 0.7 F
DATE SEQ NO STATUS wucC ACTION TAKEN
27-Aug-2014 7 X 04 REPLACED BEARING
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED UPPER ENG MOUNT STRUT BEARING JS844198 0.1 TB866532 0.7 F
DATE SEQ NO STATUS wucC ACTION TAKEN
27-Aug-2014 7 X 04 REPLACED BEARING
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED UPPER ENG MOUNT STRUT BEARING JS844198 0.1 TB866532 0.7 F
DATE SEQ NO STATUS wucC ACTION TAKEN
27-Aug-2014 8 - 04 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL BOX AND FOD CHECK DUE 0 TB866532 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
27-Aug-2014 8 - 04 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL BOX AND FOD CHECK DUE 0 TB866532 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
27-Aug-2014 9 X 04 INSTALLED TQ 40 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMVOED CLAMP FROM CROSS BLEED AIR TUBE AT STARTER JS844198 0.1 TB866532 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
27-Aug-2014 9 X 04 INSTALLED TQ 40 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMVOED CLAMP FROM CROSS BLEED AIR TUBE AT STARTER JS844198 0.1 TB866532 0.2 F




Report Date: 06-Jan-2015

CLOSED FAULT REPORT

Page 21 of 315

Selection Range : 01-Jul-2014 To 06-Jan-2015

FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223667 HOURS: 5087.4
NEXT PHASE: 511838 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
27-Aug-2014 10 X 04 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED CROSS BLEED AIR TUBE JS844198 0.1 JK847814 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
27-Aug-2014 10 X 04 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED CROSS BLEED AIR TUBE JS844198 0.1 JK847814 0.2 F
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 12-Sep-2014 8:57 PM 2 X DL768086 5073 17-Sep-2014 5073 0 4 07A
FAULT WRITE-UP: ACTION TAKEN:
WHILE MOTORING STARTER FOR ONE MIN CYCLIC WOULD CYCLIC MOVEMENT WITHIN NORMAL OPERATING PERIMETERS.
DISPLACE BY ONE INCH OR MORE. THERE IS NO LIMIT TO THE ALLOWABLE CYCLIC MOVEMENT
DURING AIRCRAFT STARTS AS LONG AS IT CAN BE EASILY
RESTRAINED. MOVEMENT WAS EASILY RESTRAINED AND EVEN
ELIMINATED WHEN THE TRIM BUTTON WAS PRESSED. MOC OK
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS SS840732 0.1 WM948555 1 F
B A 5 07A -5
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 16-Sep-2014 11:13 AM 4 X JL906713 5073 16-Sep-2014 5073 0 1 02
FAULT WRITE-UP: ACTION TAKEN:
90 DAY CPC IN PROGRESS COMPLETE
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JK847814 0.1 JL906713 0.1 F
K G 2 02 F 0
DELAY
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223667 HOURS: 5087.4
NEXT PHASE: 5118.8 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DISCOVERY CORRECTION

SYSTEM

CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WuUC

A 19-Sep-2014 1:59 PM 2 X JS844198 5073 24-Sep-2014 5073 0 G 02

FAULT WRITE-UP:

RIGHT HAND FLOOR HAS A RIVET GONE AND A 1 1/2" CRACK
UNDER WHERE HOIST ADAPTER PLATE FWD FOOT WOULD SET

ACTION TAKEN:
STATUS DOWN GRADED DIAGNOLSEE ENTRY BELOW

WHEN HOW MAL wuc MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JM884376 0.1 LW663398 0.5 F
X G 1 02 F -5
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 02-Oct-2014  8:55 AM 2 X DB724139 5078.5 14-Oct-2014 5078.5 0 A 19
FAULT WRITE-UP: ACTION TAKEN:
REMOVE CENTRAL DISPLAY UNIT (SER # 2413) REPLACED WITH SN1176
WHEN HOwW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS DB724139 0.3 RR784092 0.1 F
K G 2 19 F -12
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuC
A 02-Oct-2014  8:58 AM 3 X DB724139  5078.5 14-Oct-2014 5078.5 0 A 19
FAULT WRITE-UP: ACTION TAKEN:
REMOVE VIDS #1 SDC(SER # 2752) REPLACED SN1800
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS DB724139 0.3 RR784092 0.1 F
K G 2 19 F -12

DELAY
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223667 HOURS: 5087.4
NEXT PHASE: 511838 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 02-Oct-2014 9:01 AM 4 X DB724139 5078.5 14-Oct-2014 5078.5 0 A 19
FAULT WRITE-UP: ACTION TAKEN:
REMOVE VIDS # 2 SDC (SER # 3780) REPLACED SN 1899
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS DB724139 0.3 RR784092 0.2 F
K G 2 19 F -12
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 02-Oct-2014  7:00 AM 5 X JK847814 5078.5 17-Oct-2014 5078.5 0 A 04A
FAULT WRITE-UP: ACTION TAKEN:
#1 ENG SN# GE-E-761230C REMOVED FOR CONTROL EXCHANGE REPLACED WITH SN GEE 307859
TO ACFT 727
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS KJ781803 0.1 DB132372 30 F
K G 2 04A F -15
DELAY

13-2s to Follow

DATE SEQNO STATUS wuc ACTION TAKEN

02-Oct-2014 1 - 04A INSPECTION COMPLETE

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

PERFORM INSPECTION UPON REMOVAL 0 JM258694 0.1 F
DATE SEQNO STATUS wuc ACTION TAKEN

02-Oct-2014 1 - 04A INSPECTION COMPLETE

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

PERFORM INSPECTION UPON REMOVAL 0 JM258694 0.1 F
DATE SEQNO STATUS wuc ACTION TAKEN

02-Oct-2014 1 - 04A INSPECTION COMPLETE

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

PERFORM INSPECTION UPON REMOVAL 0 JM258694 0.1 F
DATE SEQNO STATUS wuc ACTION TAKEN

02-Oct-2014 1 - 04A INSPECTION COMPLETE

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

PERFORM INSPECTION UPON REMOVAL 0 JM258694 0.1 F




Page 24 of 315

Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223667 HOURS: 5087.4
NEXT PHASE: 511838 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 1 - 04A INSPECTION COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM INSPECTION UPON REMOVAL 0 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 2 / 04A INSTALLED TRQD TO 45 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED HARDWARE FROM CROTCH ASSEMBLY 0 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 2 / 04A INSTALLED TRQD TO 45 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED HARDWARE FROM CROTCH ASSEMBLY 0 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 2 / 04A INSTALLED TRQD TO 45 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED HARDWARE FROM CROTCH ASSEMBLY 0 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 2 / 04A INSTALLED TRQD TO 45 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED HARDWARE FROM CROTCH ASSEMBLY 0 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 2 / 04A INSTALLED TRQD TO 45 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED HARDWARE FROM CROTCH ASSEMBLY 0 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 3 / 04A INSTALLED TRQ TO 45 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED CROTCH ASSEMBLY 0 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 3 / 04A INSTALLED TRQ TO 45 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED CROTCH ASSEMBLY 0 JM258694 0.1 F




Page 25 of 315

Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223667 HOURS: 5087.4
NEXT PHASE: 511838 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 3 / 04A INSTALLED TRQ TO 45 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED CROTCH ASSEMBLY 0 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 3 / 04A INSTALLED TRQ TO 45 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED CROTCH ASSEMBLY 0 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 3 / 04A INSTALLED TRQ TO 45 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED CROTCH ASSEMBLY 0 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 4 / 04A INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED CLAMP 0 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 4 / 04A INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED CLAMP 0 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 4 / 04A INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED CLAMP 0 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 4 / 04A INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED CLAMP 0 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 4 / 04A INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED CLAMP 0 JM258694 0.1 F




Page 26 of 315

Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223667 HOURS: 5087.4
NEXT PHASE: 511838 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 5 / 04A INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED HARDWARE FROM LOWER FAIRING 0 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 5 / 04A INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED HARDWARE FROM LOWER FAIRING 0 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 5 / 04A INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED HARDWARE FROM LOWER FAIRING 0 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 5 / 04A INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED HARDWARE FROM LOWER FAIRING 0 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 5 / 04A INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED HARDWARE FROM LOWER FAIRING 0 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 6 / 04A INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED LOWER FAIRING 0 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 6 / 04A INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED LOWER FAIRING 0 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 6 / 04A INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED LOWER FAIRING 0 JM258694 0.1 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223667 HOURS: 5087.4
NEXT PHASE: 511838 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 6 / 04A INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED LOWER FAIRING 0 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 6 / 04A INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED LOWER FAIRING 0 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 7 / 04A CONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED P823 0 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 7 / 04A CONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED P823 0 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 7 / 04A CONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED P823 0 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 7 / 04A CONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED P823 0 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 7 / 04A CONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED P823 0 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 8 / 04A CONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

DISCONNECTED FIRE EXTINGUISHER DISCHARGE TUBE 0 JM258694 0.1 F




Page 28 of 315

Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015

CLOSED FAULT REPORT
FOR: K08DD2

MODEL: UH-60A
NEXT PHASE: 5118.8

Current Status A: X

Current Status E:

SERIAL NUMBER: 8223667
LAST MISSION:

Current Status O:

HOURS:
25-Nov-2014

Current Status W:

5087.4

DATE SEQ NO STATUS wuc ACTION TAKEN

02-Oct-2014 8 / 04A CONNECTED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

DISCONNECTED FIRE EXTINGUISHER DISCHARGE TUBE 0 JM258694 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

02-Oct-2014 8 / 04A CONNECTED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

DISCONNECTED FIRE EXTINGUISHER DISCHARGE TUBE 0 JM258694 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

02-Oct-2014 8 / 04A CONNECTED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

DISCONNECTED FIRE EXTINGUISHER DISCHARGE TUBE 0 JM258694 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

02-Oct-2014 8 / 04A CONNECTED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

DISCONNECTED FIRE EXTINGUISHER DISCHARGE TUBE 0 JM258694 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

02-Oct-2014 9 / 04A CONNECTED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

DISCONNECTED WATER WASH HOSE 0 JM258694 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

02-Oct-2014 9 / 04A CONNECTED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

DISCONNECTED WATER WASH HOSE 0 JM258694 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

02-Oct-2014 9 / 04A CONNECTED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

DISCONNECTED WATER WASH HOSE 0 JM258694 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

02-Oct-2014 9 / 04A CONNECTED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

DISCONNECTED WATER WASH HOSE 0 JM258694 0.1 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223667 HOURS: 5087.4
NEXT PHASE: 511838 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 9 / 04A CONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED WATER WASH HOSE 0 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 10 / 04A CONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED BLEED AIR TUBE 0 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 10 / 04A CONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED BLEED AIR TUBE 0 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 10 / 04A CONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED BLEED AIR TUBE 0 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 10 / 04A CONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED BLEED AIR TUBE 0 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 10 / 04A CONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED BLEED AIR TUBE 0 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 11 / 04A INSTALLED TRQ TO 70 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED LH INLET 0 JM258694 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 11 / 04A INSTALLED TRQ TO 70 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED LH INLET 0 JM258694 0.5 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223667 HOURS: 5087.4
NEXT PHASE: 511838 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 11 / 04A INSTALLED TRQ TO 70 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED LH INLET 0 JM258694 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 11 / 04A INSTALLED TRQ TO 70 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED LH INLET 0 JM258694 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 11 / 04A INSTALLED TRQ TO 70 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED LH INLET 0 JM258694 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 12 X 04A REINSTALLED TQ TO 500 INLBL
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED FUEL HOSE AT FUEL PUMP ELBOW KJ781803 0.1 DB132372 0.4 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 12 X 04A REINSTALLED TQ TO 500 INLBL
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED FUEL HOSE AT FUEL PUMP ELBOW KJ781803 0.1 DB132372 0.4 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 12 X 04A REINSTALLED TQ TO 500 INLBL
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED FUEL HOSE AT FUEL PUMP ELBOW KJ781803 0.1 DB132372 0.4 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 12 X 04A REINSTALLED TQ TO 500 INLBL
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED FUEL HOSE AT FUEL PUMP ELBOW KJ781803 0.1 DB132372 0.4 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 12 X 04A REINSTALLED TQ TO 500 INLBL
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

DISCONNECTED FUEL HOSE AT FUEL PUMP ELBOW KJ781803 0.1 DB132372 0.4 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223667 HOURS: 5087.4
NEXT PHASE: 511838 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN

02-Oct-2014 13 X 04A REINSTALLED TQ TO 135IN LB

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED ENGINE DRAIN HOSES FROM ELBOWS ON ENGINE KJ781803 0.1 DB132372 0.5 F

COMPARTMENT DECK

DATE SEQ NO STATUS wuc ACTION TAKEN
02-Oct-2014 13 X 04A REINSTALLED TQ TO 135 IN LB
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED ENGINE DRAIN HOSES FROM ELBOWS ON ENGINE KJ781803 0.1 DB132372 0.5 F

COMPARTMENT DECK

DATE SEQ NO STATUS wuc ACTION TAKEN
02-Oct-2014 13 X 04A REINSTALLED TQ TO 135 IN LB
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED ENGINE DRAIN HOSES FROM ELBOWS ON ENGINE KJ781803 0.1 DB132372 0.5 F

COMPARTMENT DECK

DATE SEQ NO STATUS wuc ACTION TAKEN
02-Oct-2014 13 X 04A REINSTALLED TQ TO 135 IN LB
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED ENGINE DRAIN HOSES FROM ELBOWS ON ENGINE KJ781803 0.1 DB132372 0.5 F

COMPARTMENT DECK

DATE SEQ NO STATUS wuc ACTION TAKEN
02-Oct-2014 13 X 04A REINSTALLED TQ TO 135 IN LB
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED ENGINE DRAIN HOSES FROM ELBOWS ON ENGINE KJ781803 0.1 DB132372 0.5 F

COMPARTMENT DECK

DATE SEQ NO STATUS wuc ACTION TAKEN

02-Oct-2014 14 X 04A REISTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED ENGINE DRAIN CLAMP FROM ENGINE DECK HEAT SHIELD KJ781803 0.1 DB132372 0.5 F
DATE SEQ NO STATUS wuc ACTION TAKEN

02-Oct-2014 14 X 04A REISTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED ENGINE DRAIN CLAMP FROM ENGINE DECK HEAT SHIELD KJ781803 0.1 DB132372 0.5 F
DATE SEQ NO STATUS wuc ACTION TAKEN

02-Oct-2014 14 X 04A REISTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED ENGINE DRAIN CLAMP FROM ENGINE DECK HEAT SHIELD KJ781803 0.1 DB132372 0.5 F




Report Date: 06-Jan-2015

Selection Range : 01-Jul-2014

CLOSED FAULT REPORT

Page 32 of 315

To 06-Jan-2015

FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223667 HOURS: 5087.4
NEXT PHASE: 511838 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 14 X 04A REISTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED ENGINE DRAIN CLAMP FROM ENGINE DECK HEAT SHIELD KJ781803 0.1 DB132372 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 14 X 04A REISTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED ENGINE DRAIN CLAMP FROM ENGINE DECK HEAT SHIELD KJ781803 0.1 DB132372 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 15 X 04A REINSTALLED TQTO 245 IN LB
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED SWIRL FRAME DRAIN TO AIRFRAME CLAMP KJ781803 0.1 DB132372 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 15 X 04A REINSTALLED TQTO 245 IN LB
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED SWIRL FRAME DRAIN TO AIRFRAME CLAMP KJ781803 0.1 DB132372 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 15 X 04A REINSTALLED TQTO 245 IN LB
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED SWIRL FRAME DRAIN TO AIRFRAME CLAMP KJ781803 0.1 DB132372 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 15 X 04A REINSTALLED TQTO 245 IN LB
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED SWIRL FRAME DRAIN TO AIRFRAME CLAMP KJ781803 0.1 DB132372 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 15 X 04A REINSTALLED TQTO 245 IN LB
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED SWIRL FRAME DRAIN TO AIRFRAME CLAMP KJ781803 0.1 DB132372 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 16 X 04A RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED ELECTRICAL CONNECTORS P815 AND P825 FROM KJ781803 0.1 DB132372 0.5 F

FIREWALL RECEPTACLES
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223667 HOURS: 5087.4
NEXT PHASE: 511838 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:

DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 16 X 04A RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED ELECTRICAL CONNECTORS P815 AND P825 FROM KJ781803 0.1 DB132372 0.5 F

FIREWALL RECEPTACLES

DATE SEQ NO STATUS wuc ACTION TAKEN
02-Oct-2014 16 X 04A RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED ELECTRICAL CONNECTORS P815 AND P825 FROM KJ781803 0.1 DB132372 0.5 F

FIREWALL RECEPTACLES

DATE SEQ NO STATUS wuc ACTION TAKEN
02-Oct-2014 16 X 04A RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED ELECTRICAL CONNECTORS P815 AND P825 FROM KJ781803 0.1 DB132372 0.5 F

FIREWALL RECEPTACLES

DATE SEQ NO STATUS wuc ACTION TAKEN
02-Oct-2014 16 X 04A RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED ELECTRICAL CONNECTORS P815 AND P825 FROM KJ781803 0.1 DB132372 0.5 F

FIREWALL RECEPTACLES

DATE SEQ NO STATUS wuc ACTION TAKEN

02-Oct-2014 17 X 04A REINSTALLED TQ TO45IN LB

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED CROSS BLEED AIR TUBE TO FIREWALL FLEX COUPLING KJ781803 0.1 DB132372 0.3 F
DATE SEQ NO STATUS wuc ACTION TAKEN

02-Oct-2014 17 X 04A REINSTALLED TQ TO45IN LB

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED CROSS BLEED AIR TUBE TO FIREWALL FLEX COUPLING KJ781803 0.1 DB132372 0.3 F
DATE SEQ NO STATUS wuc ACTION TAKEN

02-Oct-2014 17 X 04A REINSTALLED TQ TO45IN LB

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED CROSS BLEED AIR TUBE TO FIREWALL FLEX COUPLING KJ781803 0.1 DB132372 0.3 F
DATE SEQ NO STATUS wuc ACTION TAKEN

02-Oct-2014 17 X 04A REINSTALLED TQ TO45IN LB

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED CROSS BLEED AIR TUBE TO FIREWALL FLEX COUPLING KJ781803 0.1 DB132372 0.3 F




Report Date:

06-Jan-2015

MODEL: UH-60A

CLOSED FAULT REPORT

FOR: K08DD2

SERIAL NUMBER: 8223667

Selection Range : 01-Jul-2014

Page 34 of 315

To 06-Jan-2015

HOURS: 5087.4
NEXT PHASE: 511838 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 17 X 04A REINSTALLED TQTO 45IN LB
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED CROSS BLEED AIR TUBE TO FIREWALL FLEX COUPLING KJ781803 0.1 DB132372 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 18 X 04A CONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED POWER-AVAILABLE ROTARY INPUT AT HYDRO KJ781803 0.1 DB132372 0.5 F
MECHANICAL UNIT
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 18 X 04A CONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED POWER-AVAILABLE ROTARY INPUT AT HYDRO KJ781803 0.1 DB132372 0.5 F
MECHANICAL UNIT
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 18 X 04A CONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED POWER-AVAILABLE ROTARY INPUT AT HYDRO KJ781803 0.1 DB132372 0.5 F
MECHANICAL UNIT
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 18 X 04A CONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED POWER-AVAILABLE ROTARY INPUT AT HYDRO KJ781803 0.1 DB132372 0.5 F
MECHANICAL UNIT
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 18 X 04A CONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED POWER-AVAILABLE ROTARY INPUT AT HYDRO KJ781803 0.1 DB132372 0.5 F
MECHANICAL UNIT
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 19 X 04A CONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED LOAD-DEMAND ROTARY INPUT AT HYDRO KJ781803 0.1 DB132372 0.5 F
MECHANICAL UNIT
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 19 X 04A CONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED LOAD-DEMAND ROTARY INPUT AT HYDRO KJ781803 0.1 DB132372 0.5 F
MECHANICAL UNIT




Report Date: 06-Jan-2015

Page 35 of 315

Selection Range : 01-Jul-2014 To 06-Jan-2015

CLOSED FAULT REPORT

FOR: K08DD2

MODEL: UH-60A SERIAL NUMBER: 8223667

HOURS: 5087.4
NEXT PHASE: 5118.8

LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O:

Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 19 X 04A CONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED LOAD-DEMAND ROTARY INPUT AT HYDRO KJ781803 0.1 DB132372 0.5 F
MECHANICAL UNIT
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 19 X 04A CONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED LOAD-DEMAND ROTARY INPUT AT HYDRO KJ781803 0.1 DB132372 0.5 F
MECHANICAL UNIT
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 19 X 04A CONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED LOAD-DEMAND ROTARY INPUT AT HYDRO KJ781803 0.1 DB132372 0.5 F
MECHANICAL UNIT
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 20 X 04A REINSTALLED TQTO 70 IN LB
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED IPS BLOWER DUCT CLAMP KJ781803 0.1 DB132372 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 20 X 04A REINSTALLED TQTO 70 IN LB
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED IPS BLOWER DUCT CLAMP KJ781803 0.1 DB132372 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 20 X 04A REINSTALLED TQTO 70 IN LB
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED IPS BLOWER DUCT CLAMP KJ781803 0.1 DB132372 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 20 X 04A REINSTALLED TQ TO 70 IN LB
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED IPS BLOWER DUCT CLAMP KJ781803 0.1 DB132372 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 20 X 04A REINSTALLED TQTO 70 IN LB
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED IPS BLOWER DUCT CLAMP KJ781803 0.1 DB132372 0.5 F




Page 36 of 315

Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223667 HOURS: 5087.4
NEXT PHASE: 511838 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 21 X 04A REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED IPS BLOWER DUCT KJ781803 0.1 DB132372 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 21 X 04A REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED IPS BLOWER DUCT KJ781803 0.1 DB132372 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 21 X 04A REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED IPS BLOWER DUCT KJ781803 0.1 DB132372 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 21 X 04A REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED IPS BLOWER DUCT KJ781803 0.1 DB132372 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 21 X 04A REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED IPS BLOWER DUCT KJ781803 0.1 DB132372 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 22 X 04A REINSTALLED TQ TO 40 IN LB
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED LOOP CLAMP FROM DESWIRL DUCT KJ781803 0.1 DB132372 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 22 X 04A REINSTALLED TQ TO 40 IN LB
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED LOOP CLAMP FROM DESWIRL DUCT KJ781803 0.1 DB132372 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 22 X 04A REINSTALLED TQ TO 40 IN LB
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED LOOP CLAMP FROM DESWIRL DUCT KJ781803 0.1 DB132372 1 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015

CLOSED FAULT REPORT

FOR: K08DD2
SERIAL NUMBER: 8223667
LAST MISSION:

MODEL: UH-60A
NEXT PHASE: 5118.8

HOURS: 5087.4
25-Nov-2014

Current Status A: X Current Status E:

Current Status O:

Current Status W:

DATE SEQ NO STATUS wuc ACTION TAKEN
02-Oct-2014 22 X 04A REINSTALLED TQ TO 40 IN LB
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED LOOP CLAMP FROM DESWIRL DUCT KJ781803 0.1 DB132372 1 F
DATE SEQ NO STATUS wuc ACTION TAKEN
02-Oct-2014 22 X 04A REINSTALLED TQ TO 40 IN LB
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED LOOP CLAMP FROM DESWIRL DUCT KJ781803 0.1 DB132372 1 F
DATE SEQ NO STATUS wuc ACTION TAKEN
02-Oct-2014 23 X 04A N/A
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED DISC PACK COUPLING TO INPUT MODULE FLANGE KJ781803 0.1 DB132372 0.1 F
HARDWARE
DATE SEQ NO STATUS wuc ACTION TAKEN
02-Oct-2014 23 X 04A N/A
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED DISC PACK COUPLING TO INPUT MODULE FLANGE KJ781803 0.1 DB132372 0.1 F
HARDWARE
DATE SEQ NO STATUS wuc ACTION TAKEN
02-Oct-2014 23 X 04A N/A
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED DISC PACK COUPLING TO INPUT MODULE FLANGE KJ781803 0.1 DB132372 0.1 F
HARDWARE
DATE SEQ NO STATUS wuc ACTION TAKEN
02-Oct-2014 23 X 04A N/A
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED DISC PACK COUPLING TO INPUT MODULE FLANGE KJ781803 0.1 DB132372 0.1 F
HARDWARE
DATE SEQ NO STATUS wuc ACTION TAKEN
02-Oct-2014 23 X 04A N/A
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED DISC PACK COUPLING TO INPUT MODULE FLANGE KJ781803 0.1 DB132372 0.1 F
HARDWARE
DATE SEQ NO STATUS wuc ACTION TAKEN
02-Oct-2014 24 X 04A REINSTALLED TQ TO 125 INLB
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED FORWARD SUPPORT TUBE TO GIMBLE HARDWARE KJ781803 0.1 DB132372 0.5 F




Report Date: 06-Jan-2015

MODEL: UH-60A

NEXT PHASE:

5118.8

Selection Range : 01-Jul-2014

CLOSED FAULT REPORT

FOR: K08DD2
SERIAL NUMBER: 8223667
LAST MISSION:

HOURS:

Current Status A: X Current Status E:

Current Status O:
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To 06-Jan-2015

25-Nov-2014

5087.4

Current Status W:

DATE SEQ NO STATUS wuc ACTION TAKEN
02-Oct-2014 24 X 04A REINSTALLED TQ TO 125 INLB
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED FORWARD SUPPORT TUBE TO GIMBLE HARDWARE KJ781803 0.1 DB132372 0.5 F
DATE SEQ NO STATUS wuc ACTION TAKEN
02-Oct-2014 24 X 04A REINSTALLED TQ TO 125 INLB
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED FORWARD SUPPORT TUBE TO GIMBLE HARDWARE KJ781803 0.1 DB132372 0.5 F
DATE SEQ NO STATUS wuc ACTION TAKEN
02-Oct-2014 24 X 04A REINSTALLED TQ TO 125 INLB
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED FORWARD SUPPORT TUBE TO GIMBLE HARDWARE KJ781803 0.1 DB132372 0.5 F
DATE SEQ NO STATUS wuc ACTION TAKEN
02-Oct-2014 24 X 04A REINSTALLED TQ TO 125 INLB
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED FORWARD SUPPORT TUBE TO GIMBLE HARDWARE KJ781803 0.1 DB132372 0.5 F
DATE SEQ NO STATUS wuc ACTION TAKEN
02-Oct-2014 25 X 04A REINSTALLED TQ TO 195 IN LB
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED INNER MOUNT STRUT TO ENGINE INNER MOUNT LINK KJ781803 0.1 DB132372 0.4 F
HARDWARE
DATE SEQ NO STATUS wuc ACTION TAKEN
02-Oct-2014 25 X 04A REINSTALLED TQ TO 195 IN LB
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED INNER MOUNT STRUT TO ENGINE INNER MOUNT LINK KJ781803 0.1 DB132372 0.4 F
HARDWARE
DATE SEQ NO STATUS wuc ACTION TAKEN
02-Oct-2014 25 X 04A REINSTALLED TQ TO 195 IN LB
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED INNER MOUNT STRUT TO ENGINE INNER MOUNT LINK KJ781803 0.1 DB132372 0.4 F
HARDWARE
DATE SEQ NO STATUS wuc ACTION TAKEN
02-Oct-2014 25 X 04A REINSTALLED TQ TO 195 IN LB
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED INNER MOUNT STRUT TO ENGINE INNER MOUNT LINK KJ781803 0.1 DB132372 0.4 F

HARDWARE




Report Date: 06-Jan-2015

Selection Range : 01-Jul-2014

CLOSED FAULT REPORT

FOR: K08DD2
SERIAL NUMBER: 8223667

MODEL: UH-60A
NEXT PHASE: 5118.8

Current Status A: X Current Status E:

LAST MISSION:
Current Status O:

HOURS:
25-Nov-2014
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To 06-Jan-2015

5087.4

Current Status W:

DATE SEQ NO STATUS wuc ACTION TAKEN
02-Oct-2014 25 X 04A REINSTALLED TQ TO 195 IN LB
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED INNER MOUNT STRUT TO ENGINE INNER MOUNT LINK KJ781803 0.1 DB132372 0.4 F
HARDWARE

DATE SEQ NO STATUS wuc ACTION TAKEN
02-Oct-2014 26 X 04A REINSTALLED TQ TO 195 IN LB
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED OUTER MOUNT STRUT TO ENGINE OUTER MOUNT LINK KJ781803 0.1 DB132372 0.5 F
HARDWARE

DATE SEQ NO STATUS wuc ACTION TAKEN
02-Oct-2014 26 X 04A REINSTALLED TQ TO 195 IN LB
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED OUTER MOUNT STRUT TO ENGINE OUTER MOUNT LINK KJ781803 0.1 DB132372 0.5 F
HARDWARE

DATE SEQ NO STATUS wuc ACTION TAKEN
02-Oct-2014 26 X 04A REINSTALLED TQ TO 195 IN LB
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED OUTER MOUNT STRUT TO ENGINE OUTER MOUNT LINK KJ781803 0.1 DB132372 0.5 F
HARDWARE

DATE SEQ NO STATUS wuc ACTION TAKEN
02-Oct-2014 26 X 04A REINSTALLED TQ TO 195 IN LB
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED OUTER MOUNT STRUT TO ENGINE OUTER MOUNT LINK KJ781803 0.1 DB132372 0.5 F
HARDWARE

DATE SEQ NO STATUS wuc ACTION TAKEN
02-Oct-2014 26 X 04A REINSTALLED TQ TO 195 IN LB
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED OUTER MOUNT STRUT TO ENGINE OUTER MOUNT LINK KJ781803 0.1 DB132372 0.5 F
HARDWARE

DATE SEQ NO STATUS wuc ACTION TAKEN
02-Oct-2014 27 X 04A REINSTALLED TQTO 195 IN LB
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED CENTER MOUNT SUPPORT TO ENGINE CENTER MOUNT KJ781803 0.1 DB132372 0.3 F
LINK HARDWARE

DATE SEQ NO STATUS wuc ACTION TAKEN
02-Oct-2014 27 X 04A REINSTALLED TQTO 195 IN LB
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED CENTER MOUNT SUPPORT TO ENGINE CENTER MOUNT KJ781803 0.1 DB132372 0.3 F

LINK HARDWARE
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223667 HOURS: 5087.4
NEXT PHASE: 511838 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN

02-Oct-2014 27 X 04A REINSTALLED TQTO 195 IN LB

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED CENTER MOUNT SUPPORT TO ENGINE CENTER MOUNT KJ781803 0.1 DB132372 0.3 F

LINK HARDWARE

DATE SEQ NO STATUS wuc ACTION TAKEN
02-Oct-2014 27 X 04A REINSTALLED TQTO 195 IN LB
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED CENTER MOUNT SUPPORT TO ENGINE CENTER MOUNT KJ781803 0.1 DB132372 0.3 F

LINK HARDWARE

DATE SEQ NO STATUS wuc ACTION TAKEN
02-Oct-2014 27 X 04A REINSTALLED TQTO 195 IN LB
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED CENTER MOUNT SUPPORT TO ENGINE CENTER MOUNT KJ781803 0.1 DB132372 0.3 F

LINK HARDWARE

DATE SEQ NO STATUS wuc ACTION TAKEN
02-Oct-2014 28 X 04A REINSTALLED TQTO 40 INLB
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED STARTER BLEED AIR TUBE TO FIREWALL TUBE FLEX KJ781803 0.1 DB132372 0.3 F
COUPLING

DATE SEQ NO STATUS wuc ACTION TAKEN
02-Oct-2014 28 X 04A REINSTALLED TQTO 40 INLB
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED STARTER BLEED AIR TUBE TO FIREWALL TUBE FLEX KJ781803 0.1 DB132372 0.3 F
COUPLING

DATE SEQ NO STATUS wuc ACTION TAKEN
02-Oct-2014 28 X 04A REINSTALLED TQTO 40 INLB
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED STARTER BLEED AIR TUBE TO FIREWALL TUBE FLEX KJ781803 0.1 DB132372 0.3 F
COUPLING

DATE SEQ NO STATUS wuc ACTION TAKEN
02-Oct-2014 28 X 04A REINSTALLED TQTO 40 INLB
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED STARTER BLEED AIR TUBE TO FIREWALL TUBE FLEX KJ781803 0.1 DB132372 0.3 F
COUPLING

DATE SEQ NO STATUS wuc ACTION TAKEN
02-Oct-2014 28 X 04A REINSTALLED TQTO 40 INLB
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED STARTER BLEED AIR TUBE TO FIREWALL TUBE FLEX KJ781803 0.1 DB132372 0.3 F

COUPLING




Report Date: 06-Jan-2015

Selection Range : 01-Jul-2014

CLOSED FAULT REPORT

Page 41 of 315

To 06-Jan-2015

FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223667 HOURS: 5087.4
NEXT PHASE: 511838 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 29 X 04A REINSTALLED TQTO 45IN LB
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED STARTER BLEED AIR TUBE FROM STARTER KJ781803 0.1 DB132372 0.4 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 29 X 04A REINSTALLED TQTO45IN LB
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED STARTER BLEED AIR TUBE FROM STARTER KJ781803 0.1 DB132372 0.4 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 29 X 04A REINSTALLED TQTO45IN LB
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED STARTER BLEED AIR TUBE FROM STARTER KJ781803 0.1 DB132372 0.4 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 29 X 04A REINSTALLED TQTO 45IN LB
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED STARTER BLEED AIR TUBE FROM STARTER KJ781803 0.1 DB132372 0.4 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 29 X 04A REINSTALLED TQ TO 45IN LB
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED STARTER BLEED AIR TUBE FROM STARTER KJ781803 0.1 DB132372 0.4 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 30 X 04A REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED #1 ENGINE ASSY KJ781803 0.1 DB132372 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 30 X 04A REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED #1 ENGINE ASSY KJ781803 0.1 DB132372 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 30 X 04A REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED #1 ENGINE ASSY KJ781803 0.1 DB132372 0.5 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015

CLOSED FAULT REPORT
FOR: K08DD2

MODEL: UH-60A
NEXT PHASE: 5118.8

Current Status A: X Current Status E:

SERIAL NUMBER: 8223667
LAST MISSION:

Current Status O:

HOURS:
25-Nov-2014

Current Status W:

5087.4

DATE SEQ NO STATUS wuc ACTION TAKEN

02-Oct-2014 30 X 04A REPLACED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED #1 ENGINE ASSY KJ781803 0.1 DB132372 0.5 F
DATE SEQ NO STATUS wuc ACTION TAKEN

02-Oct-2014 30 X 04A REPLACED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED #1 ENGINE ASSY KJ781803 0.1 DB132372 0.5 F
DATE SEQ NO STATUS wuc ACTION TAKEN

02-Oct-2014 31 - 04A COMPLETED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

INSPECT INPUT PINION AXIAL PLAY 0 DB132372 0.3 F
DATE SEQ NO STATUS wuc ACTION TAKEN

02-Oct-2014 31 - 04A COMPLETED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

INSPECT INPUT PINION AXIAL PLAY 0 DB132372 0.3 F
DATE SEQ NO STATUS wuc ACTION TAKEN

02-Oct-2014 31 - 04A COMPLETED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

INSPECT INPUT PINION AXIAL PLAY 0 DB132372 0.3 F
DATE SEQ NO STATUS wuc ACTION TAKEN

02-Oct-2014 31 - 04A COMPLETED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

INSPECT INPUT PINION AXIAL PLAY 0 DB132372 0.3 F
DATE SEQ NO STATUS wuc ACTION TAKEN

02-Oct-2014 31 - 04A COMPLETED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

INSPECT INPUT PINION AXIAL PLAY 0 DB132372 0.3 F
DATE SEQ NO STATUS wuc ACTION TAKEN

02-Oct-2014 32 - 04A COMPLETED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

INSPECT ENGINE OUTPUT SHAFT AND DISC PACK COUPLING 0 DB132372 0.3 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015

CLOSED FAULT REPORT
FOR: K08DD2

MODEL: UH-60A
NEXT PHASE: 5118.8

Current Status A: X Current Status E:

SERIAL NUMBER: 8223667
LAST MISSION:

Current Status O:

HOURS:
25-Nov-2014

Current Status W:

5087.4

DATE SEQ NO STATUS wuc ACTION TAKEN

02-Oct-2014 32 - 04A COMPLETED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

INSPECT ENGINE OUTPUT SHAFT AND DISC PACK COUPLING 0 DB132372 0.3 F
DATE SEQ NO STATUS wuc ACTION TAKEN

02-Oct-2014 32 - 04A COMPLETED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

INSPECT ENGINE OUTPUT SHAFT AND DISC PACK COUPLING 0 DB132372 0.3 F
DATE SEQ NO STATUS wuc ACTION TAKEN

02-Oct-2014 32 - 04A COMPLETED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

INSPECT ENGINE OUTPUT SHAFT AND DISC PACK COUPLING 0 DB132372 0.3 F
DATE SEQ NO STATUS wuc ACTION TAKEN

02-Oct-2014 32 - 04A COMPLETED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

INSPECT ENGINE OUTPUT SHAFT AND DISC PACK COUPLING 0 DB132372 0.3 F
DATE SEQ NO STATUS wuc ACTION TAKEN

02-Oct-2014 33 - 04A COMPLETED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

INSPECT INPUT MODULE FLANGE 0 DB132372 0.5 F
DATE SEQ NO STATUS wuc ACTION TAKEN

02-Oct-2014 33 - 04A COMPLETED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

INSPECT INPUT MODULE FLANGE 0 DB132372 0.5 F
DATE SEQ NO STATUS wuc ACTION TAKEN

02-Oct-2014 33 - 04A COMPLETED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

INSPECT INPUT MODULE FLANGE 0 DB132372 0.5 F
DATE SEQ NO STATUS wuc ACTION TAKEN

02-Oct-2014 33 - 04A COMPLETED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

INSPECT INPUT MODULE FLANGE 0 DB132372 0.5 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223667 HOURS: 5087.4
NEXT PHASE: 511838 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 33 - 04A COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT INPUT MODULE FLANGE 0 DB132372 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 34 - 04A COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT ELASTOMERIC GIMBAL 0 DB132372 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 34 - 04A COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT ELASTOMERIC GIMBAL 0 DB132372 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 34 - 04A COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT ELASTOMERIC GIMBAL 0 DB132372 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 34 - 04A COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT ELASTOMERIC GIMBAL 0 DB132372 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 34 - 04A COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT ELASTOMERIC GIMBAL 0 DB132372 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 35 - 04A COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT ENGINE MOUNTS (3 EA) 0 DB132372 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 35 - 04A COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

INSPECT ENGINE MOUNTS (3 EA) 0 DB132372 0.5 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223667 HOURS: 5087.4
NEXT PHASE: 511838 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 35 - 04A COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT ENGINE MOUNTS (3 EA) 0 DB132372 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 35 - 04A COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT ENGINE MOUNTS (3 EA) 0 DB132372 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 35 - 04A COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT ENGINE MOUNTS (3 EA) 0 DB132372 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 36 X 04A REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED HRDWR SECURING OUTER INLET SHIELD KJ781803 0.1 DB132372 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 36 X 04A REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED HRDWR SECURING OUTER INLET SHIELD KJ781803 0.1 DB132372 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 36 X 04A REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED HRDWR SECURING OUTER INLET SHIELD KJ781803 0.1 DB132372 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 36 X 04A REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED HRDWR SECURING OUTER INLET SHIELD KJ781803 0.1 DB132372 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 36 X 04A REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED HRDWR SECURING OUTER INLET SHIELD KJ781803 0.1 DB132372 0.5 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223667 HOURS: 5087.4
NEXT PHASE: 511838 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 37 X 04A REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED #1INLET OUTER SHIELD KJ781803 0.1 DB132372 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 37 X 04A REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED #1INLET OUTER SHIELD KJ781803 0.1 DB132372 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 37 X 04A REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED #1INLET OUTER SHIELD KJ781803 0.1 DB132372 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 37 X 04A REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED #1INLET OUTER SHIELD KJ781803 0.1 DB132372 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 37 X 04A REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED #1INLET OUTER SHIELD KJ781803 0.1 DB132372 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 38 X 04A REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED HRDWR SECURING COVER TO INLET ANTI ICE VALVE KJ781803 0.1 DB132372 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 38 X 04A REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED HRDWR SECURING COVER TO INLET ANTI ICE VALVE KJ781803 0.1 DB132372 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 38 X 04A REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED HRDWR SECURING COVER TO INLET ANTI ICE VALVE KJ781803 0.1 DB132372 0.5 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015

CLOSED FAULT REPORT
FOR: K08DD2

MODEL: UH-60A
NEXT PHASE: 5118.8

Current Status A: X Current Status E:

SERIAL NUMBER: 8223667
LAST MISSION:

Current Status O:

HOURS:
25-Nov-2014

Current Status W:

5087.4

DATE SEQ NO STATUS wuc ACTION TAKEN

02-Oct-2014 38 X 04A REINSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED HRDWR SECURING COVER TO INLET ANTI ICE VALVE KJ781803 0.1 DB132372 0.5 F
DATE SEQ NO STATUS wuc ACTION TAKEN

02-Oct-2014 38 X 04A REINSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED HRDWR SECURING COVER TO INLET ANTI ICE VALVE KJ781803 0.1 DB132372 0.5 F
DATE SEQ NO STATUS wuc ACTION TAKEN

02-Oct-2014 39 X 04A REINSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED COVER FROM #1 ENG INLET KJ781803 0.1 DB132372 1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

02-Oct-2014 39 X 04A REINSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED COVER FROM #1 ENG INLET KJ781803 0.1 DB132372 1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

02-Oct-2014 39 X 04A REINSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED COVER FROM #1 ENG INLET KJ781803 0.1 DB132372 1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

02-Oct-2014 39 X 04A REINSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED COVER FROM #1 ENG INLET KJ781803 0.1 DB132372 1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

02-Oct-2014 39 X 04A REINSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED COVER FROM #1 ENG INLET KJ781803 0.1 DB132372 1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

02-Oct-2014 40 X 04A INSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED HRDWR SECURING REAR TUBE TO INLET KJ781803 0.1 DB132372 0.2 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223667 HOURS: 5087.4
NEXT PHASE: 511838 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 40 X 04A INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED HRDWR SECURING REAR TUBE TO INLET KJ781803 0.1 DB132372 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 40 X 04A INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED HRDWR SECURING REAR TUBE TO INLET KJ781803 0.1 DB132372 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 40 X 04A INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED HRDWR SECURING REAR TUBE TO INLET KJ781803 0.1 DB132372 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 40 X 04A INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED HRDWR SECURING REAR TUBE TO INLET KJ781803 0.1 DB132372 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 41 X 04A REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED REAR TUBE FROM #1INLET KJ781803 0.1 DB132372 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 41 X 04A REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED REAR TUBE FROM #1INLET KJ781803 0.1 DB132372 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 41 X 04A REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED REAR TUBE FROM #1INLET KJ781803 0.1 DB132372 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 41 X 04A REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED REAR TUBE FROM #1INLET KJ781803 0.1 DB132372 0.3 F




Report Date: 06-Jan-2015

Selection Range : 01-Jul-2014

CLOSED FAULT REPORT

FOR: K08DD2
SERIAL NUMBER: 8223667
LAST MISSION:

MODEL: UH-60A
NEXT PHASE: 5118.8

Current Status A: X Current Status E:

Current Status O:

HOURS:
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To 06-Jan-2015

5087.4

25-Nov-2014

Current Status W:

DATE SEQ NO STATUS wuc ACTION TAKEN
02-Oct-2014 41 X 04A REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED REAR TUBE FROM #1INLET KJ781803 0.1 DB132372 0.3 F
DATE SEQ NO STATUS wuc ACTION TAKEN
02-Oct-2014 42 X 04A CONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED CANNON PLUG P820 FRIN #1 ENG INLET ANTI ICE KJ781803 0.1 DB132372 0.3 F
VALVE
DATE SEQ NO STATUS wuc ACTION TAKEN
02-Oct-2014 42 X 04A CONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED CANNON PLUG P820 FRIN #1 ENG INLET ANTI ICE KJ781803 0.1 DB132372 0.3 F
VALVE
DATE SEQ NO STATUS wuc ACTION TAKEN
02-Oct-2014 42 X 04A CONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED CANNON PLUG P820 FRIN #1 ENG INLET ANTI ICE KJ781803 0.1 DB132372 0.3 F
VALVE
DATE SEQ NO STATUS wuc ACTION TAKEN
02-Oct-2014 42 X 04A CONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED CANNON PLUG P820 FRIN #1 ENG INLET ANTI ICE KJ781803 0.1 DB132372 0.3 F
VALVE
DATE SEQ NO STATUS wuc ACTION TAKEN
02-Oct-2014 42 X 04A CONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED CANNON PLUG P820 FRIN #1 ENG INLET ANTI ICE KJ781803 0.1 DB132372 0.3 F
VALVE
DATE SEQ NO STATUS wuc ACTION TAKEN
02-Oct-2014 43 X 04A REINSTALLEDTQTO45 INLB
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED 2EA CLAMPS FROM #1 INLET ANTI ICEVALVE KJ781803 0.1 DB132372 1 F
DATE SEQ NO STATUS wuc ACTION TAKEN
02-Oct-2014 43 X 04A REINSTALLEDTQTO45 INLB
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED 2EA CLAMPS FROM #1 INLET ANTI ICEVALVE KJ781803 0.1 DB132372 1 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015

CLOSED FAULT REPORT

FOR: K08DD2
SERIAL NUMBER: 8223667 HOURS: 5087.4
LAST MISSION: 25-Nov-2014

MODEL: UH-60A
NEXT PHASE: 5118.8

Current Status A: X Current Status E: Current Status O: Current Status W:

DATE SEQ NO STATUS wuc ACTION TAKEN

02-Oct-2014 43 X 04A REINSTALLEDTQTO45 INLB

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED 2EA CLAMPS FROM #1 INLET ANTI ICEVALVE KJ781803 0.1 DB132372 1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

02-Oct-2014 43 X 04A REINSTALLEDTQTO45 INLB

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED 2EA CLAMPS FROM #1 INLET ANTI ICEVALVE KJ781803 0.1 DB132372 1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

02-Oct-2014 43 X 04A REINSTALLEDTQTO45 INLB

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED 2EA CLAMPS FROM #1 INLET ANTI ICEVALVE KJ781803 0.1 DB132372 1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

02-Oct-2014 44 X 04A REINSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED #1 ENG INLET ANTI ICE VALVE KJ781803 0.1 DB132372 1.3 F
DATE SEQ NO STATUS wuc ACTION TAKEN

02-Oct-2014 44 X 04A REINSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED #1 ENG INLET ANTI ICE VALVE KJ781803 0.1 DB132372 1.3 F
DATE SEQ NO STATUS wuc ACTION TAKEN

02-Oct-2014 44 X 04A REINSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED #1 ENG INLET ANTI ICE VALVE KJ781803 0.1 DB132372 1.3 F
DATE SEQ NO STATUS wuc ACTION TAKEN

02-Oct-2014 44 X 04A REINSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED #1 ENG INLET ANTI ICE VALVE KJ781803 0.1 DB132372 1.3 F
DATE SEQ NO STATUS wuc ACTION TAKEN

02-Oct-2014 44 X 04A REINSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED #1 ENG INLET ANTI ICE VALVE KJ781803 0.1 DB132372 1.3 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223667 HOURS: 5087.4
NEXT PHASE: 511838 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 45 X 04A ENTRY ENTERED IN ERROR SEE ENTRY BELLOW
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED HARDWARE FROM HIGH SPEED SHAFT TO ENGINE KJ781803 0.2 JK847814 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 45 X 04A ENTRY ENTERED IN ERROR SEE ENTRY BELLOW
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED HARDWARE FROM HIGH SPEED SHAFT TO ENGINE KJ781803 0.2 JK847814 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 45 X 04A ENTRY ENTERED IN ERROR SEE ENTRY BELLOW
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED HARDWARE FROM HIGH SPEED SHAFT TO ENGINE KJ781803 0.2 JK847814 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 45 X 04A ENTRY ENTERED IN ERROR SEE ENTRY BELLOW
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED HARDWARE FROM HIGH SPEED SHAFT TO ENGINE KJ781803 0.2 JK847814 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 45 X 04A ENTRY ENTERED IN ERROR SEE ENTRY BELLOW
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED HARDWARE FROM HIGH SPEED SHAFT TO ENGINE KJ781803 0.2 JK847814 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 46 X 04A ENTRY ENTERED IN ERROR SEE ENTRY BELLOW
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED HIGH SPEED SHAFT SN: C845-05690 KJ781803 0.1 JK847814 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 46 X 04A ENTRY ENTERED IN ERROR SEE ENTRY BELLOW
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED HIGH SPEED SHAFT SN: C845-05690 KJ781803 0.1 JK847814 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 46 X 04A ENTRY ENTERED IN ERROR SEE ENTRY BELLOW
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED HIGH SPEED SHAFT SN: C845-05690 KJ781803 0.1 JK847814 0.1 F




Report Date: 06-Jan-2015

Selection Range : 01-Jul-2014

CLOSED FAULT REPORT

FOR: K08DD2
SERIAL NUMBER: 8223667
LAST MISSION:

MODEL: UH-60A
NEXT PHASE: 5118.8

Current Status A: X Current Status E:

Current Status O:

HOURS:
25-Nov-2014

Current Status W:
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To 06-Jan-2015

5087.4

DATE SEQ NO STATUS wuc ACTION TAKEN

02-Oct-2014 46 X 04A ENTRY ENTERED IN ERROR SEE ENTRY BELLOW

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED HIGH SPEED SHAFT SN: C845-05690 KJ781803 0.1 JK847814 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

02-Oct-2014 46 X 04A ENTRY ENTERED IN ERROR SEE ENTRY BELLOW

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED HIGH SPEED SHAFT SN: C845-05690 KJ781803 0.1 JK847814 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

02-Oct-2014 47 X 04A INSTALLED TQ 125IN LBS

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED HRDWR SECURING #1 SUPPORT TUBE TO ENG KJ781803 0.1 DB132372 0.5 F
DATE SEQ NO STATUS wuc ACTION TAKEN

02-Oct-2014 47 X 04A INSTALLED TQ 125IN LBS

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED HRDWR SECURING #1 SUPPORT TUBE TO ENG KJ781803 0.1 DB132372 0.5 F
DATE SEQ NO STATUS wuc ACTION TAKEN

02-Oct-2014 47 X 04A INSTALLED TQ 125IN LBS

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED HRDWR SECURING #1 SUPPORT TUBE TO ENG KJ781803 0.1 DB132372 0.5 F
DATE SEQ NO STATUS wuc ACTION TAKEN

02-Oct-2014 47 X 04A INSTALLED TQ 125IN LBS

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED HRDWR SECURING #1 SUPPORT TUBE TO ENG KJ781803 0.1 DB132372 0.5 F
DATE SEQ NO STATUS wuc ACTION TAKEN

02-Oct-2014 47 X 04A INSTALLED TQ 125IN LBS

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED HRDWR SECURING #1 SUPPORT TUBE TO ENG KJ781803 0.1 DB132372 0.5 F
DATE SEQ NO STATUS wuc ACTION TAKEN

02-Oct-2014 48 X 04A INSTALLED #1 HIGH SPEED SHAFT SN C845-01531

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED #1 HIGH SPEED SHAFT SN C845-01531 KJ781803 0.1 DB132372 0.5 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223667 HOURS: 5087.4
NEXT PHASE: 511838 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 48 X 04A INSTALLED #1 HIGH SPEED SHAFT SN C845-01531
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED #1 HIGH SPEED SHAFT SN C845-01531 KJ781803 0.1 DB132372 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 48 X 04A INSTALLED #1 HIGH SPEED SHAFT SN C845-01531
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED #1 HIGH SPEED SHAFT SN C845-01531 KJ781803 0.1 DB132372 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 48 X 04A INSTALLED #1 HIGH SPEED SHAFT SN C845-01531
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED #1 HIGH SPEED SHAFT SN C845-01531 KJ781803 0.1 DB132372 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 48 X 04A INSTALLED #1 HIGH SPEED SHAFT SN C845-01531
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED #1 HIGH SPEED SHAFT SN C845-01531 KJ781803 0.1 DB132372 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 49 X 04A REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED ORING FROM #1 SUPPORT TUBE KJ781803 0.1 DB132372 0.4 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 49 X 04A REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED ORING FROM #1 SUPPORT TUBE KJ781803 0.1 DB132372 0.4 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 49 X 04A REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED ORING FROM #1 SUPPORT TUBE KJ781803 0.1 DB132372 0.4 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 49 X 04A REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED ORING FROM #1 SUPPORT TUBE KJ781803 0.1 DB132372 0.4 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223667 HOURS: 5087.4
NEXT PHASE: 511838 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 49 X 04A REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED ORING FROM #1 SUPPORT TUBE KJ781803 0.1 DB132372 0.4 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 50 X 04A REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED ORING 3EA FROM #1 ENG HIGH SPEED SHAFT KJ781803 0.1 DB132372 0.4 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 50 X 04A REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED ORING 3EA FROM #1 ENG HIGH SPEED SHAFT KJ781803 0.1 DB132372 0.4 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 50 X 04A REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED ORING 3EA FROM #1 ENG HIGH SPEED SHAFT KJ781803 0.1 DB132372 0.4 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 50 X 04A REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED ORING 3EA FROM #1 ENG HIGH SPEED SHAFT KJ781803 0.1 DB132372 0.4 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 50 X 04A REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED ORING 3EA FROM #1 ENG HIGH SPEED SHAFT KJ781803 0.1 DB132372 0.4 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 51 X 04A INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED #1 HIGH SPEED SHAFT SUPPORT TUBE KJ781803 0.1 DB132372 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 51 X 04A INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED #1 HIGH SPEED SHAFT SUPPORT TUBE KJ781803 0.1 DB132372 0.5 F
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Selection Range : 01-Jul-2014 To 06-Jan-2015

CLOSED FAULT REPORT

Report Date: 06-Jan-2015

FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223667 HOURS: 5087.4
NEXT PHASE: 511838 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 51 X 04A INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED #1 HIGH SPEED SHAFT SUPPORT TUBE KJ781803 0.1 DB132372 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 51 X 04A INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED #1 HIGH SPEED SHAFT SUPPORT TUBE KJ781803 0.1 DB132372 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 51 X 04A INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED #1 HIGH SPEED SHAFT SUPPORT TUBE KJ781803 0.1 DB132372 0.5 F
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 02-Oct-2014  7:00 AM 6 X JK847814 5078.5 17-Oct-2014 5078.5 0 A 04A
FAULT WRITE-UP: ACTION TAKEN:
REMOVED #2 ENG SN# GE-E-761167C FOR CONTROL EXCHANGE REPLACED ENG SN GEE 207384
TO ACFT 727
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS KJ781803 0.1 DB132372 10 F
K G 2 04A F -15
DELAY
13-2s to Follow
DATE SEQ NO STATUS WucC ACTION TAKEN
02-Oct-2014 1 X 04A CONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECT ELECTRICAL CONNECTOR P818 KJ781803 0.1 JM258694 0.1 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
02-Oct-2014 1 X 04A CONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECT ELECTRICAL CONNECTOR P818 KJ781803 0.1 JM258694 0.1 F
DATE SEQ NO STATUS WucC ACTION TAKEN
02-Oct-2014 1 X 04A CONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECT ELECTRICAL CONNECTOR P818 KJ781803 0.1 JM258694 0.1 F




Page 56 of 315

Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223667 HOURS: 5087.4
NEXT PHASE: 511838 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 1 X 04A CONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECT ELECTRICAL CONNECTOR P818 KJ781803 0.1 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 1 X 04A CONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECT ELECTRICAL CONNECTOR P818 KJ781803 0.1 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 2 X 04A CONNECTED TRQ TO 70 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECT FLEX COUPLING FROM AIR INLET AND BLEED AIR TUBE KJ781803 0.1 JM258694 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 2 X 04A CONNECTED TRQ TO 70 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECT FLEX COUPLING FROM AIR INLET AND BLEED AIR TUBE KJ781803 0.1 JM258694 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 2 X 04A CONNECTED TRQ TO 70 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECT FLEX COUPLING FROM AIR INLET AND BLEED AIR TUBE KJ781803 0.1 JM258694 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 2 X 04A CONNECTED TRQ TO 70 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECT FLEX COUPLING FROM AIR INLET AND BLEED AIR TUBE KJ781803 0.1 JM258694 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 2 X 04A CONNECTED TRQ TO 70 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECT FLEX COUPLING FROM AIR INLET AND BLEED AIR TUBE KJ781803 0.1 JM258694 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 3 X 04A INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

UNCLAMP WATERHOSE FROM AIR INLET KJ781803 0.1 JM258694 0.1 F




Page 57 of 315

Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223667 HOURS: 5087.4
NEXT PHASE: 511838 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 3 X 04A INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
UNCLAMP WATERHOSE FROM AIR INLET KJ781803 0.1 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 3 X 04A INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
UNCLAMP WATERHOSE FROM AIR INLET KJ781803 0.1 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 3 X 04A INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
UNCLAMP WATERHOSE FROM AIR INLET KJ781803 0.1 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 3 X 04A INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
UNCLAMP WATERHOSE FROM AIR INLET KJ781803 0.1 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 4 X 04A CONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECT FIRE EXTINGUISHER DISCHARGE TUBE FROM FITTING KJ781803 0.1 JM258694 0.1 F
OF FIREWALL
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 4 X 04A CONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECT FIRE EXTINGUISHER DISCHARGE TUBE FROM FITTING KJ781803 0.1 JM258694 0.1 F
OF FIREWALL
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 4 X 04A CONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECT FIRE EXTINGUISHER DISCHARGE TUBE FROM FITTING KJ781803 0.1 JM258694 0.1 F
OF FIREWALL
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 4 X 04A CONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECT FIRE EXTINGUISHER DISCHARGE TUBE FROM FITTING KJ781803 0.1 JM258694 0.1 F

OF FIREWALL




Page 58 of 315

Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223667 HOURS: 5087.4
NEXT PHASE: 511838 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:

DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 4 X 04A CONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECT FIRE EXTINGUISHER DISCHARGE TUBE FROM FITTING KJ781803 0.1 JM258694 0.1 F
OF FIREWALL

DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 5 X 04A CONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECT ICE DETECTOR ELECTRICAL CONNECTOR P819 FROM KJ781803 0.1 JM258694 0.1 F

RECEPTACLE ON FIREWALL

DATE SEQ NO STATUS wuc ACTION TAKEN
02-Oct-2014 5 X 04A CONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECT ICE DETECTOR ELECTRICAL CONNECTOR P819 FROM KJ781803 0.1 JM258694 0.1 F

RECEPTACLE ON FIREWALL

DATE SEQ NO STATUS wuc ACTION TAKEN
02-Oct-2014 5 X 04A CONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECT ICE DETECTOR ELECTRICAL CONNECTOR P819 FROM KJ781803 0.1 JM258694 0.1 F

RECEPTACLE ON FIREWALL

DATE SEQ NO STATUS wuc ACTION TAKEN
02-Oct-2014 5 X 04A CONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECT ICE DETECTOR ELECTRICAL CONNECTOR P819 FROM KJ781803 0.1 JM258694 0.1 F

RECEPTACLE ON FIREWALL

DATE SEQ NO STATUS wuc ACTION TAKEN
02-Oct-2014 5 X 04A CONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECT ICE DETECTOR ELECTRICAL CONNECTOR P819 FROM KJ781803 0.1 JM258694 0.1 F

RECEPTACLE ON FIREWALL

DATE SEQ NO STATUS wuc ACTION TAKEN
02-Oct-2014 6 X 04A CONNECTED TRQ TO 70 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECT COUPLING HOLDING AIR INLET TO ENGINE KJ781803 0.1 JM258694 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN
02-Oct-2014 6 X 04A CONNECTED TRQ TO 70 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

DISCONNECT COUPLING HOLDING AIR INLET TO ENGINE KJ781803 0.1 JM258694 0.1 F




Page 59 of 315

Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223667 HOURS: 5087.4
NEXT PHASE: 511838 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 6 X 04A CONNECTED TRQ TO 70 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECT COUPLING HOLDING AIR INLET TO ENGINE KJ781803 0.1 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 6 X 04A CONNECTED TRQ TO 70 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECT COUPLING HOLDING AIR INLET TO ENGINE KJ781803 0.1 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 6 X 04A CONNECTED TRQ TO 70 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECT COUPLING HOLDING AIR INLET TO ENGINE KJ781803 0.1 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 7 X 04A INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVE ENGINE AIR INLET KJ781803 0.1 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 7 X 04A INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVE ENGINE AIR INLET KJ781803 0.1 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 7 X 04A INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVE ENGINE AIR INLET KJ781803 0.1 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 7 X 04A INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVE ENGINE AIR INLET KJ781803 0.1 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 7 X 04A INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVE ENGINE AIR INLET KJ781803 0.1 JM258694 0.1 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT

FOR: K08DD2

MODEL: UH-60A
NEXT PHASE: 5118.8

Current Status A: X

Current Status E:

SERIAL NUMBER: 8223667
LAST MISSION:

Current Status O:

HOURS:
25-Nov-2014

Current Status W:

5087.4

DATE SEQ NO STATUS wuc ACTION TAKEN

02-Oct-2014 8 - 04A INSPECTION COMPLETE

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

TOOL AND FOD CHECK DUE 0 JM258694 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

02-Oct-2014 8 - 04A INSPECTION COMPLETE

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

TOOL AND FOD CHECK DUE 0 JM258694 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

02-Oct-2014 8 - 04A INSPECTION COMPLETE

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

TOOL AND FOD CHECK DUE 0 JM258694 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

02-Oct-2014 8 - 04A INSPECTION COMPLETE

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

TOOL AND FOD CHECK DUE 0 JM258694 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

02-Oct-2014 8 - 04A INSPECTION COMPLETE

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

TOOL AND FOD CHECK DUE 0 JM258694 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

02-Oct-2014 9 X 04A CONNECTED TQ 500 IN LBS

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

DISCONNECTED FUEL HOSE AT FUEL PUMP ELBOW KJ781803 0.1 JK847814 0.5 F
DATE SEQ NO STATUS wuc ACTION TAKEN

02-Oct-2014 9 X 04A CONNECTED TQ 500 IN LBS

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

DISCONNECTED FUEL HOSE AT FUEL PUMP ELBOW KJ781803 0.1 JK847814 0.5 F
DATE SEQ NO STATUS wuc ACTION TAKEN

02-Oct-2014 9 X 04A CONNECTED TQ 500 IN LBS

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

DISCONNECTED FUEL HOSE AT FUEL PUMP ELBOW KJ781803 0.1 JK847814 0.5 F




Page 61 of 315

Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223667 HOURS: 5087.4
NEXT PHASE: 511838 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:

DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 9 X 04A CONNECTED TQ 500 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED FUEL HOSE AT FUEL PUMP ELBOW KJ781803 0.1 JK847814 0.5 F

DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 9 X 04A CONNECTED TQ 500 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED FUEL HOSE AT FUEL PUMP ELBOW KJ781803 0.1 JK847814 0.5 F

DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 10 X 04A CONECTED COMBUSTION DRAIN TQ 140INLBS CONNECTED MANIFOLD

DRAIN TQ 240 INLBS

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED ENGINE DRAIN HOSES FROM ELBOWS ON ENGINE KJ781803 0.1 JK847814 0.5 F

COMPARTMENT DECK

DATE SEQ NO STATUS wuc ACTION TAKEN
02-Oct-2014 10 X 04A CONECTED COMBUSTION DRAIN TQ 140INLBS CONNECTED MANIFOLD
DRAIN TQ 240 INLBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED ENGINE DRAIN HOSES FROM ELBOWS ON ENGINE KJ781803 0.1 JK847814 0.5 F

COMPARTMENT DECK

DATE SEQ NO STATUS wuc ACTION TAKEN
02-Oct-2014 10 X 04A CONECTED COMBUSTION DRAIN TQ 140INLBS CONNECTED MANIFOLD
DRAIN TQ 240 INLBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED ENGINE DRAIN HOSES FROM ELBOWS ON ENGINE KJ781803 0.1 JK847814 0.5 F

COMPARTMENT DECK

DATE SEQ NO STATUS wuc ACTION TAKEN
02-Oct-2014 10 X 04A CONECTED COMBUSTION DRAIN TQ 140INLBS CONNECTED MANIFOLD
DRAIN TQ 240 INLBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED ENGINE DRAIN HOSES FROM ELBOWS ON ENGINE KJ781803 0.1 JK847814 0.5 F

COMPARTMENT DECK

DATE SEQ NO STATUS wuc ACTION TAKEN
02-Oct-2014 10 X 04A CONECTED COMBUSTION DRAIN TQ 140INLBS CONNECTED MANIFOLD
DRAIN TQ 240 INLBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED ENGINE DRAIN HOSES FROM ELBOWS ON ENGINE KJ781803 0.1 JK847814 0.5 F

COMPARTMENT DECK

DATE SEQ NO STATUS wuc ACTION TAKEN
02-Oct-2014 11 X 04A INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED ENGINE DRAIN CLAMP FROM ENGINE DECK HEAT SHIELD KJ781803 0.1 JK847814 0.2 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223667 HOURS: 5087.4
NEXT PHASE: 511838 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 11 X 04A INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED ENGINE DRAIN CLAMP FROM ENGINE DECK HEAT SHIELD KJ781803 0.1 JK847814 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 11 X 04A INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED ENGINE DRAIN CLAMP FROM ENGINE DECK HEAT SHIELD KJ781803 0.1 JK847814 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 11 X 04A INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED ENGINE DRAIN CLAMP FROM ENGINE DECK HEAT SHIELD KJ781803 0.1 JK847814 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 11 X 04A INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED ENGINE DRAIN CLAMP FROM ENGINE DECK HEAT SHIELD KJ781803 0.1 JK847814 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 12 X 04A INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED SWIRL FRAME DRAIN TO AIRFRAME CLAMP KJ781803 0.1 JK847814 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 12 X 04A INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED SWIRL FRAME DRAIN TO AIRFRAME CLAMP KJ781803 0.1 JK847814 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 12 X 04A INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED SWIRL FRAME DRAIN TO AIRFRAME CLAMP KJ781803 0.1 JK847814 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 12 X 04A INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED SWIRL FRAME DRAIN TO AIRFRAME CLAMP KJ781803 0.1 JK847814 0.2 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223667 HOURS: 5087.4
NEXT PHASE: 511838 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:

DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 12 X 04A INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED SWIRL FRAME DRAIN TO AIRFRAME CLAMP KJ781803 0.1 JK847814 0.2 F

DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 13 X 04A CONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED ELECTRICAL CONNECTORS P815 AND P825 FROM KJ781803 0.1 JK847814 0.2 F

FIREWALL RECEPTACLES

DATE SEQ NO STATUS wuc ACTION TAKEN
02-Oct-2014 13 X 04A CONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED ELECTRICAL CONNECTORS P815 AND P825 FROM KJ781803 0.1 JK847814 0.2 F

FIREWALL RECEPTACLES

DATE SEQ NO STATUS wuc ACTION TAKEN
02-Oct-2014 13 X 04A CONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED ELECTRICAL CONNECTORS P815 AND P825 FROM KJ781803 0.1 JK847814 0.2 F

FIREWALL RECEPTACLES

DATE SEQ NO STATUS wuc ACTION TAKEN
02-Oct-2014 13 X 04A CONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED ELECTRICAL CONNECTORS P815 AND P825 FROM KJ781803 0.1 JK847814 0.2 F

FIREWALL RECEPTACLES

DATE SEQ NO STATUS wuc ACTION TAKEN
02-Oct-2014 13 X 04A CONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED ELECTRICAL CONNECTORS P815 AND P825 FROM KJ781803 0.1 JK847814 0.2 F

FIREWALL RECEPTACLES

DATE SEQ NO STATUS wuc ACTION TAKEN
02-Oct-2014 14 X 04A INSTALLED TQ 45INLBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED CROSS BLEED AIR TUBE TO FIREWALL FLEX COUPLING KJ781803 0.1 JK847814 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN
02-Oct-2014 14 X 04A INSTALLED TQ 45INLBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED CROSS BLEED AIR TUBE TO FIREWALL FLEX COUPLING KJ781803 0.1 JK847814 0.2 F




Report Date: 06-Jan-2015

CLOSED FAULT REPORT

FOR: K08DD2

MODEL: UH-60A SERIAL NUMBER: 8223667

Selection Range : 01-Jul-2014

Page 64 of 315
To 06-Jan-2015

HOURS: 5087.4
NEXT PHASE: 511838 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 14 X 04A INSTALLED TQ 45INLBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED CROSS BLEED AIR TUBE TO FIREWALL FLEX COUPLING KJ781803 0.1 JK847814 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 14 X 04A INSTALLED TQ 45INLBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED CROSS BLEED AIR TUBE TO FIREWALL FLEX COUPLING KJ781803 0.1 JK847814 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 14 X 04A INSTALLED TQ 45INLBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED CROSS BLEED AIR TUBE TO FIREWALL FLEX COUPLING KJ781803 0.1 JK847814 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 15 X 04A CONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED POWER-AVAILABLE ROTARY INPUT AT HYDRO KJ781803 0.1 DB132372 0.5 F
MECHANICAL UNIT
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 15 X 04A CONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED POWER-AVAILABLE ROTARY INPUT AT HYDRO KJ781803 0.1 DB132372 0.5 F
MECHANICAL UNIT
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 15 X 04A CONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED POWER-AVAILABLE ROTARY INPUT AT HYDRO KJ781803 0.1 DB132372 0.5 F
MECHANICAL UNIT
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 15 X 04A CONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED POWER-AVAILABLE ROTARY INPUT AT HYDRO KJ781803 0.1 DB132372 0.5 F
MECHANICAL UNIT
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 15 X 04A CONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED POWER-AVAILABLE ROTARY INPUT AT HYDRO KJ781803 0.1 DB132372 0.5
MECHANICAL UNIT




Report Date:

06-Jan-2015

MODEL: UH-60A

CLOSED FAULT REPORT

FOR: K08DD2

SERIAL NUMBER: 8223667

Selection Range : 01-Jul-2014

Page 65 of 315

To 06-Jan-2015

HOURS: 5087.4
NEXT PHASE: 511838 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 15 X 04A CONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED POWER-AVAILABLE ROTARY INPUT AT HYDRO KJ781803 0.1 JK847814 0.5 F
MECHANICAL UNIT
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 15 X 04A CONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED POWER-AVAILABLE ROTARY INPUT AT HYDRO KJ781803 0.1 JK847814 0.5 F
MECHANICAL UNIT
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 15 X 04A CONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED POWER-AVAILABLE ROTARY INPUT AT HYDRO KJ781803 0.1 JK847814 0.5 F
MECHANICAL UNIT
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 15 X 04A CONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED POWER-AVAILABLE ROTARY INPUT AT HYDRO KJ781803 0.1 JK847814 0.5 F
MECHANICAL UNIT
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 15 X 04A CONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED POWER-AVAILABLE ROTARY INPUT AT HYDRO KJ781803 0.1 JK847814 0.5 F
MECHANICAL UNIT
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 16 X 04A CONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED LOAD-DEMAND ROTARY INPUT AT HYDRO KJ781803 0.1 DB132372 0.5 F
MECHANICAL UNIT
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 16 X 04A CONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED LOAD-DEMAND ROTARY INPUT AT HYDRO KJ781803 0.1 DB132372 0.5 F
MECHANICAL UNIT
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 16 X 04A CONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED LOAD-DEMAND ROTARY INPUT AT HYDRO KJ781803 0.1 DB132372 0.5 F
MECHANICAL UNIT




Report Date: 06-Jan-2015

CLOSED FAULT REPORT

FOR: K08DD2
SERIAL NUMBER: 8223667

MODEL: UH-60A
NEXT PHASE: 5118.8

Selection Range : 01-Jul-2014

Page 66 of 315

To 06-Jan-2015

HOURS: 5087.4
LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 16 X 04A CONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED LOAD-DEMAND ROTARY INPUT AT HYDRO KJ781803 0.1 DB132372 0.5 F
MECHANICAL UNIT
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 16 X 04A CONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED LOAD-DEMAND ROTARY INPUT AT HYDRO KJ781803 0.1 DB132372 0.5 F
MECHANICAL UNIT
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 16 X 04A CONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED LOAD-DEMAND ROTARY INPUT AT HYDRO KJ781803 0.1 JK847814 0.5 F
MECHANICAL UNIT
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 16 X 04A CONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED LOAD-DEMAND ROTARY INPUT AT HYDRO KJ781803 0.1 JK847814 0.5 F
MECHANICAL UNIT
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 16 X 04A CONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED LOAD-DEMAND ROTARY INPUT AT HYDRO KJ781803 0.1 JK847814 0.5 F
MECHANICAL UNIT
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 16 X 04A CONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED LOAD-DEMAND ROTARY INPUT AT HYDRO KJ781803 0.1 JK847814 0.5 F
MECHANICAL UNIT
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 16 X 04A CONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED LOAD-DEMAND ROTARY INPUT AT HYDRO KJ781803 0.1 JK847814 0.5 F
MECHANICAL UNIT
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 17 X 04A INSTALLED TQ45 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED IPS BLOWER DUCT CLAMP KJ781803 0.1 JK847814 0.2 F




Page 67 of 315

Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223667 HOURS: 5087.4
NEXT PHASE: 511838 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 17 X 04A INSTALLED TQ45 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED IPS BLOWER DUCT CLAMP KJ781803 0.1 JK847814 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 17 X 04A INSTALLED TQ45 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED IPS BLOWER DUCT CLAMP KJ781803 0.1 JK847814 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 17 X 04A INSTALLED TQ45 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED IPS BLOWER DUCT CLAMP KJ781803 0.1 JK847814 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 17 X 04A INSTALLED TQ45 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED IPS BLOWER DUCT CLAMP KJ781803 0.1 JK847814 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 18 X 04A INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED IPS BLOWER DUCT KJ781803 0.1 JK847814 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 18 X 04A INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED IPS BLOWER DUCT KJ781803 0.1 JK847814 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 18 X 04A INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED IPS BLOWER DUCT KJ781803 0.1 JK847814 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 18 X 04A INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED IPS BLOWER DUCT KJ781803 0.1 JK847814 0.2 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223667 HOURS: 5087.4
NEXT PHASE: 511838 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 18 X 04A INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED IPS BLOWER DUCT KJ781803 0.1 JK847814 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 19 X 04A INSTALLED TQ 40 INLBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED LOOP CLAMP FROM DESWIRL DUCT KJ781803 0.1 JK847814 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 19 X 04A INSTALLED TQ 40 INLBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED LOOP CLAMP FROM DESWIRL DUCT KJ781803 0.1 JK847814 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 19 X 04A INSTALLED TQ 40 INLBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED LOOP CLAMP FROM DESWIRL DUCT KJ781803 0.1 JK847814 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 19 X 04A INSTALLED TQ 40 INLBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED LOOP CLAMP FROM DESWIRL DUCT KJ781803 0.1 JK847814 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 19 X 04A INSTALLED TQ 40 INLBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED LOOP CLAMP FROM DESWIRL DUCT KJ781803 0.1 JK847814 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 20 X 04A N/A
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED DISC PACK COUPLING TO INPUT MODULE FLANGE KJ781803 0.1 DB132372 0.1 F
HARDWARE
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 20 X 04A N/A
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED DISC PACK COUPLING TO INPUT MODULE FLANGE KJ781803 0.1 DB132372 0.1 F

HARDWARE
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015

CLOSED FAULT REPORT

FOR: K08DD2
SERIAL NUMBER: 8223667
LAST MISSION:

MODEL: UH-60A
NEXT PHASE: 5118.8

Current Status A: X

HOURS: 5087.4
25-Nov-2014

Current Status E: Current Status O: Current Status W:

DATE SEQ NO STATUS wuc ACTION TAKEN
02-Oct-2014 20 X 04A N/A
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED DISC PACK COUPLING TO INPUT MODULE FLANGE KJ781803 0.1 DB132372 0.1 F
HARDWARE
DATE SEQ NO STATUS wuc ACTION TAKEN
02-Oct-2014 20 X 04A N/A
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED DISC PACK COUPLING TO INPUT MODULE FLANGE KJ781803 0.1 DB132372 0.1 F
HARDWARE
DATE SEQ NO STATUS wuc ACTION TAKEN
02-Oct-2014 20 X 04A N/A
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED DISC PACK COUPLING TO INPUT MODULE FLANGE KJ781803 0.1 DB132372 0.1 F
HARDWARE
DATE SEQ NO STATUS wuc ACTION TAKEN
02-Oct-2014 21 X 04A INSTALLED TQ 190 INLBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED FORWARD SUPPORT TUBE TO GIMBLE HARDWARE KJ781803 0.1 DL897874 0.5 F
DATE SEQ NO STATUS wuc ACTION TAKEN
02-Oct-2014 21 X 04A INSTALLED TQ 190 INLBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED FORWARD SUPPORT TUBE TO GIMBLE HARDWARE KJ781803 0.1 DL897874 0.5 F
DATE SEQ NO STATUS wuc ACTION TAKEN
02-Oct-2014 21 X 04A INSTALLED TQ 190 INLBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED FORWARD SUPPORT TUBE TO GIMBLE HARDWARE KJ781803 0.1 DL897874 0.5 F
DATE SEQ NO STATUS wuc ACTION TAKEN
02-Oct-2014 21 X 04A INSTALLED TQ 190 INLBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED FORWARD SUPPORT TUBE TO GIMBLE HARDWARE KJ781803 0.1 DL897874 0.5 F
DATE SEQ NO STATUS wuc ACTION TAKEN
02-Oct-2014 21 X 04A INSTALLED TQ 190 INLBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED FORWARD SUPPORT TUBE TO GIMBLE HARDWARE KJ781803 0.1 DL897874 0.5 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223667 HOURS: 5087.4
NEXT PHASE: 511838 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 21 X 04A INSTALLED TQ 190 INLBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED FORWARD SUPPORT TUBE TO GIMBLE HARDWARE KJ781803 0.1 JK847814 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 21 X 04A INSTALLED TQ 190 INLBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED FORWARD SUPPORT TUBE TO GIMBLE HARDWARE KJ781803 0.1 JK847814 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 21 X 04A INSTALLED TQ 190 INLBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED FORWARD SUPPORT TUBE TO GIMBLE HARDWARE KJ781803 0.1 JK847814 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 21 X 04A INSTALLED TQ 190 INLBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED FORWARD SUPPORT TUBE TO GIMBLE HARDWARE KJ781803 0.1 JK847814 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 21 X 04A INSTALLED TQ 190 INLBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED FORWARD SUPPORT TUBE TO GIMBLE HARDWARE KJ781803 0.1 JK847814 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 22 X 04A INSTALLED TQ 185INLBS REPLACED COTTER PIN
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED INNER MOUNT STRUT TO ENGINE INNER MOUNT LINK KJ781803 0.1 JK847814 0.3 F
HARDWARE
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 22 X 04A INSTALLED TQ 185INLBS REPLACED COTTER PIN
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED INNER MOUNT STRUT TO ENGINE INNER MOUNT LINK KJ781803 0.1 JK847814 0.3 F
HARDWARE
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 22 X 04A INSTALLED TQ 185INLBS REPLACED COTTER PIN
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED INNER MOUNT STRUT TO ENGINE INNER MOUNT LINK KJ781803 0.1 JK847814 0.3 F

HARDWARE
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223667 HOURS: 5087.4
NEXT PHASE: 511838 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:

DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 22 X 04A INSTALLED TQ 185INLBS REPLACED COTTER PIN
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED INNER MOUNT STRUT TO ENGINE INNER MOUNT LINK KJ781803 0.1 JK847814 0.3 F
HARDWARE

DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 22 X 04A INSTALLED TQ 185INLBS REPLACED COTTER PIN
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED INNER MOUNT STRUT TO ENGINE INNER MOUNT LINK KJ781803 0.1 JK847814 0.3 F
HARDWARE

DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 23 X 04A INSTALLED TQ185INLBS REPLACED COTTER PIN
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED OUTER MOUNT STRUT TO ENGINE OUTER MOUNT LINK KJ781803 0.1 JK847814 0.4 F
HARDWARE

DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 23 X 04A INSTALLED TQ185INLBS REPLACED COTTER PIN
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED OUTER MOUNT STRUT TO ENGINE OUTER MOUNT LINK KJ781803 0.1 JK847814 0.4 F
HARDWARE

DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 23 X 04A INSTALLED TQ185INLBS REPLACED COTTER PIN
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED OUTER MOUNT STRUT TO ENGINE OUTER MOUNT LINK KJ781803 0.1 JK847814 0.4 F
HARDWARE

DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 23 X 04A INSTALLED TQ185INLBS REPLACED COTTER PIN
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED OUTER MOUNT STRUT TO ENGINE OUTER MOUNT LINK KJ781803 0.1 JK847814 0.4 F
HARDWARE

DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 23 X 04A INSTALLED TQ185INLBS REPLACED COTTER PIN
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED OUTER MOUNT STRUT TO ENGINE OUTER MOUNT LINK KJ781803 0.1 JK847814 0.4 F
HARDWARE

DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 24 X 04A INSTALLED TQ 185 INLBS REPLACED COTTERPIN
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED CENTER MOUNT SUPPORT TO ENGINE CENTER MOUNT KJ781803 0.1 JK847814 0.5 F

LINK HARDWARE
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223667 HOURS: 5087.4
NEXT PHASE: 511838 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN

02-Oct-2014 24 X 04A INSTALLED TQ 185 INLBS REPLACED COTTERPIN

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED CENTER MOUNT SUPPORT TO ENGINE CENTER MOUNT KJ781803 0.1 JK847814 0.5 F

LINK HARDWARE

DATE SEQ NO STATUS wuc ACTION TAKEN
02-Oct-2014 24 X 04A INSTALLED TQ 185 INLBS REPLACED COTTERPIN
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED CENTER MOUNT SUPPORT TO ENGINE CENTER MOUNT KJ781803 0.1 JK847814 0.5 F

LINK HARDWARE

DATE SEQ NO STATUS wuc ACTION TAKEN
02-Oct-2014 24 X 04A INSTALLED TQ 185 INLBS REPLACED COTTERPIN
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED CENTER MOUNT SUPPORT TO ENGINE CENTER MOUNT KJ781803 0.1 JK847814 0.5 F

LINK HARDWARE

DATE SEQ NO STATUS wuc ACTION TAKEN
02-Oct-2014 24 X 04A INSTALLED TQ 185 INLBS REPLACED COTTERPIN
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED CENTER MOUNT SUPPORT TO ENGINE CENTER MOUNT KJ781803 0.1 JK847814 0.5 F

LINK HARDWARE

DATE SEQ NO STATUS wuc ACTION TAKEN
02-Oct-2014 25 X 04A INSTALLED TQ 45 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED STARTER BLEED AIR TUBE TO FIREWALL TUBE FLEX KJ781803 0.1 JK847814 0.2 F
COUPLING

DATE SEQ NO STATUS wuc ACTION TAKEN
02-Oct-2014 25 X 04A INSTALLED TQ 45 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED STARTER BLEED AIR TUBE TO FIREWALL TUBE FLEX KJ781803 0.1 JK847814 0.2 F
COUPLING

DATE SEQ NO STATUS wuc ACTION TAKEN
02-Oct-2014 25 X 04A INSTALLED TQ 45 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED STARTER BLEED AIR TUBE TO FIREWALL TUBE FLEX KJ781803 0.1 JK847814 0.2 F
COUPLING

DATE SEQ NO STATUS wuc ACTION TAKEN
02-Oct-2014 25 X 04A INSTALLED TQ 45 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED STARTER BLEED AIR TUBE TO FIREWALL TUBE FLEX KJ781803 0.1 JK847814 0.2 F

COUPLING
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015

CLOSED FAULT REPORT

FOR: K08DD2
SERIAL NUMBER: 8223667
LAST MISSION:

MODEL: UH-60A
NEXT PHASE: 5118.8

Current Status A: X

HOURS: 5087.4
25-Nov-2014

Current Status E: Current Status O: Current Status W:

DATE SEQ NO STATUS wuc ACTION TAKEN

02-Oct-2014 25 X 04A INSTALLED TQ 45 IN LBS

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED STARTER BLEED AIR TUBE TO FIREWALL TUBE FLEX KJ781803 0.1 JK847814 0.2 F

COUPLING
DATE SEQ NO STATUS wuc ACTION TAKEN

02-Oct-2014 26 X 04A INSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED STARTER BLEED AIR TUBE FROM STARTER KJ781803 0.1 JK847814 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

02-Oct-2014 26 X 04A INSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED STARTER BLEED AIR TUBE FROM STARTER KJ781803 0.1 JK847814 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

02-Oct-2014 26 X 04A INSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED STARTER BLEED AIR TUBE FROM STARTER KJ781803 0.1 JK847814 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

02-Oct-2014 26 X 04A INSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED STARTER BLEED AIR TUBE FROM STARTER KJ781803 0.1 JK847814 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

02-Oct-2014 26 X 04A INSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED STARTER BLEED AIR TUBE FROM STARTER KJ781803 0.1 JK847814 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

02-Oct-2014 27 X 04A REPLACED WITH SN GEE207384

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED #2 ENGINE ASSY. KJ781803 0.1 JK847814 1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

02-Oct-2014 27 X 04A REPLACED WITH SN GEE207384

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED #2 ENGINE ASSY. KJ781803 0.1 JK847814 1 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223667 HOURS: 5087.4
NEXT PHASE: 511838 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 27 X 04A REPLACED WITH SN GEE207384
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED #2 ENGINE ASSY. KJ781803 0.1 JK847814 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 27 X 04A REPLACED WITH SN GEE207384
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED #2 ENGINE ASSY. KJ781803 0.1 JK847814 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 27 X 04A REPLACED WITH SN GEE207384
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED #2 ENGINE ASSY. KJ781803 0.1 JK847814 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 28 - 04A INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT INPUT PINION AXIAL PLAY 0 JK847814 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 28 - 04A INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT INPUT PINION AXIAL PLAY 0 JK847814 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 28 - 04A INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT INPUT PINION AXIAL PLAY 0 JK847814 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 28 - 04A INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT INPUT PINION AXIAL PLAY 0 JK847814 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 28 - 04A INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

INSPECT INPUT PINION AXIAL PLAY 0 JK847814 0.2 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015

CLOSED FAULT REPORT

FOR: K08DD2
SERIAL NUMBER: 8223667
LAST MISSION:

MODEL: UH-60A
NEXT PHASE: 5118.8

HOURS:
25-Nov-2014

5087.4

Current Status A: X Current Status E:

Current Status O:

Current Status W:

DATE SEQ NO STATUS wuc ACTION TAKEN

02-Oct-2014 29 - 04A INSP OK

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

INSPECT INPUT MOD FLANGE 0 JK847814 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

02-Oct-2014 29 - 04A INSP OK

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

INSPECT INPUT MOD FLANGE 0 JK847814 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

02-Oct-2014 29 - 04A INSP OK

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

INSPECT INPUT MOD FLANGE 0 JK847814 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

02-Oct-2014 29 - 04A INSP OK

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

INSPECT INPUT MOD FLANGE 0 JK847814 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

02-Oct-2014 29 - 04A INSP OK

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

INSPECT INPUT MOD FLANGE 0 JK847814 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

02-Oct-2014 30 - 04A INSPOK

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

INSPECT ENGINE OUTPUT SHAFT AND DISC PACK COUPLING 0 JK847814 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

02-Oct-2014 30 - 04A INSPOK

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

INSPECT ENGINE OUTPUT SHAFT AND DISC PACK COUPLING 0 JK847814 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

02-Oct-2014 30 - 04A INSPOK

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

INSPECT ENGINE OUTPUT SHAFT AND DISC PACK COUPLING 0 JK847814 0.2 F




Page 76 of 315

Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015

CLOSED FAULT REPORT
FOR: K08DD2

MODEL: UH-60A
NEXT PHASE: 5118.8

Current Status A: X Current Status E:

SERIAL NUMBER: 8223667
LAST MISSION:

Current Status O:

HOURS:
25-Nov-2014

Current Status W:

5087.4

DATE SEQ NO STATUS wuc ACTION TAKEN

02-Oct-2014 30 - 04A INSPOK

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

INSPECT ENGINE OUTPUT SHAFT AND DISC PACK COUPLING 0 JK847814 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

02-Oct-2014 30 - 04A INSPOK

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

INSPECT ENGINE OUTPUT SHAFT AND DISC PACK COUPLING 0 JK847814 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

02-Oct-2014 31 - 04A INSP OK

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

INSPECT ENGINE MOUNTS 0 JK847814 0.5 F
DATE SEQ NO STATUS wuc ACTION TAKEN

02-Oct-2014 31 - 04A INSP OK

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

INSPECT ENGINE MOUNTS 0 JK847814 0.5 F
DATE SEQ NO STATUS wuc ACTION TAKEN

02-Oct-2014 31 - 04A INSP OK

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

INSPECT ENGINE MOUNTS 0 JK847814 0.5 F
DATE SEQ NO STATUS wuc ACTION TAKEN

02-Oct-2014 31 - 04A INSP OK

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

INSPECT ENGINE MOUNTS 0 JK847814 0.5 F
DATE SEQ NO STATUS wuc ACTION TAKEN

02-Oct-2014 31 - 04A INSP OK

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

INSPECT ENGINE MOUNTS 0 JK847814 0.5 F
DATE SEQ NO STATUS wuc ACTION TAKEN

02-Oct-2014 32 - 04A INSP OK

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

INSPECT ELASTOMERIC GIMBAL 0 JK847814 0.2 F




Page 77 of 315

Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223667 HOURS: 5087.4
NEXT PHASE: 511838 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 32 - 04A INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT ELASTOMERIC GIMBAL 0 JK847814 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 32 - 04A INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT ELASTOMERIC GIMBAL 0 JK847814 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 32 - 04A INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT ELASTOMERIC GIMBAL 0 JK847814 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 32 - 04A INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT ELASTOMERIC GIMBAL 0 JK847814 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 33 X 04A REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED HRDWR SECURING OUTER SHIELD ON #2 ENG AIR INLET KJ781803 0.1 JS012230 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 33 X 04A REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED HRDWR SECURING OUTER SHIELD ON #2 ENG AIR INLET KJ781803 0.1 JS012230 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 33 X 04A REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED HRDWR SECURING OUTER SHIELD ON #2 ENG AIR INLET KJ781803 0.1 JS012230 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 33 X 04A REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED HRDWR SECURING OUTER SHIELD ON #2 ENG AIR INLET KJ781803 0.1 JS012230 1 F




Page 78 of 315

Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223667 HOURS: 5087.4
NEXT PHASE: 511838 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 33 X 04A REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED HRDWR SECURING OUTER SHIELD ON #2 ENG AIR INLET KJ781803 0.1 JS012230 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 34 X 04A REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED OUTER SHIELD ON #2 ENG INLET KJ781803 0.1 JS012230 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 34 X 04A REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED OUTER SHIELD ON #2 ENG INLET KJ781803 0.1 JS012230 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 34 X 04A REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED OUTER SHIELD ON #2 ENG INLET KJ781803 0.1 JS012230 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 34 X 04A REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED OUTER SHIELD ON #2 ENG INLET KJ781803 0.1 JS012230 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 34 X 04A REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED OUTER SHIELD ON #2 ENG INLET KJ781803 0.1 JS012230 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 35 X 04A REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED HRDWR SECURING COVER TO INLET ANTI ICE VALVE KJ781803 0.1 JS012230 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 35 X 04A REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED HRDWR SECURING COVER TO INLET ANTI ICE VALVE KJ781803 0.1 JS012230 0.5 F




Page 79 of 315

Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223667 HOURS: 5087.4
NEXT PHASE: 511838 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 35 X 04A REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED HRDWR SECURING COVER TO INLET ANTI ICE VALVE KJ781803 0.1 JS012230 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 35 X 04A REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED HRDWR SECURING COVER TO INLET ANTI ICE VALVE KJ781803 0.1 JS012230 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 35 X 04A REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED HRDWR SECURING COVER TO INLET ANTI ICE VALVE KJ781803 0.1 JS012230 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 36 X 04A REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED #2 ENG INLET ANTI ICE VAVLE COVER KJ781803 0.1 JS012230 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 36 X 04A REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED #2 ENG INLET ANTI ICE VAVLE COVER KJ781803 0.1 JS012230 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 36 X 04A REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED #2 ENG INLET ANTI ICE VAVLE COVER KJ781803 0.1 JS012230 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 36 X 04A REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED #2 ENG INLET ANTI ICE VAVLE COVER KJ781803 0.1 JS012230 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 36 X 04A REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED #2 ENG INLET ANTI ICE VAVLE COVER KJ781803 0.1 JS012230 0.5 F




Page 80 of 315

Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223667 HOURS: 5087.4
NEXT PHASE: 511838 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 37 X 04A REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED HRDWR SECURING REAR TUBE TO #2 ENG AIR INLET KJ781803 0.1 JS012230 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 37 X 04A REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED HRDWR SECURING REAR TUBE TO #2 ENG AIR INLET KJ781803 0.1 JS012230 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 37 X 04A REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED HRDWR SECURING REAR TUBE TO #2 ENG AIR INLET KJ781803 0.1 JS012230 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 37 X 04A REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED HRDWR SECURING REAR TUBE TO #2 ENG AIR INLET KJ781803 0.1 JS012230 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 37 X 04A REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED HRDWR SECURING REAR TUBE TO #2 ENG AIR INLET KJ781803 0.1 JS012230 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 38 X 04A REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMVOED REAR TUBE FROM #2 ENG INLET KJ781803 0.1 JS012230 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 38 X 04A REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMVOED REAR TUBE FROM #2 ENG INLET KJ781803 0.1 JS012230 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 38 X 04A REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMVOED REAR TUBE FROM #2 ENG INLET KJ781803 0.1 JS012230 0.5 F




Page 81 of 315

Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223667 HOURS: 5087.4
NEXT PHASE: 511838 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 38 X 04A REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMVOED REAR TUBE FROM #2 ENG INLET KJ781803 0.1 JS012230 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 38 X 04A REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMVOED REAR TUBE FROM #2 ENG INLET KJ781803 0.1 JS012230 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 39 X 04A RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED P822 ELEC CONNECTOR KJ781803 0.1 JS012230 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 39 X 04A RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED P822 ELEC CONNECTOR KJ781803 0.1 JS012230 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 39 X 04A RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED P822 ELEC CONNECTOR KJ781803 0.1 JS012230 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 39 X 04A RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED P822 ELEC CONNECTOR KJ781803 0.1 JS012230 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 39 X 04A RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED P822 ELEC CONNECTOR KJ781803 0.1 JS012230 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 40 X 04A REINSTALLED TQ TO 40IN
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED CLAMPS 2EA FROM #2 ANTI ICE VALVE KJ781803 0.1 JS012230 1 F




Page 82 of 315

Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223667 HOURS: 5087.4
NEXT PHASE: 511838 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 40 X 04A REINSTALLED TQ TO 40IN
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED CLAMPS 2EA FROM #2 ANTI ICE VALVE KJ781803 0.1 JS012230 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 40 X 04A REINSTALLED TQ TO 40IN
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED CLAMPS 2EA FROM #2 ANTI ICE VALVE KJ781803 0.1 JS012230 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 40 X 04A REINSTALLED TQ TO 40IN
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED CLAMPS 2EA FROM #2 ANTI ICE VALVE KJ781803 0.1 JS012230 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 40 X 04A REINSTALLED TQ TO 40IN
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED CLAMPS 2EA FROM #2 ANTI ICE VALVE KJ781803 0.1 JS012230 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 41 X 04A REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED #2 ENG INLET ANTI ICE VALVE KJ781803 0.1 JS012230 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 41 X 04A REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED #2 ENG INLET ANTI ICE VALVE KJ781803 0.1 JS012230 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 41 X 04A REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED #2 ENG INLET ANTI ICE VALVE KJ781803 0.1 JS012230 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 41 X 04A REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED #2 ENG INLET ANTI ICE VALVE KJ781803 0.1 JS012230 1 F




Page 83 of 315

Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223667 HOURS: 5087.4
NEXT PHASE: 511838 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 41 X 04A REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED #2 ENG INLET ANTI ICE VALVE KJ781803 0.1 JS012230 1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 42 X 04A ENTRY ENTERED IN ERROR SEE ENTRY BELLOW
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED HARDWARE FROM HIGH SPEED SHAFT TO ENGINE JM884376 0.1 JK847814 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 42 X 04A ENTRY ENTERED IN ERROR SEE ENTRY BELLOW
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED HARDWARE FROM HIGH SPEED SHAFT TO ENGINE JM884376 0.1 JK847814 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 42 X 04A ENTRY ENTERED IN ERROR SEE ENTRY BELLOW
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED HARDWARE FROM HIGH SPEED SHAFT TO ENGINE JM884376 0.1 JK847814 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 42 X 04A ENTRY ENTERED IN ERROR SEE ENTRY BELLOW
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED HARDWARE FROM HIGH SPEED SHAFT TO ENGINE JM884376 0.1 JK847814 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 42 X 04A ENTRY ENTERED IN ERROR SEE ENTRY BELLOW
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED HARDWARE FROM HIGH SPEED SHAFT TO ENGINE JM884376 0.1 JK847814 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 43 X 04A ENTRY ENTERED IN ERROR SEE ENTRY BELLOW
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED HIGH SPEED SHAFT SN: C845-01531 JM884376 0.1 JK847814 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 43 X 04A ENTRY ENTERED IN ERROR SEE ENTRY BELLOW
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED HIGH SPEED SHAFT SN: C845-01531 JM884376 0.1 JK847814 0.1 F




Page 84 of 315
Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
SERIAL NUMBER: 8223667 HOURS: 5087.4

LAST MISSION: 25-Nov-2014
Current Status O:

MODEL: UH-60A
NEXT PHASE: 5118.8

Current Status A: X Current Status E: Current Status W:

DATE SEQ NO STATUS wuc ACTION TAKEN

02-Oct-2014 43 X 04A ENTRY ENTERED IN ERROR SEE ENTRY BELLOW

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED HIGH SPEED SHAFT SN: C845-01531 JM884376 0.1 JK847814 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

02-Oct-2014 43 X 04A ENTRY ENTERED IN ERROR SEE ENTRY BELLOW

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED HIGH SPEED SHAFT SN: C845-01531 JM884376 0.1 JK847814 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

02-Oct-2014 43 X 04A ENTRY ENTERED IN ERROR SEE ENTRY BELLOW

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED HIGH SPEED SHAFT SN: C845-01531 JM884376 0.1 JK847814 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

02-Oct-2014 44 X 04A INSTALLED TQ 125 IN LBS

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED HARDWARE FROM SUPPORT TUBE TO ENGINE JM884376 0.1 JK847814 0.5 F
DATE SEQ NO STATUS wuc ACTION TAKEN

02-Oct-2014 44 X 04A INSTALLED TQ 125 IN LBS

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED HARDWARE FROM SUPPORT TUBE TO ENGINE JM884376 0.1 JK847814 0.5 F
DATE SEQ NO STATUS wuc ACTION TAKEN

02-Oct-2014 44 X 04A INSTALLED TQ 125 IN LBS

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED HARDWARE FROM SUPPORT TUBE TO ENGINE JM884376 0.1 JK847814 0.5 F
DATE SEQ NO STATUS wuc ACTION TAKEN

02-Oct-2014 44 X 04A INSTALLED TQ 125 IN LBS

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED HARDWARE FROM SUPPORT TUBE TO ENGINE JM884376 0.1 JK847814 0.5 F
DATE SEQ NO STATUS wuc ACTION TAKEN

02-Oct-2014 44 X 04A INSTALLED TQ 125 IN LBS

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED HARDWARE FROM SUPPORT TUBE TO ENGINE JM884376 0.1 JK847814 0.5 F




Page 85 of 315

Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223667 HOURS: 5087.4
NEXT PHASE: 511838 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 45 X 04A REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED ORING FROM SUPPORT TUBE JM884376 0.1 JK847814 0.4 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 45 X 04A REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED ORING FROM SUPPORT TUBE JM884376 0.1 JK847814 0.4 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 45 X 04A REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED ORING FROM SUPPORT TUBE JM884376 0.1 JK847814 0.4 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 45 X 04A REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED ORING FROM SUPPORT TUBE JM884376 0.1 JK847814 0.4 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 45 X 04A REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED ORING FROM SUPPORT TUBE JM884376 0.1 JK847814 0.4 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 46 X 04A REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED ORING FROM HIGH SPEED SHAFT 3EA JM884376 0.1 JK847814 0.4 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 46 X 04A REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED ORING FROM HIGH SPEED SHAFT 3EA JM884376 0.1 JK847814 0.4 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 46 X 04A REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED ORING FROM HIGH SPEED SHAFT 3EA JM884376 0.1 JK847814 0.4 F




Page 86 of 315

Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223667 HOURS: 5087.4
NEXT PHASE: 511838 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 46 X 04A REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED ORING FROM HIGH SPEED SHAFT 3EA JM884376 0.1 JK847814 0.4 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 46 X 04A REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED ORING FROM HIGH SPEED SHAFT 3EA JM884376 0.1 JK847814 0.4 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 47 X 04A INSTALLED SN C845-05690
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
#2 ENG HIGH SPEED SHAFT SN C845-05690 REMOVED JM884376 0.1 JK847814 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 47 X 04A INSTALLED SN C845-05690
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
#2 ENG HIGH SPEED SHAFT SN C845-05690 REMOVED JM884376 0.1 JK847814 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 47 X 04A INSTALLED SN C845-05690
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
#2 ENG HIGH SPEED SHAFT SN C845-05690 REMOVED JM884376 0.1 JK847814 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 47 X 04A INSTALLED SN C845-05690
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
#2 ENG HIGH SPEED SHAFT SN C845-05690 REMOVED JM884376 0.1 JK847814 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 47 X 04A INSTALLED SN C845-05690
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
#2 ENG HIGH SPEED SHAFT SN C845-05690 REMOVED JM884376 0.1 JK847814 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Oct-2014 48 X 04A INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED #2 HIGH SPEED SHAFT SUPPORT TUBE JM884376 0.1 JK847814 0.5 F




Report Date: 06-Jan-2015
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Selection Range : 01-Jul-2014 To 06-Jan-2015

CLOSED FAULT REPORT

FOR: K08DD2
SERIAL NUMBER: 8223667

MODEL: UH-60A
NEXT PHASE: 5118.8

Current Status A: X Current Status E:

HOURS:
25-Nov-2014

5087.4
LAST MISSION:

Current Status O: Current Status W:

DATE SEQ NO STATUS wuc ACTION TAKEN
02-Oct-2014 48 X 04A INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED #2 HIGH SPEED SHAFT SUPPORT TUBE JM884376 0.1 JK847814 0.5 F
DATE SEQ NO STATUS wuc ACTION TAKEN
02-Oct-2014 48 X 04A INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED #2 HIGH SPEED SHAFT SUPPORT TUBE JM884376 0.1 JK847814 0.5 F
DATE SEQ NO STATUS wuc ACTION TAKEN
02-Oct-2014 48 X 04A INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED #2 HIGH SPEED SHAFT SUPPORT TUBE JM884376 0.1 JK847814 0.5 F
DATE SEQ NO STATUS wuc ACTION TAKEN
02-Oct-2014 48 X 04A INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED #2 HIGH SPEED SHAFT SUPPORT TUBE JM884376 0.1 JK847814 0.5 F
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 02-Oct-2014  5:22 PM 7 X LF921636  5078.5 03-Oct-2014 5078.5 0 6 05

FAULT WRITE-UP:

VERIFY THRUST BEARING SERIAL NUMBER AND PART NUMBER
I/A/W H-60-12-AMAM-16 BEFORE 5118.8 ACFT HRS BUT NLT 4 SEP
2014.

WHEN HOW MAL wuc MAINT DEFERRED
DISC REC EFF TYPE DAYS
o G 1 05 F -1

DELAY

ACTION TAKEN:

COMPLIED WITH H-60-12-AMAM. P/N SB7002-048. S/N BLACK
31384, RED 15971, YELLOW 0942 (ETCHED IN MANUALLY), BLUE
COULD NOT BE VERIFIED

TIPID MMH
KJ781803 0.1

PID
JL928355

MMH TYPE
0.5 F




Report Date: 06-Jan-2015

Selection Range : 01-Jul-2014

CLOSED FAULT REPORT

Page 88 of 315

To 06-Jan-2015

FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223667 HOURS: 5087.4
NEXT PHASE: 511838 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 07-Oct-2014 8:02 AM 1 X 5078.5 15-Oct-2014 5078.5 0 6 00
FAULT WRITE-UP: ACTION TAKEN:
INSP A801 - LOG BOOK RECON. WAS DUE AT: 03-OCT-2014. COMPLETED
UPGRADE TO RED X STATUS ON 07-OCT-2014
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JS844198 0.1 DB132372 15 F
O O 1 00 F -8
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 08-Oct-2014 1:04 PM 3 X DB724139 5078.5 08-Oct-2014 5078.5 0 L 19
FAULT WRITE-UP: ACTION TAKEN:
LOWER QUAD BAY ANTENNA FOR SERIAL NUMBER GPS DAGGER REINSTALLED
VERIFICATION
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS KJ781803 0.1 DB724139 2.5 F
K G 2 19 F 0
DELAY
13-2s to Follow
DATE SEQ NO STATUS wucC ACTION TAKEN
08-Oct-2014 1 X 19 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVE QUAD BAY MOUNTING HARDWARE KJ781803 0.1 DB724139 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
08-Oct-2014 2 X 19 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED QUAD BAY ANTENNA KJ781803 0.1 DB724139 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
08-Oct-2014 3 - 19 COMPLETED
FAULT WRITE-UP: PID MMH TYPE

PERFORMFOD INSPECTIONANDTOOL INVENTORY

TIPID TI_MMH
0

DB724139 0.3
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223667 HOURS: 5087.4
NEXT PHASE: 511838 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 14-Oct-2014 7:16 AM 1 X 5078.5 15-Oct-2014 5078.5 0 3 00
FAULT WRITE-UP: ACTION TAKEN:
INSP A001 - PREVENTIVE MAINTENANCE DAILY (PMD). WAS DUE COMPLETED
AT: 10-OCT-2014. UPGRADE TO RED X STATUS ON 13-OCT-2014
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JS844198 0.1 DB132372 15 F
O O 1 00 F -1
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 14-Oct-2014 7:16 AM 2 X 5078.5 16-Oct-2014 5078.5 0 4 04A
FAULT WRITE-UP: ACTION TAKEN:
INSP A022 - 14 DAY FLYABLE STORAGE ENGINE RUN UP. WAS DUE COMPLETED
AT: 08-OCT-2014. UPGRADE TO RED X STATUS ON 10-OCT-2014
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS SS840732 0.1 JL906713 2 F
0 0 1 04A F -2
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 17-Oct-2014  3:12 PM 1 X TP833044 5078.5 29-Oct-2014 5078.5 0 A 02
FAULT WRITE-UP: ACTION TAKEN:
BOTH SWASHPLATE SCISSOR ATTACHMENT SPHERICAL REPLACED SPHERICAL BEARINGS
BEARINGS EXCEED MAXIMIUM AXIAL PLAY OF .038
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS KJ781803 0.1 LF921636 4 F
T G 5 02 F -12
DELAY
13-2s to Follow
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Oct-2014 1 X 02 REPLACED COTTER PIN
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD COTTER PIN FROM YELLOW AND BLUE SCISSOR ATTACHMENT KJ781803 0.1 JS844198 0.1 F

LINK
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223667 HOURS: 5087.4
NEXT PHASE: 511838 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Oct-2014 1 X 02 REPLACED COTTER PIN
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD COTTER PIN FROM YELLOW AND BLUE SCISSOR ATTACHMENT KJ781803 0.1 JS844198 0.1 F
LINK
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Oct-2014 2 X 02 REPLACED COTTER PIN
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD COTTER PIN FROM RED AND BLACK SCISSOR ATTACHMENT KJ781803 0.1 LF921636 0.1 F
LINK
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Oct-2014 2 X 02 REPLACED COTTER PIN
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD COTTER PIN FROM RED AND BLACK SCISSOR ATTACHMENT KJ781803 0.1 LF921636 0.1 F
LINK
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Oct-2014 3 X 02 INSTALLED TQ. 900 INLBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD HDWR FROM YELLOW AND BLUE SCISSOR ATTACHMENT LINK KJ781803 0.1 JS844198 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Oct-2014 3 X 02 INSTALLED TQ. 900 INLBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD HDWR FROM YELLOW AND BLUE SCISSOR ATTACHMENT LINK KJ781803 0.1 JS844198 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Oct-2014 4 X 02 INSTALLED TQ. 820 IN.LBS .
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD HDWR FROM RED AND BLACK SCISSOR ATTACHMENT LINK KJ781803 0.1 LF921636 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Oct-2014 4 X 02 INSTALLED TQ. 820 IN.LBS .
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD HDWR FROM RED AND BLACK SCISSOR ATTACHMENT LINK KJ781803 0.1 LF921636 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Oct-2014 5 X 02 INSTALLED NEW BEARING
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD SPHERICALBEARING FROM YELLOW AND BLUE SIDE KJ781803 0.1 JS844198 0.1 F

SWASHPLATE BORE
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223667 HOURS: 5087.4
NEXT PHASE: 511838 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Oct-2014 5 X 02 INSTALLED NEW BEARING
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD SPHERICALBEARING FROM YELLOW AND BLUE SIDE KJ781803 0.1 JS844198 0.1 F
SWASHPLATE BORE
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Oct-2014 6 X 02 INSTALLED NEW BEARING
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD SPHERICALBEARING FROM RED AND BLACK SIDE SWASHPLATE KJ781803 0.1 JS844198 0.1 F
BORE
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Oct-2014 6 X 02 INSTALLED NEW BEARING
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD SPHERICALBEARING FROM RED AND BLACK SIDE SWASHPLATE KJ781803 0.1 JS844198 0.1 F
BORE
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Oct-2014 7 - 02 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOLBOX AND FOD CHECK DUE 0 JS844198 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Oct-2014 7 - 02 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOLBOX AND FOD CHECK DUE 0 JS844198 0.1 F
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 20-Oct-2014 7:44 AM 1 X 5078.5 29-Oct-2014 5078.5 0 6 15
FAULT WRITE-UP: ACTION TAKEN:
INSP A840 - APU HOURS/START UPDATE. WAS DUE AT: 16-OCT- UPDATED
2014. UPGRADE TO RED X STATUS ON 20-OCT-2014
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JS844198 0.1 LF921636 0.1 F
O O 1 15 F -9
DELAY
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223667 HOURS: 5087.4
NEXT PHASE: 511838 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 28-Oct-2014  9:05 AM 1 X 5078.5 29-Oct-2014 5078.5 0 3 00
FAULT WRITE-UP: ACTION TAKEN:
INSP A001 - PREVENTIVE MAINTENANCE DAILY (PMD). WAS DUE COMPLETEDOK
AT: 22-OCT-2014. UPGRADE TO RED X STATUS ON 25-OCT-2014
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS KJ781803 0.1 LF921636 1 F
O O 1 00 F -1
DELAY
13-2s to Follow
DATE SEQ NO STATUS WwucC ACTION TAKEN
28-Oct-2014 1 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
AREA 1 INSPECTION DUE 0 JS844198 0.1 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
28-Oct-2014 1 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
AREA 1 INSPECTION DUE 0 JS844198 0.1 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
28-Oct-2014 2 - 00 INSPOK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
AREA 2 INSPECTION DUE 0 JS844198 0.1 F
DATE SEQ NO STATUS WucC ACTION TAKEN
28-Oct-2014 2 - 00 INSPOK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
AREA 2 INSPECTION DUE 0 JS844198 0.1 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
28-Oct-2014 3 - 00 INSPOK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
AREA 3 INSPECTION DUE 0 JS844198 0.1 F
DATE SEQ NO STATUS WucC ACTION TAKEN
28-Oct-2014 3 - 00 INSPOK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

AREA 3 INSPECTION DUE

0 JS844198 0.1 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223667 HOURS: 5087.4
NEXT PHASE: 511838 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
28-Oct-2014 4 - 00 INSPOK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
AREA 4 INSPECTION DUE 0 JS844198 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
28-Oct-2014 4 - 00 INSPOK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
AREA 4 INSPECTION DUE 0 JS844198 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
28-Oct-2014 5 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
AREA 5 INSPECTION DUE 0 JS844198 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
28-Oct-2014 5 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
AREA 5 INSPECTION DUE 0 JS844198 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
28-Oct-2014 6 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
AREA 6 INSPECTION DUE 0 LF921636 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
28-Oct-2014 6 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
AREA 6 INSPECTION DUE 0 LF921636 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
28-Oct-2014 7 / 00 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TAIL ROTOR GEARBOX FAIRING REMOVED 0 JS844198 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
28-Oct-2014 7 / 00 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

TAIL ROTOR GEARBOX FAIRING REMOVED 0 JS844198 0.1 F




Report Date: 06-Jan-2015

CLOSED FAULT REPORT

FOR: K08DD2

MODEL: UH-60A SERIAL NUMBER: 8223667

Selection Range : 01-Jul-2014

Page 94 of 315
To 06-Jan-2015

HOURS: 5087.4
NEXT PHASE: 511838 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
28-Oct-2014 8 / 00 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INTERMEDIATE GEARBOX FAIRING REMOVED 0 JS844198 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
28-Oct-2014 8 / 00 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INTERMEDIATE GEARBOX FAIRING REMOVED 0 JS844198 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
28-Oct-2014 9 - 00 N/A
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
ON MODIFIED A/C INSPECT PILOTS AND COPILOTS DOOR PINS 0 JS844198 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
28-Oct-2014 9 - 00 N/A
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
ON MODIFIED A/C INSPECT PILOTS AND COPILOTS DOOR PINS 0 JS844198 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
28-Oct-2014 10 - 00 N/A
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
ON AIRCRAFT WITH MODIFIED FILTER SYSTEM INSPECT APU FILTER 0 JS844198 0.1 F
MINDER
DATE SEQ NO STATUS wucC ACTION TAKEN
28-Oct-2014 10 - 00 N/A
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
ON AIRCRAFT WITH MODIFIED FILTER SYSTEM INSPECT APU FILTER 0 JS844198 0.1 F
MINDER
DATE SEQ NO STATUS wucC ACTION TAKEN
28-Oct-2014 11 - 00 N/A
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
ON MODIFIED A/C INSPECT ALQ FILTER 0 JS844198 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
28-Oct-2014 11 - 00 N/A
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
ON MODIFIED A/C INSPECT ALQ FILTER 0 JS844198 0.1 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223667 HOURS: 5087.4
NEXT PHASE: 511838 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
28-Oct-2014 12 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM TOOL AND FOD CHECK 0 JS844198 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
28-Oct-2014 12 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM TOOL AND FOD CHECK 0 JS844198 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
28-Oct-2014 12 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM TOOL AND FOD CHECK 0 LF921636 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
28-Oct-2014 12 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM TOOL AND FOD CHECK 0 LF921636 0.1 F
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 30-Oct-2014 3:12 PM 1 X LF921636 5078.5 31-Oct-2014 5078.5 0 6 05
FAULT WRITE-UP: ACTION TAKEN:
TAIL ROTOR BIAS REQUIRED PER H-60-13-AMAM-01 (IN PROCESS) COMPLETED
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS KJ781803 0.1 JL928355 3 F
K G 1 05 F -1
DELAY

13-2s to Follow

DATE SEQNO STATUS wuc ACTION TAKEN
30-Oct-2014 1 X 05 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED SAFETIES FROM JAMNUTS ON RED TAIL ROTOR P/C ROD KJ781803 0.1 DL897874 0.5 F
DATE SEQNO STATUS wuc ACTION TAKEN
30-Oct-2014 1 X 05 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED SAFETIES FROM JAMNUTS ON RED TAIL ROTOR P/C ROD KJ781803 0.1 DL897874 0.5 F




Page 96 of 315

Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223667 HOURS: 5087.4
NEXT PHASE: 511838 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:

DATE SEQ NO STATUS wucC ACTION TAKEN
30-Oct-2014 1 X 05 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED SAFETIES FROM JAMNUTS ON RED TAIL ROTOR P/C ROD KJ781803 0.1 DL897874 0.5 F

DATE SEQ NO STATUS wucC ACTION TAKEN
30-Oct-2014 1 X 05 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED SAFETIES FROM JAMNUTS ON RED TAIL ROTOR P/C ROD KJ781803 0.1 DL897874 0.5 F

DATE SEQ NO STATUS wucC ACTION TAKEN
30-Oct-2014 2 X 05 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED SAFETIES FROM JAMNUTS ON YELLOW TAIL ROTOR P/C KJ781803 0.1 DL897874 0.5 F
ROD

DATE SEQ NO STATUS wucC ACTION TAKEN
30-Oct-2014 2 X 05 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED SAFETIES FROM JAMNUTS ON YELLOW TAIL ROTOR P/C KJ781803 0.1 DL897874 0.5 F
ROD

DATE SEQ NO STATUS wucC ACTION TAKEN
30-Oct-2014 2 X 05 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED SAFETIES FROM JAMNUTS ON YELLOW TAIL ROTOR P/C KJ781803 0.1 DL897874 0.5 F
ROD

DATE SEQ NO STATUS wucC ACTION TAKEN
30-Oct-2014 2 X 05 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED SAFETIES FROM JAMNUTS ON YELLOW TAIL ROTOR P/C KJ781803 0.1 DL897874 0.5 F
ROD

DATE SEQ NO STATUS wucC ACTION TAKEN
30-Oct-2014 3 X 05 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED SAFETIES FROM JAMNUTS ON BLACK TAIL ROTOR P/C ROD KJ781803 0.1 JL928355 0.5 F

DATE SEQ NO STATUS wucC ACTION TAKEN
30-Oct-2014 3 X 05 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED SAFETIES FROM JAMNUTS ON BLACK TAIL ROTOR P/C ROD  KJ781803 0.1 JL928355 0.5 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223667 HOURS: 5087.4
NEXT PHASE: 511838 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
30-Oct-2014 3 X 05 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED SAFETIES FROM JAMNUTS ON BLACK TAIL ROTOR P/C ROD KJ781803 0.1 JL928355 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
30-Oct-2014 3 X 05 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED SAFETIES FROM JAMNUTS ON BLACK TAIL ROTOR P/C ROD KJ781803 0.1 JL928355 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
30-Oct-2014 4 X 05 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED SAFETIES FROM JAMNUTS ON BLUE TAIL ROTOR P/C ROD KJ781803 0.1 JL928355 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
30-Oct-2014 4 X 05 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED SAFETIES FROM JAMNUTS ON BLUE TAIL ROTOR P/C ROD KJ781803 0.1 JL928355 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
30-Oct-2014 4 X 05 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED SAFETIES FROM JAMNUTS ON BLUE TAIL ROTOR P/C ROD KJ781803 0.1 JL928355 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
30-Oct-2014 4 X 05 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED SAFETIES FROM JAMNUTS ON BLUE TAIL ROTOR P/C ROD KJ781803 0.1 JL928355 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
30-Oct-2014 5 X 05 TIGHTENED TQ TO 131 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOOSENED JAMNUTS ON RED TAIL ROTOR P/C ROD KJ781803 0.1 DL897874 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
30-Oct-2014 5 X 05 TIGHTENED TQ TO 131 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

LOOSENED JAMNUTS ON RED TAIL ROTOR P/C ROD KJ781803 0.1 DL897874 0.3 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223667 HOURS: 5087.4
NEXT PHASE: 511838 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
30-Oct-2014 5 X 05 TIGHTENED TQ TO 131 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOOSENED JAMNUTS ON RED TAIL ROTOR P/C ROD KJ781803 0.1 DL897874 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
30-Oct-2014 5 X 05 TIGHTENED TQ TO 131 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOOSENED JAMNUTS ON RED TAIL ROTOR P/C ROD KJ781803 0.1 DL897874 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
30-Oct-2014 5 X 05 TIGHTENED TQ TO 131 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOOSENED JAMNUTS ON RED TAIL ROTOR P/C ROD KJ781803 0.1 JK847814 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
30-Oct-2014 5 X 05 TIGHTENED TQ TO 131 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOOSENED JAMNUTS ON RED TAIL ROTOR P/C ROD KJ781803 0.1 JK847814 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
30-Oct-2014 5 X 05 TIGHTENED TQ TO 131 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOOSENED JAMNUTS ON RED TAIL ROTOR P/C ROD KJ781803 0.1 JK847814 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
30-Oct-2014 5 X 05 TIGHTENED TQ TO 131 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOOSENED JAMNUTS ON RED TAIL ROTOR P/C ROD KJ781803 0.1 JK847814 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
30-Oct-2014 6 X 05 TIGHTENED TQ TO 131 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOOSENED JAMNUTS ON YELLOW TAIL ROTOR P/C ROD KJ781803 0.1 DL897874 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
30-Oct-2014 6 X 05 TIGHTENED TQ TO 131 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

LOOSENED JAMNUTS ON YELLOW TAIL ROTOR P/C ROD KJ781803 0.1 DL897874 0.3 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223667 HOURS: 5087.4
NEXT PHASE: 511838 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
30-Oct-2014 6 X 05 TIGHTENED TQ TO 131 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOOSENED JAMNUTS ON YELLOW TAIL ROTOR P/C ROD KJ781803 0.1 DL897874 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
30-Oct-2014 6 X 05 TIGHTENED TQ TO 131 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOOSENED JAMNUTS ON YELLOW TAIL ROTOR P/C ROD KJ781803 0.1 DL897874 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
30-Oct-2014 6 X 05 TIGHTENED TQ TO 131 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOOSENED JAMNUTS ON YELLOW TAIL ROTOR P/C ROD KJ781803 0.1 JK847814 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
30-Oct-2014 6 X 05 TIGHTENED TQ TO 131 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOOSENED JAMNUTS ON YELLOW TAIL ROTOR P/C ROD KJ781803 0.1 JK847814 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
30-Oct-2014 6 X 05 TIGHTENED TQ TO 131 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOOSENED JAMNUTS ON YELLOW TAIL ROTOR P/C ROD KJ781803 0.1 JK847814 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
30-Oct-2014 6 X 05 TIGHTENED TQ TO 131 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOOSENED JAMNUTS ON YELLOW TAIL ROTOR P/C ROD KJ781803 0.1 JK847814 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
30-Oct-2014 7 X 05 TIGHTENED TQ TO 131 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOOSENED JAMNUTS ON BLACK TAIL ROTOR P/C ROD KJ781803 0.1 DL897874 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
30-Oct-2014 7 X 05 TIGHTENED TQ TO 131 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

LOOSENED JAMNUTS ON BLACK TAIL ROTOR P/C ROD KJ781803 0.1 DL897874 0.3 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223667 HOURS: 5087.4
NEXT PHASE: 511838 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
30-Oct-2014 7 X 05 TIGHTENED TQ TO 131 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOOSENED JAMNUTS ON BLACK TAIL ROTOR P/C ROD KJ781803 0.1 DL897874 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
30-Oct-2014 7 X 05 TIGHTENED TQ TO 131 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOOSENED JAMNUTS ON BLACK TAIL ROTOR P/C ROD KJ781803 0.1 DL897874 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
30-Oct-2014 7 X 05 TIGHTENED TQ TO 131 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOOSENED JAMNUTS ON BLACK TAIL ROTOR P/C ROD KJ781803 0.1 JK847814 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
30-Oct-2014 7 X 05 TIGHTENED TQ TO 131 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOOSENED JAMNUTS ON BLACK TAIL ROTOR P/C ROD KJ781803 0.1 JK847814 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
30-Oct-2014 7 X 05 TIGHTENED TQ TO 131 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOOSENED JAMNUTS ON BLACK TAIL ROTOR P/C ROD KJ781803 0.1 JK847814 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
30-Oct-2014 7 X 05 TIGHTENED TQ TO 131 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOOSENED JAMNUTS ON BLACK TAIL ROTOR P/C ROD KJ781803 0.1 JK847814 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
30-Oct-2014 8 X 05 TIGHTENED TQ TO 131 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOOSENED JAMNUTS ON BLUE TAIL ROTOR P/C ROD KJ781803 0.1 DL897874 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
30-Oct-2014 8 X 05 TIGHTENED TQ TO 131 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

LOOSENED JAMNUTS ON BLUE TAIL ROTOR P/C ROD KJ781803 0.1 DL897874 0.3 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223667 HOURS: 5087.4
NEXT PHASE: 511838 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
30-Oct-2014 8 X 05 TIGHTENED TQ TO 131 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOOSENED JAMNUTS ON BLUE TAIL ROTOR P/C ROD KJ781803 0.1 DL897874 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
30-Oct-2014 8 X 05 TIGHTENED TQ TO 131 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOOSENED JAMNUTS ON BLUE TAIL ROTOR P/C ROD KJ781803 0.1 DL897874 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
30-Oct-2014 8 X 05 TIGHTENED TQ TO 131 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOOSENED JAMNUTS ON BLUE TAIL ROTOR P/C ROD KJ781803 0.1 JK847814 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
30-Oct-2014 8 X 05 TIGHTENED TQ TO 131 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOOSENED JAMNUTS ON BLUE TAIL ROTOR P/C ROD KJ781803 0.1 JK847814 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
30-Oct-2014 8 X 05 TIGHTENED TQ TO 131 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOOSENED JAMNUTS ON BLUE TAIL ROTOR P/C ROD KJ781803 0.1 JK847814 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
30-Oct-2014 8 X 05 TIGHTENED TQ TO 131 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOOSENED JAMNUTS ON BLUE TAIL ROTOR P/C ROD KJ781803 0.1 JK847814 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
30-Oct-2014 9 X 05 RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED CONNECTOR P469R FROM PILOT ASSIST MODULE KJ781803 0.1 DL897874 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
30-Oct-2014 9 X 05 RECONNECTED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

DISCONNECTED CONNECTOR P469R FROM PILOT ASSIST MODULE KJ781803 0.1 DL897874 0.3 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223667 HOURS: 5087.4
NEXT PHASE: 5118.8 LAST MISSION: 25-Nov-2014

Current Status A: X Current Status E:

Current Status O:

Current Status W:

DATE  SEQNO  STATUS wuc ACTION TAKEN
30-Oct-2014 9 X 05 RECONNECTED
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
DISCONNECTED CONNECTOR P469R FROM PILOT ASSIST MODULE ~ KJ781803 0.1 DL897874 0.3 F
DATE  SEQNO  STATUS wuc ACTION TAKEN
30-Oct-2014 9 X 05 RECONNECTED
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
DISCONNECTED CONNECTOR P469R FROM PILOT ASSIST MODULE ~ KJ781803 0.1 DL897874 0.3 F
DATE  SEQNO  STATUS wuc ACTION TAKEN
30-Oct-2014 10 - 05 COMPLETED
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
TOOL AND FOD CK DUE 0 DL897874 0.2 F
DATE  SEQNO  STATUS wuc ACTION TAKEN
30-Oct-2014 10 - 05 COMPLETED
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
TOOL AND FOD CK DUE 0 DL897874 0.2 F
DATE  SEQNO  STATUS wuc ACTION TAKEN
30-Oct-2014 10 - 05 COMPLETED
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
TOOL AND FOD CK DUE 0 DL897874 0.2 F
DATE  SEQNO  STATUS wuc ACTION TAKEN
30-Oct-2014 10 - 05 COMPLETED
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
TOOL AND FOD CK DUE 0 DL897874 0.2 F
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID  HOURS DATE / TIME HOURS  ROUNDS ACTCODE WUC
A 05Nov-2014 T7:11AM 1 X 5078.5 05-Nov-2014 5078.5 0 3 09BO1A
FAULT WRITE-UP: ACTION TAKEN:
INSP A092 - 30 DAY SLAB BATTERY INSPECTION (D8565/11-1) COMPLETE
EIC: RSA WUC: 09BO1A. WAS DUE AT: 01-NOV-2014. UPGRADE TO
RED X STATUS ON 05-NOV-2014
WHEN HOW  MAL wuc MAINT  DEFERRED | TIPID MMH PID MMH TYPE
DISC  REC  EFF TYPE DAYS | JS844198 0.1 JLO06713 0.1 F
0 0 1 09BO1A F 0

DELAY
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223667 HOURS: 5087.4
NEXT PHASE: 5118.8 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DISCOVERY CORRECTION

SYSTEM

CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WuUC

A 07-Nov-2014 4:52 PM 6 X MJ664403 5081 13-Nov-2014 5081.5 0 2 00

FAULT WRITE-UP:

DURING HOVER POWER CHECK GREY SMOKE APPEARED FROM
THE #1 SIDE OF THE AFT PORTION BETWEEN THECABINDOOR AND
AFT SOUND PROOFING. SMOKE APPEARED A SECOND TIME
PICKING TO A HOVER TO VERIFY. SMOKE COULD BE SMELLED
FROM COCKPIT.

ACTION TAKEN:

REMOVED DESWIRL CLAMP AND INSPECTED C-SUMP. NO OIL
LEAKAGE FOUND.

WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS SS840732 0.1 JS844198 0.5 F
G G 5 00 F -6
DELAY
13-2s to Follow
DATE SEQ NO STATUS wucC ACTION TAKEN
07-Nov-2014 1 X 00 INSTALLED NUTS TQ. TO 45 IN. LBS.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED NUTS (2EA) FROM #1 ENGINE REAR V-BAND CLAMP. SS840732 0.1 JS844198 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
07-Nov-2014 2 X 00 INSTALLED CLAMP
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED #1 ENGINE REAR V-BAND CLAMP. SS840732 0.1 JS844198 0.1 F
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 12-Nov-2014 7:32 AM 3 X 5081.5 13-Nov-2014 5081.5 0 1 00
FAULT WRITE-UP: ACTION TAKEN:
INSP A115 - LUBE REQUIRMENTS. WAS DUE AT: 08-NOV-2014 OR COMPLETED
5118.5 HOURS. UPGRADE TO RED X STATUS ON 12-NOV-2014 OR
5122.5 HOURS
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS SS840732 0.2 JS844198 1 F
O O 1 00 F -1
DELAY
13-2s to Follow
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Nov-2014 1 - 00 CLEANED ANDLUBED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
CLEAN AND LUBE BIFILAR REQ'D 0 JS844198 0.1 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015

CLOSED FAULT REPORT

FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223667 HOURS: 5087.4
NEXT PHASE: 511838 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Nov-2014 2 - 00 CLEANED ANDLUBED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
ALL LANDING GEAR SHOCK STRUTS UPPER AND LOWER STAGES 0 JS844198 0.1 F
LUBE REQ'D
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Nov-2014 3 - 00 CLEANED ANDLUBED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
STAB ACTUATOR LUBE REQ'D 0 JS844198 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Nov-2014 4 - 00 CLEANED ANDLUBED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
WINDSHIELD WIPER PIVOT STUD LUBE REQ'D 0 JS844198 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Nov-2014 5 / 00 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD RS/MLG UPPER FAIRING 0 JS844198 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Nov-2014 6 / 00 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD LS/MLG UPPER FAIRING 0 JS844198 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Nov-2014 7 X 00 INSTALLED RT.
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED LEFT OR RIGHT SIDE TAIL CONE ACCESS PANEL SS840732 0.1 JS844198 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Nov-2014 8 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL INVENTORY REQ'D 0 JS844198 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
12-Nov-2014 9 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD CHECK REQ'D 0 JS844198 0.1 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223667 HOURS: 5087.4
NEXT PHASE: 5118.8 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:

DATE SEQ NO STATUS wucC ACTION TAKEN
12-Nov-2014 10 - 00 CLEANED AND LUBED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
WIPER CONVERTER SHAFT SPLINE LUBE REQ'D 0 JS844198 0.1 F
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 13-Nov-2014 4:45 PM 2 X SS840732 5082 14-Nov-2014 5082 0 P 04
FAULT WRITE-UP: ACTION TAKEN:
#1 ENGINE DESWIRL CLAMP NOT INSTALLED CORRECTLY. ADJ. DE SWIRL TQ.40 IN LBS.
BOTTOM HALF OF THE CLAMP NOT SEATED IN THE GROOVE
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS KJ781803 0.1 JS844198 1 F
\ G 2 04 F -1
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 15-Nov-2014 1:15 PM 1 X 5082 15-Nov-2014 5082 0 P 00
FAULT WRITE-UP: ACTION TAKEN:
INSP A001 - PREVENTIVE MAINTENANCE DAILY (PMD). WAS DUE INSP OK
AT: 12-NOV-2014. UPGRADE TO RED X STATUS ON 15-NOV-2014
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS LF921636 0.1 JS844198 2.5 F
O O 1 00 F 0
DELAY
13-2s to Follow
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Nov-2014 1 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
AREA 1 INSPECTION DUE 0 JS844198 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Nov-2014 2 - 00 INSPOK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
AREA 2 INSPECTION DUE 0 JS844198 0.1 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223667 HOURS: 5087.4
NEXT PHASE: 511838 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Nov-2014 3 - 00 INSPOK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
AREA 3 INSPECTION DUE 0 JS844198 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Nov-2014 4 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
AREA 4 INSPECTION DUE 0 JS844198 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Nov-2014 5 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
AREA 5 INSPECTION DUE 0 JS844198 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Nov-2014 6 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
AREA 6 INSPECTION DUE 0 JS844198 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Nov-2014 7 / 00 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TAIL ROTOR GEARBOX FAIRING REMOVED 0 JS844198 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Nov-2014 8 / 00 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INTERMEDIATE GEARBOX FAIRING REMOVED 0 JS844198 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Nov-2014 9 - 00 N/A
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
ON MODIFIED A/C INSPECT PILOTS AND COPILOTS DOOR PINS 0 JS844198 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Nov-2014 10 - 00 N/A
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
ON AIRCRAFT WITH MODIFIED FILTER SYSTEM INSPECT APU FILTER 0 JS844198 0.1 F

MINDER
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223667 HOURS: 5087.4
NEXT PHASE: 5118.8 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:

DATE SEQ NO STATUS wucC ACTION TAKEN
15-Nov-2014 11 - 00 NOTINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
ON MODIFIED A/C INSPECT ALQ FILTER 0 JS844198 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Nov-2014 12 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM TOOL AND FOD CHECK 0 JS844198 0.1 F
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 18-Nov-2014 7:24 AM 1 X 5082 18-Nov-2014 5082 0 P 00
FAULT WRITE-UP: ACTION TAKEN:
INSP A801 - LOG BOOK RECON. WAS DUE AT: 14-NOV-2014. COMPLETED
UPGRADE TO RED X STATUS ON 18-NOV-2014
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS LF921636 0.1 JS844198 0.1 F
O O 1 00 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 18-Nov-2014 2:54 PM 2 X JS844198 5082 18-Nov-2014 5082 0 1 05A01Z
FAULT WRITE-UP: ACTION TAKEN:
ALLFOR MAIN ROTOR DAMPERS NEEDS SERVICED SERVIED ALL M/R DAMPERS
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS KJ781803 0.1 JS844198 2.5 F
Q G 1 05A01Z F 0
DELAY
13-2s to Follow
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Nov-2014 1 X 05A01Z2 REPLACED SAFTEY
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED SAFTEY FROM RED M/R DAMPER KJ781803 0.1 JS844198 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Nov-2014 2 X 05A01Z2 REPLACED SAFTEY
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED SAFTEY FROM BLU M/R DAMPER KJ781803 0.1 JS844198 0.1 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223667 HOURS: 5087.4
NEXT PHASE: 511838 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Nov-2014 3 X 05A01Z REPLACED SAFTEY
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED SAFTEY FROM YEL M/R DAMPER KJ781803 0.1 JS844198 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Nov-2014 4 X 05A01Z REPLACED SAFTEY
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED SAFTEY FROM BLK M/R DAMPER KJ781803 0.1 JS844198 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Nov-2014 5 X 05A01Z INSTALLED PLUGS 70 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED BLEEDER PLUGS FROM RED M/R DAMPER KJ781803 0.1 JS844198 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Nov-2014 6 X 05A01Z INSTALLED PLUGS 70 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED BLEEDER PLUGS FROM BLU M/R DAMPER KJ781803 0.1 JS844198 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Nov-2014 7 X 05A01Z INSTALLED PLUGS 70 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED BLEEDER PLUGS FROM YEL M/R DAMPER KJ781803 0.1 JS844198 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Nov-2014 8 X 05A01Z INSTALLED PLUGS 70 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED BLEEDER PLUGS FROM BLK M/R DAMPER KJ781803 0.1 JS844198 0.1 F
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 11-Dec-2014 1:45 PM 1 X 5087.4 12-Dec-2014 5087.4 0 1 04A
FAULT WRITE-UP: ACTION TAKEN:
INSP A022 - 14 DAY FLYABLE STORAGE ENGINE RUN UP. WAS DUE COMPLETED.
AT: 09-DEC-2014. UPGRADE TO RED X STATUS ON 11-DEC-2014
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS KJ781803 0.1 JP900099 0.1 F
O O 1 04A F -1
DELAY
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015

CLOSED FAULT REPORT

FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223667 HOURS: 5087.4
NEXT PHASE: 511838 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DISCOVERY CORRECTION

SYSTEM

CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC

A 16-Dec-2014 7:11 AM 1 X 5087.4 16-Dec-2014 5087.4 0 3 04A06B
FAULT WRITE-UP: ACTION TAKEN:
INSP A100 - #1 ENGINE HISTORY RECORDER READING DUE. WAS COMPLETED
DUE AT: 15-DEC-2014. UPGRADE TO RED X STATUS ON 16-DEC-
2014

WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE

DISC REC EFF TYPE DAYS RK842020 0.2 TR315248 1 F

0 O 1 04A06B F 0
DELAY
DISCOVERY CORRECTION
SYSTEM

CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 16-Dec-2014 7:11 AM 2 X 5087.4 16-Dec-2014 5087.4 0 3 04A06B

FAULT WRITE-UP: ACTION TAKEN:

INSP A101 - #2 ENGINE HISTORY RECORDER READING DUE. WAS COMPLETED™
DUE AT: 15-DEC-2014. UPGRADE TO RED X STATUS ON 16-DEC-
2014
WHEN HOW  MAL wuc MAINT  DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS RK842020 0.2 TR315248 1 F
o) o) 1 04A06B F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 02-Jan-2015 1:38PM 1 X 5087.4 05-Jan-2015 5087.4 0 6 00

FAULT WRITE-UP: ACTION TAKEN:

INSP A001 - CARGO DOOR WINDOW JETTISON LEVER . WAS DUE C/W INSP NO DEFECTS NOTED
AT: 19-DEC-2014. UPGRADE TO RED X STATUS ON 20-DEC-2014
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JP234951 0.2 DH605806 0.2 F
o o 1 00 F -3

DELAY
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223667 HOURS: 5087.4
NEXT PHASE: 5118.8 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DISCOVERY CORRECTION

SYSTEM

CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WuUC

A 02-Jan-2015 1:38 PM 2 X 5087.4 05-Jan-2015 5087.4 0 4 04A

FAULT WRITE-UP:

INSP A022 - 14 DAY FLYABLE STORAGE ENGINE RUN UP. WAS DUE
AT: 24-DEC-2014. UPGRADE TO RED X STATUS ON 26-DEC-2014

ACTION TAKEN:
ENGINE RUN-UP COMPLETED

WHEN HOW MAL wuc MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JP234951 0.2 JH746518 0.5 F
o} o} 1 04A F -3
DELAY
DISCOVERY CORRECTION
SYSTEM

CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 02-Jan-2015 1:38 PM 4 X 5087.4 05-Jan-2015 5087.4 0 1 00

FAULT WRITE-UP:

ACTION TAKEN:

INSP A103 - AIRCRAFT WASH DUE. WAS DUE AT: 18-DEC-2014. C/W ACFT WASH
UPGRADE TO RED X STATUS ON 22-DEC-2014
WHEN HOW  MAL wuc MAINT  DEFERRED | TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS | JP234951 0.2 DHB05806 0.2 F
0 0 1 00 F -3
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 31-Jul-2014 1021 AM 2 ®  KJ781803  5066.2 05-Aug-2014 5066.2 0 T 04A01G
FAULT WRITE-UP: ACTION TAKEN:
COMPLYWITH REQUIREMENTS OF H-60-14-ASAM-08 BEFORE STATUS SYMBOL ENTERED IN ERROR
5076.2 ACF BUT NOT TO EXCEED 13 AUG 14.
WHEN HOW  MAL wuc MAINT  DEFERRED | TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS | Jm884376 0.1 LF921636 0.1 F
0 0 1 04A01G F 25

DELAY




Report Date: 06-Jan-2015

Selection Range : 01-Jul-2014
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To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223667 HOURS: 5087.4
NEXT PHASE: 511838 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DISCOVERY CORRECTION

SYSTEM

CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC

A 21-Aug-2014 10:01 PM 2 ® BN942785 5071 26-Aug-2014 5071 0 6 19E01B
FAULT WRITE-UP: ACTION TAKEN:
ADF TUNED AND RECIEVED TO MULTIPLE STATIONS, #2 NEEDLE ENTERED IN ERROR
CONTINUED TO SWING 360 DEGREES. RESTRICT AIRCRAFT FROM
IMC FLIGHT.

WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE

DISC REC EFF TYPE DAYS DB724139 0.3 RR784092 0.1 F

G G 4 19E01B F -5
DELAY
DISCOVERY CORRECTION
SYSTEM

CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 26-Aug-2014 7:49 AM 1 ® RR784092 5071 31-Oct-2014 5078.5 0

FAULT WRITE-UP:

RESTRICTED FROM IMC FLIGHT (.ADF TUNED AND RECIEVED TO

MULTIPLE STATIONS, #2 NEEDLE CONTINUED TO SWING 360
DEGREES.)

WHEN

4

ACTION TAKEN:
MOC OF ADF CHECKED SERVICEABLE

19

HOwW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 55840732 0.1 55840732 1 F
K G 3 19 F -7
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuC
A 26-Aug-2014 7:52 AM 2 ® RR784092 5071 26-Aug-2014 5071 0 6 19
FAULT WRITE-UP: ACTION TAKEN:
ADF TUNED AND RECIEVED TO MULTIPLE STATIONS, #2 NEEDLE ENTERED IN ERROR
CONTINUED TO SWING 360 DEGREES. RESTRICT AIRCRAFT FROM
IMC FLIGHT.
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS DB724139 0.1 RR784092 0.1 F
K G 2 19 F 0

DELAY
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223667 HOURS: 5087.4
NEXT PHASE: 511838 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 19-Sep-2014 2:30 PM 3 ® JS844198 5073 24-Sep-2014 5073 0 G 02
FAULT WRITE-UP: ACTION TAKEN:
RESTRICED FROM HOIST OPS. DUPLICATE WRITE UP SEE ENTRY BELOW
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS TB866532 0.1 JK685216 0.1 F
X G 2 02 F -5
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 23-Sep-2014 9:04 AM 2 ® JS844198 5073 02-Dec-2014 5087.4 0 R 02
FAULT WRITE-UP: ACTION TAKEN:
ACFT RESTRICTED FROM HOIST OPS. HOIST REMOVED. ACFT GOING INTO RETIREMENT PROGRAM
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS JK847814 0.2 LF921636 0.2 F
0 G 1 02 F 18
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 04-Nov-2014 8:27 AM 1 ® JL906713 5078.5 05-Nov-2014 5078.5 0 L 04
FAULT WRITE-UP: ACTION TAKEN:
FOD CAGE INSTALLED ON #2 ENG. RESTRICTED TO GROUND RMVD FOD CAGE
RUNS
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS KJ781803 0.1 JL906713 0.5 F
K G 2 04 F -1
DELAY
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015

CLOSED FAULT REPORT

FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223667 HOURS: 5087.4
NEXT PHASE: 511838 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 25-Nov-2014 7:20 AM 1 ® JM258694 5084 10-Dec-2014 5087.4 0 2 02
FAULT WRITE-UP: ACTION TAKEN:
RESTRICTED FROM SLING LOAD OPS FOR REMOVAL OFSQUIB INSTALLED SQUIB
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS DL897874 0.2 DL774589 0.5 F
Q G 2 02 F 14
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC

A 01-Jul-2014  4:47 PM 1 - 5054.4 01-Jul-2014 5054.4 0 6 09BO1A

FAULT WRITE-UP: ACTION TAKEN:

INSP AQ092 - 30 DAY SLAB BATTERY INSPECTION (D8565/11-1) COMPLETEDOK
EIC: RSA WUC: 09B01A. DUE AT: 01-JUL-2014. UPGRADE TO RED
X STATUS ON 05-JUL-2014

WHEN HOwW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 LF921636 0.5 F
O O 1 09BO1A F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuC
A 02-Jul-2014  9:06 AM 1 - 5054.4 02-Jul-2014 5054.4 0 1 00

FAULT WRITE-UP: ACTION TAKEN:

PREVENTIVE MAINTENANCE DAILY (PMD) PMD COMPLETE
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 HH088209 1 F
X 0 1 00 F 0
DELAY
13-2s to Follow
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Jul-2014 1 - 00 COMPLETE, INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSP AREA #1

0 HH088209 0.5 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223667 HOURS: 5087.4
NEXT PHASE: 511838 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Jul-2014 1 - 00 COMPLETE, INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSP AREA #1 0 HH088209 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Jul-2014 1 - 00 COMPLETE, INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSP AREA #1 0 SL472387 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Jul-2014 1 - 00 COMPLETE, INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSP AREA #1 0 SL472387 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Jul-2014 2 - 00 COMPLETE, INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSP AREA #2 0 HH088209 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Jul-2014 2 - 00 COMPLETE, INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSP AREA #2 0 HH088209 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Jul-2014 2 - 00 COMPLETE, INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSP AREA #2 0 SL472387 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Jul-2014 2 - 00 COMPLETE, INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSP AREA #2 0 SL472387 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Jul-2014 3 - 00 COMPLETE, INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

INSP AREA #3 0 HH088209 0.5 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223667 HOURS: 5087.4
NEXT PHASE: 511838 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Jul-2014 3 - 00 COMPLETE, INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSP AREA #3 0 HH088209 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Jul-2014 3 - 00 COMPLETE, INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSP AREA #3 0 SL472387 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Jul-2014 3 - 00 COMPLETE, INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSP AREA #3 0 SL472387 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Jul-2014 4 - 00 COMPLETE, INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSP AREA #4 0 HH088209 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Jul-2014 4 - 00 COMPLETE, INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSP AREA #4 0 HH088209 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Jul-2014 4 - 00 COMPLETE, INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSP AREA #4 0 SL472387 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Jul-2014 4 - 00 COMPLETE, INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSP AREA #4 0 SL472387 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Jul-2014 5 - 00 COMPLETE, INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

INSP AREA #5 0 HH088209 0.5 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223667 HOURS: 5087.4
NEXT PHASE: 511838 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Jul-2014 5 - 00 COMPLETE, INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSP AREA #5 0 HH088209 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Jul-2014 5 - 00 COMPLETE, INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSP AREA #5 0 SL472387 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Jul-2014 5 - 00 COMPLETE, INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSP AREA #5 0 SL472387 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Jul-2014 6 - 00 COMPLETE, INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSP AREA #6 0 HH088209 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Jul-2014 6 - 00 COMPLETE, INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSP AREA #6 0 HH088209 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Jul-2014 6 - 00 COMPLETE, INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSP AREA #6 0 SL472387 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Jul-2014 6 - 00 COMPLETE, INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSP AREA #6 0 SL472387 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Jul-2014 7 / 00 CLOSED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

OPEN ALL T/R D/S COVERS 0 HH088209 0.3 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223667 HOURS: 5087.4
NEXT PHASE: 511838 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Jul-2014 7 / 00 CLOSED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPEN ALL T/R D/S COVERS 0 HH088209 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Jul-2014 7 / 00 CLOSED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPEN ALL T/R D/S COVERS 0 SL472387 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Jul-2014 7 / 00 CLOSED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPEN ALL T/R D/S COVERS 0 SL472387 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Jul-2014 8 / 00 CLOSED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPEN APU COMPARTMENT DOORS 0 HH088209 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Jul-2014 8 / 00 CLOSED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPEN APU COMPARTMENT DOORS 0 HH088209 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Jul-2014 8 / 00 CLOSED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPEN APU COMPARTMENT DOORS 0 SL472387 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Jul-2014 8 / 00 CLOSED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPEN APU COMPARTMENT DOORS 0 SL472387 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Jul-2014 9 / 00 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVE INT. G/B COVER 0 HH088209 0.3 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223667 HOURS: 5087.4
NEXT PHASE: 511838 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Jul-2014 9 / 00 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVE INT. G/B COVER 0 HH088209 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Jul-2014 9 / 00 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVE INT. G/B COVER 0 SL472387 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Jul-2014 9 / 00 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVE INT. G/B COVER 0 SL472387 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Jul-2014 10 / 00 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVE T/R G/B FWD FAIRING 0 HH088209 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Jul-2014 10 / 00 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVE T/R G/B FWD FAIRING 0 HH088209 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Jul-2014 10 / 00 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVE T/R G/B FWD FAIRING 0 SL472387 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Jul-2014 10 / 00 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVE T/R G/B FWD FAIRING 0 SL472387 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Jul-2014 11 / 00 CLOSED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

OPEN M/R SLIDING PYON COVER 0 HH088209 0.3 F




Page 119 of 315

Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223667 HOURS: 5087.4
NEXT PHASE: 511838 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Jul-2014 11 / 00 CLOSED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPEN M/R SLIDING PYON COVER 0 HH088209 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Jul-2014 11 / 00 CLOSED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPEN M/R SLIDING PYON COVER 0 SL472387 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Jul-2014 11 / 00 CLOSED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPEN M/R SLIDING PYON COVER 0 SL472387 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Jul-2014 12 / 00 CLOSED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPEN OIL COOLER ACCESS DOORS 0 HH088209 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Jul-2014 12 / 00 CLOSED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPEN OIL COOLER ACCESS DOORS 0 HH088209 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Jul-2014 12 / 00 CLOSED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPEN OIL COOLER ACCESS DOORS 0 SL472387 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Jul-2014 12 / 00 CLOSED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPEN OIL COOLER ACCESS DOORS 0 SL472387 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Jul-2014 13 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

TOOL INVENTORY AND FOD CHECK 0 HH088209 0.2 F




Report Date: 06-Jan-2015

Page 120 of 315

Selection Range : 01-Jul-2014 To 06-Jan-2015

CLOSED FAULT REPORT

FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223667
NEXT PHASE: 5118.8

HOURS: 5087.4
LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Jul-2014 13 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL INVENTORY AND FOD CHECK 0 HH088209 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Jul-2014 14 - 00 INSPOK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION IAW AWR 1346, DATED 24 JAN 14 0 HH088209 0.2 F
IVHMS
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Jul-2014 14 - 00 INSPOK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION IAW AWR 1346, DATED 24 JAN 14 0 HH088209 0.2 F
IVHMS
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Jul-2014 15 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTIONS IAW AWR 1428 DATED 24 JUL 2013. 0 HH088209 0.2 F
TDFM.
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Jul-2014 15 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTIONS IAW AWR 1428 DATED 24 JUL 2013. 0 HH088209 0.2 F
TDFM.
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Jul-2014 16 - 00 INSP OKAY
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1444, DATED 11 0 HH088209 0.2 F
JUL 13. SINGLE AHRU CONFIGURATION.
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Jul-2014 16 - 00 INSP OKAY
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1444, DATED 11 0 HH088209 0.2 F
JUL 13. SINGLE AHRU CONFIGURATION.
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Jul-2014 17 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
"PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1453, DATED 8 0 HH088209 0.2 F
NOV 12 AIR WARRIOR BLOCK 1.




Report Date: 06-Jan-2015

CLOSED FAULT REPORT

Selection Range : 01-Jul-2014

Page 121 of 315
To 06-Jan-2015

FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223667 HOURS: 5087.4
NEXT PHASE: 511838 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Jul-2014 17 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
"PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1453, DATED 8 0 HH088209 0.2 F
NOV 12 AIR WARRIOR BLOCK 1.
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Jul-2014 18 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY A WR 1516, DATED 11 0 HH088209 0.2 F
OCT 12 EBC-406HM EMERGENCY LOCATOR TRANSMITTER
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Jul-2014 18 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY A WR 1516, DATED 11 0 HH088209 0.2 F
OCT 12 EBC-406HM EMERGENCY LOCATOR TRANSMITTER
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Jul-2014 19 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM HOIST CABLE GUARD INSPECTION PRIOR TO NEXT USE IA 0 HH088209 0.2 F
W A WR 1566,
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Jul-2014 19 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM HOIST CABLE GUARD INSPECTION PRIOR TO NEXT USE IA 0 HH088209 0.2 F
W A WR 1566,
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Jul-2014 20 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
"PERFORM VISUAL INSPECTION AS REQUIRED BY A WR 1590, DATED 0 HH088209 0.2 F
20 APR 12 AN/ARN-147 VORLILS RECEIVERLELECTRONIC MOUNTING
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Jul-2014 20 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
"PERFORM VISUAL INSPECTION AS REQUIRED BY A WR 1590, DATED 0 HH088209 0.2 F
20 APR 12 AN/ARN-147 VORLILS RECEIVERLELECTRONIC MOUNTING
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Jul-2014 21 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1607, DATED 29 0

MAR 13 LIGHT EMITTING DIODE (LED)

HH088209 0.2




Report Date: 06-Jan-2015

Page 122 of 315

Selection Range : 01-Jul-2014 To 06-Jan-2015

CLOSED FAULT REPORT
FOR: K08DD2

MODEL: UH-60A SERIAL NUMBER: 8223667

HOURS: 5087.4
NEXT PHASE: 511838 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Jul-2014 21 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1607, DATED 29 0 HH088209 0.2 F
MAR 13 LIGHT EMITTING DIODE (LED)
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Jul-2014 22 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1800, DATED 22 0 HH088209 0.2 F
MAR 13 BLUE FORCE TRACKING SYSTEM (BFT) AND
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Jul-2014 22 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1800, DATED 22 0 HH088209 0.2 F
MAR 13 BLUE FORCE TRACKING SYSTEM (BFT) AND
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Jul-2014 23 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION IAW AWR 1823, DATED 14 MAY 12 0 HH088209 0.2 F
(IVHMS) HEALTH USAGE MANAGEMENT SYSTEM (HUMS) SOFTWARE
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Jul-2014 23 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION IAW AWR 1823, DATED 14 MAY 12 0 HH088209 0.2 F
(IVHMS) HEALTH USAGE MANAGEMENT SYSTEM (HUMS) SOFTWARE
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Jul-2014 24 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1886, DATED 23 0 HH088209 0.2 F
APR 13 COMMON HYDROMECHANICAL UNIT (HMU) (P/N
DATE SEQ NO STATUS wucC ACTION TAKEN
02-Jul-2014 24 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1886, DATED 23 0 HH088209 0.2 F
APR 13 COMMON HYDROMECHANICAL UNIT (HMU) (P/N




Page 123 of 315

Report Date: To 06-Jan-2015

06-Jan-2015 Selection Range : 01-Jul-2014

CLOSED FAULT REPORT

FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223667 HOURS: 5087.4
NEXT PHASE: 511838 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 08-Jul-2014  7:45 AM 2 - 5066.2 05-Aug-2014 5066.2 0 6 09B01
FAULT WRITE-UP: ACTION TAKEN:
INSP A236 - AIRCRAFT BATTERY SERVICEABILITY INSPECTION. COMPLETED OK
DUE AT: 24-JUL-2014 OR 5136.4 HOURS. UPGRADE TO RED X
STATUS ON 06-AUG-2014 OR 5141.4 HOURS
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 LF921636 1 F
0 O 1 09B01 F 2
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 08-Jul-2014  7:45 AM 3 - 5054.4 15-Jul-2014 5054.4 0 6 15
FAULT WRITE-UP: ACTION TAKEN:
INSP A840 - APU HOURS/START UPDATE. DUE AT: 15-JUL-2014. COMPLETED
UPGRADE TO RED X STATUS ON 19-JUL-2014
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 JK685216 0.2 F
0 0 1 15 F -7
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
E 15-Jul-2014  7:17 AM 2 - 5066.2 05-Aug-2014 5066.2 0 6 19H
FAULT WRITE-UP: ACTION TAKEN:
INSP E125 - KY-58 PMCS/OPNL CHECK. DUE AT: 29-JUL-2014. COMPLETED ON 30 JULY
UPGRADE TO RED X STATUS ON 08-AUG-2014
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 LF921636 1 F
0 0 1 19H F 9
DELAY




Page 124 of 315

Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223667 HOURS: 5087.4
NEXT PHASE: 511838 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 15-Jul-2014  7:17 AM 3 - 5054.4 15-Jul-2014 5054.4 0 6 04A06B
FAULT WRITE-UP: ACTION TAKEN:
INSP A100 - #1 ENGINE HISTORY RECORDER READING DUE. DUE COMPLETED
AT: 15-JUL-2014. UPGRADE TO RED X STATUS ON 16-JUL-2014
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 JK685216 0.5 F
O O 1 04A06B F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 15-Jul-2014  7:17 AM 4 - 5054.4 15-Jul-2014 5054.4 0 6 04A06B
FAULT WRITE-UP: ACTION TAKEN:
INSP A101 - #2 ENGINE HISTORY RECORDER READING DUE. DUE COMPLETED
AT: 15-JUL-2014. UPGRADE TO RED X STATUS ON 16-JUL-2014
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 JK685216 0.2 F
0 0 1 04A06B F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 15-Jul-2014  7:17 AM 5 - 5054.4 16-Jul-2014 5054.4 0 1 00
FAULT WRITE-UP: ACTION TAKEN:
INSP A103 - AIRCRAFT WASH DUE. DUE AT: 18-JUL-2014. DEFERRED DUE TO RAMP CONSTRUCTION PER WERNEKE
UPGRADE TO RED X STATUS ON 22-JUL-2014 LARRY LW 663398
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 JK685216 0.2 F
0 0 1 00 F -1
DELAY




Page 125 of 315

Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223667 HOURS: 5087.4
NEXT PHASE: 511838 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 15-Jul-2014  8:46 AM 7 - 5058 17-Jul-2014 5058 0 3 00
FAULT WRITE-UP: ACTION TAKEN:
INSP A001 - PREVENTIVE MAINTENANCE DAILY (PMD). DUE AT: 22- COMPLETED
JUL-2014. UPGRADE TO RED X STATUS ON 25-JUL-2014
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 TR315248 2 F
O O 1 00 F -2
DELAY

13-2s to Follow

DATE SEQNO STATUS wucC ACTION TAKEN

15-Jul-2014 1 - 00 COMPLETED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

INSP AREA #1 0 TR315248 0.3 F
DATE SEQNO STATUS wucC ACTION TAKEN

15-Jul-2014 2 - 00 COMPLETED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

INSP AREA #2 0 TR315248 0.3 F
DATE SEQNO STATUS wucC ACTION TAKEN

15-Jul-2014 3 - 00 COMPLETED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

INSP AREA #3 0 TR315248 0.3 F
DATE SEQNO STATUS wuc ACTION TAKEN

15-Jul-2014 4 - 00 COMPLETED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

INSP AREA #4 0 TR315248 0.3 F
DATE SEQNO STATUS wuc ACTION TAKEN

15-Jul-2014 5 - 00 COMPLETED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

INSP AREA #5 0 TR315248 0.5 F
DATE SEQNO STATUS wuc ACTION TAKEN

15-Jul-2014 6 - 00 COMPLETED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

INSP AREA #6 0 TR315248 0.5 F




Page 126 of 315

Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015

CLOSED FAULT REPORT

FOR: K08DD2
SERIAL NUMBER: 8223667
LAST MISSION:

MODEL: UH-60A
NEXT PHASE: 5118.8

HOURS: 5087.4
25-Nov-2014

Current Status A: X

Current Status E:

Current Status O:

Current Status W:

DATE SEQ NO STATUS wuc ACTION TAKEN

15-Jul-2014 7 / 00 CLOSED COVERS

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

OPEN ALL T/R D/S COVERS 0 TR315248 0.3 F
DATE SEQ NO STATUS wuc ACTION TAKEN

15-Jul-2014 8 / 00 CLOSED DOORS

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

OPEN APU COMPARTMENT DOORS 0 TR315248 0.3 F
DATE SEQ NO STATUS wuc ACTION TAKEN

15-Jul-2014 9 / 00 REINSTALLED COVER

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVE INT. G/B COVER 0 TR315248 0.3 F
DATE SEQ NO STATUS wuc ACTION TAKEN

15-Jul-2014 10 / 00 REINSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVE T/R G/B FWD FAIRING 0 TR315248 0.3 F
DATE SEQ NO STATUS wuc ACTION TAKEN

15-Jul-2014 11 / 00 CLOSED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

OPEN M/R SLIDING PYON COVER 0 TR315248 0.3 F
DATE SEQ NO STATUS wuc ACTION TAKEN

15-Jul-2014 12 / 00 CLOSED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

OPEN OIL COOLER ACCESS DOORS 0 TR315248 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

15-Jul-2014 13 - 00 COMPLETED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

TOOL INVENTORY AND FOD CHECK 0 TR315248 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

15-Jul-2014 14 - 00 COMPLETED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

PERFORM VISUAL INSPECTION IAW AWR 1346, DATED 24 JAN 14 0 TR315248 0.2 F

IVHMS




Page 127 of 315

Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223667 HOURS: 5087.4
NEXT PHASE: 511838 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:

DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 15 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTIONS IAW AWR 1428 DATED 24 JUL 2013. 0 TR315248 0.2 F
TDFM.

DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 16 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1444, DATED 11 0 TR315248 0.2 F

JUL 13. SINGLE AHRU CONFIGURATION.

DATE SEQ NO STATUS wuc ACTION TAKEN
15-Jul-2014 17 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
"PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1453, DATED 8 0 TR315248 0.2 F
NOV 12 AIR WARRIOR BLOCK .

DATE SEQ NO STATUS wuc ACTION TAKEN
15-Jul-2014 18 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY A WR 1516, DATED 11 0 TR315248 0.2 F

OCT 12 EBC-406HM EMERGENCY LOCATOR TRANSMITTER

DATE SEQ NO STATUS wuc ACTION TAKEN
15-Jul-2014 19 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM HOIST CABLE GUARD INSPECTION PRIOR TO NEXT USE IA 0 TR315248 0.2 F
W A WR 1566,

DATE SEQ NO STATUS wuc ACTION TAKEN
15-Jul-2014 20 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
"PERFORM VISUAL INSPECTION AS REQUIRED BY A WR 1590, DATED 0 TR315248 0.2 F

20 APR 12 AN/ARN-147 VORLILS RECEIVERLELECTRONIC MOUNTING

DATE SEQ NO STATUS wuc ACTION TAKEN
15-Jul-2014 21 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1607, DATED 29 0 TR315248 0.2 F

MAR 13 LIGHT EMITTING DIODE (LED)

DATE SEQ NO STATUS wuc ACTION TAKEN
15-Jul-2014 22 - 00 OMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1800, DATED 22 0 TR315248 0.2 F

MAR 13 BLUE FORCE TRACKING SYSTEM (BFT) AND




Report Date: 06-Jan-2015

CLOSED FAULT REPORT

FOR: K08DD2

MODEL: UH-60A SERIAL NUMBER: 8223667

Selection Range : 01-Jul-2014

Page 128 of 315
To 06-Jan-2015

HOURS: 5087.4
NEXT PHASE: 511838 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 23 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION IAW AWR 1823, DATED 14 MAY 12 0 TR315248 0.2 F
(IVHMS) HEALTH USAGE MANAGEMENT SYSTEM (HUMS) SOFTWARE
DATE SEQ NO STATUS wucC ACTION TAKEN
15-Jul-2014 24 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1886, DATED 23 0 TR315248 0.2 F
APR 13 COMMON HYDROMECHANICAL UNIT (HMU) (P/N
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 15-Jul-2014  8:46 AM 8 - 5054.4 15-Jul-2014 5054.4 0 3 00
FAULT WRITE-UP: ACTION TAKEN:
PREVENTIVE MAINTENANCE DAILY (PMD) COMPLETED
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 TR315248 0.1 F
X O 1 00 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 15-Jul-2014  3:10 PM 10 - 5054.4 16-Jul-2014 5054.4 0 6 15
FAULT WRITE-UP: ACTION TAKEN:
INSP A840 - APU HOURS/START UPDATE. DUE AT: 15-JUL-2014. COMPLETED
UPGRADE TO RED X STATUS ON 19-JUL-2014
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 JK685216 0.2 F
0 0 1 15 F -1

DELAY




Page 129 of 315

Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223667 HOURS: 5087.4
NEXT PHASE: 511838 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 17-Jul-2014  8:29 AM 1 - 5058 17-Jul-2014 5058 0 3 00
FAULT WRITE-UP: ACTION TAKEN:
PREVENTIVE MAINTENANCE DAILY (PMD) COMPLETED
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 TR315248 0.1 F
X O 1 00 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 17-Jul-2014  9:14 AM 2 - 5062.4 18-Jul-2014 5062.4 0 3 00
FAULT WRITE-UP: ACTION TAKEN:
INSP A001 - PREVENTIVE MAINTENANCE DAILY (PMD). DUE AT: 24- COMPLETED
JUL-2014. UPGRADE TO RED X STATUS ON 27-JUL-2014
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 TR315248 2 F
0 0 1 00 F -1
DELAY

13-2s to Follow

DATE SEQNO STATUS wuc ACTION TAKEN

17-Jul-2014 1 - 00 COMPLETED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

INSP AREA #1 0 TR315248 0.3 F
DATE SEQNO STATUS wuc ACTION TAKEN

17-Jul-2014 1 - 00 COMPLETED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

INSP AREA #1 0 TR315248 0.3 F
DATE SEQNO STATUS wuc ACTION TAKEN

17-Jul-2014 2 - 00 COMPLETED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

INSP AREA #2 0 TR315248 0.3 F
DATE SEQNO STATUS wuc ACTION TAKEN

17-Jul-2014 2 - 00 COMPLETED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

INSP AREA #2 0 TR315248 0.3 F




Page 130 of 315

Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223667 HOURS: 5087.4
NEXT PHASE: 511838 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Jul-2014 3 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSP AREA #3 0 JK685216 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Jul-2014 3 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSP AREA #3 0 JK685216 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Jul-2014 4 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSP AREA #4 0 JK685216 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Jul-2014 4 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSP AREA #4 0 JK685216 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Jul-2014 5 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSP AREA #5 0 JK685216 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Jul-2014 5 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSP AREA #5 0 JK685216 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Jul-2014 6 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSP AREA #6 0 TR315248 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Jul-2014 6 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

INSP AREA #6 0 TR315248 0.5 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223667 HOURS: 5087.4
NEXT PHASE: 511838 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Jul-2014 7 / 00 CLOSED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPEN ALL T/R D/S COVERS 0 JK685216 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Jul-2014 7 / 00 CLOSED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPEN ALL T/R D/S COVERS 0 JK685216 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Jul-2014 8 / 00 CLOSED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPEN APU COMPARTMENT DOORS 0 TR315248 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Jul-2014 8 / 00 CLOSED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPEN APU COMPARTMENT DOORS 0 TR315248 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Jul-2014 9 / 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVE INT. G/B COVER 0 JK685216 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Jul-2014 9 / 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVE INT. G/B COVER 0 JK685216 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Jul-2014 10 / 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVE T/R G/B FWD FAIRING 0 JK685216 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Jul-2014 10 / 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVE T/R G/B FWD FAIRING 0 JK685216 0.2 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223667 HOURS: 5087.4
NEXT PHASE: 511838 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Jul-2014 11 / 00 CLOSED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPEN M/R SLIDING PYON COVER 0 TR315248 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Jul-2014 11 / 00 CLOSED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPEN M/R SLIDING PYON COVER 0 TR315248 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Jul-2014 12 / 00 CLOSEDN
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPEN OIL COOLER ACCESS DOORS 0 TR315248 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Jul-2014 12 / 00 CLOSEDN
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPEN OIL COOLER ACCESS DOORS 0 TR315248 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Jul-2014 13 - 00 COMPLETD
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL INVENTORY AND FOD CHECK 0 TR315248 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Jul-2014 13 - 00 COMPLETD
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL INVENTORY AND FOD CHECK 0 TR315248 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Jul-2014 14 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION IAW AWR 1346, DATED 24 JAN 14 0 TR315248 0.2 F
IVHMS
DATE SEQ NO STATUS wucC ACTION TAKEN
17-Jul-2014 14 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION IAW AWR 1346, DATED 24 JAN 14 0 TR315248 0.2 F

IVHMS
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223667 HOURS: 5087.4
NEXT PHASE: 511838 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:

DATE SEQ NO STATUS wucC ACTION TAKEN
17-Jul-2014 15 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTIONS IAW AWR 1428 DATED 24 JUL 2013. 0 TR315248 0.2 F
TDFM.

DATE SEQ NO STATUS wucC ACTION TAKEN
17-Jul-2014 15 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTIONS IAW AWR 1428 DATED 24 JUL 2013. 0 TR315248 0.2 F
TDFM.

DATE SEQ NO STATUS wucC ACTION TAKEN
17-Jul-2014 16 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1444, DATED 11 0 TR315248 0.2 F

JUL 13. SINGLE AHRU CONFIGURATION.

DATE SEQ NO STATUS wuc ACTION TAKEN
17-Jul-2014 16 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1444, DATED 11 0 TR315248 0.2 F

JUL 13. SINGLE AHRU CONFIGURATION.

DATE SEQ NO STATUS wuc ACTION TAKEN
17-Jul-2014 17 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
"PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1453, DATED 8 0 TR315248 0.2 F

NOV 12 AIR WARRIOR BLOCK .

DATE SEQ NO STATUS wuc ACTION TAKEN
17-Jul-2014 17 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
"PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1453, DATED 8 0 TR315248 0.2 F

NOV 12 AIR WARRIOR BLOCK .

DATE SEQ NO STATUS wuc ACTION TAKEN
17-Jul-2014 18 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY A WR 1516, DATED 11 0 TR315248 0.2 F

OCT 12 EBC-406HM EMERGENCY LOCATOR TRANSMITTER

DATE SEQ NO STATUS wuc ACTION TAKEN
17-Jul-2014 18 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY A WR 1516, DATED 11 0 TR315248 0.2 F

OCT 12 EBC-406HM EMERGENCY LOCATOR TRANSMITTER
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223667 HOURS: 5087.4
NEXT PHASE: 511838 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:

DATE SEQ NO STATUS wucC ACTION TAKEN
17-Jul-2014 19 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM HOIST CABLE GUARD INSPECTION PRIOR TO NEXT USE IA 0 TR315248 0.2 F
W A WR 1566,

DATE SEQ NO STATUS wucC ACTION TAKEN
17-Jul-2014 19 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM HOIST CABLE GUARD INSPECTION PRIOR TO NEXT USE IA 0 TR315248 0.2 F
W A WR 1566,

DATE SEQ NO STATUS wucC ACTION TAKEN
17-Jul-2014 20 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
"PERFORM VISUAL INSPECTION AS REQUIRED BY A WR 1590, DATED 0 TR315248 0.2 F

20 APR 12 AN/ARN-147 VORLILS RECEIVERLELECTRONIC MOUNTING

DATE SEQ NO STATUS wuc ACTION TAKEN
17-Jul-2014 20 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
"PERFORM VISUAL INSPECTION AS REQUIRED BY A WR 1590, DATED 0 TR315248 0.2 F

20 APR 12 AN/ARN-147 VORLILS RECEIVERLELECTRONIC MOUNTING

DATE SEQ NO STATUS wuc ACTION TAKEN
17-Jul-2014 21 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1607, DATED 29 0 TR315248 0.2 F

MAR 13 LIGHT EMITTING DIODE (LED)

DATE SEQ NO STATUS wuc ACTION TAKEN
17-Jul-2014 21 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1607, DATED 29 0 TR315248 0.2 F

MAR 13 LIGHT EMITTING DIODE (LED)

DATE SEQ NO STATUS wuc ACTION TAKEN
17-Jul-2014 22 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1800, DATED 22 0 TR315248 0.2 F

MAR 13 BLUE FORCE TRACKING SYSTEM (BFT) AND

DATE SEQ NO STATUS wuc ACTION TAKEN
17-Jul-2014 22 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1800, DATED 22 0 TR315248 0.2 F

MAR 13 BLUE FORCE TRACKING SYSTEM (BFT) AND
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223667 HOURS: 5087.4
NEXT PHASE: 511838 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN

17-Jul-2014 23 - 00 COMPLETED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION IAW AWR 1823, DATED 14 MAY 12 0 TR315248 0.2 F

(IVHMS) HEALTH USAGE MANAGEMENT SYSTEM (HUMS) SOFTWARE

DATE SEQ NO STATUS wuc ACTION TAKEN
17-Jul-2014 23 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION IAW AWR 1823, DATED 14 MAY 12 0 TR315248 0.2 F

(IVHMS) HEALTH USAGE MANAGEMENT SYSTEM (HUMS) SOFTWARE

DATE SEQ NO STATUS wuc ACTION TAKEN
17-Jul-2014 24 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1886, DATED 23 0 TR315248 0.2 F

APR 13 COMMON HYDROMECHANICAL UNIT (HMU) (P/N

DATE SEQ NO STATUS wuc ACTION TAKEN
17-Jul-2014 24 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1886, DATED 23 0 TR315248 0.2 F

APR 13 COMMON HYDROMECHANICAL UNIT (HMU) (P/N

DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 18-Jul-2014  8:38 AM 1 - 5062.4 18-Jul-2014 5062.4 0 3 00
FAULT WRITE-UP: ACTION TAKEN:
PREVENTIVE MAINTENANCE DAILY (PMD) COMPLETED
WHEN HOW MAL wuc MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 TR315248 0.1 F
X o} 1 00 F 0
DELAY
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223667 HOURS: 5087.4
NEXT PHASE: 511838 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 18-Jul-2014  10:18 AM 2 - 5066.2 18-Jul-2014 5066.2 0 3 00
FAULT WRITE-UP: ACTION TAKEN:
INSP A001 - PREVENTIVE MAINTENANCE DAILY (PMD). DUE AT: 25- COMPLETE
JUL-2014. UPGRADE TO RED X STATUS ON 28-JUL-2014
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 JM258694 2 F
O O 1 00 F 0
DELAY

13-2s to Follow

DATE SEQNO STATUS wucC ACTION TAKEN

18-Jul-2014 1 - 00 COMPLETE

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

INSP AREA #1 0 JM258694 0.1 F
DATE SEQNO STATUS wucC ACTION TAKEN

18-Jul-2014 2 - 00 COMPLETE

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

INSP AREA #2 0 JM258694 0.3 F
DATE SEQNO STATUS wucC ACTION TAKEN

18-Jul-2014 3 - 00 COMPLETE

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

INSP AREA #3 0 JM258694 0.3 F
DATE SEQNO STATUS wuc ACTION TAKEN

18-Jul-2014 4 - 00 COMPLETE

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

INSP AREA #4 0 JM258694 0.3 F
DATE SEQNO STATUS wuc ACTION TAKEN

18-Jul-2014 5 - 00 COMPLETE

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

INSP AREA #5 0 JM258694 0.3 F
DATE SEQNO STATUS wuc ACTION TAKEN

18-Jul-2014 6 - 00 COMPLETE

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

INSP AREA #6 0 JM258694 0.3 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223667 HOURS: 5087.4
NEXT PHASE: 511838 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Jul-2014 7 / 00 CLOSED T/R D/S COVERS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPEN ALL T/R D/S COVERS 0 JM258694 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Jul-2014 8 / 00 CLOSED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPEN APU COMPARTMENT DOORS 0 JM258694 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Jul-2014 9 / 00 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVE INT. G/B COVER 0 JM258694 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Jul-2014 10 / 00 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVE T/R G/B FWD FAIRING 0 JM258694 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Jul-2014 11 / 00 CLOSED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPEN M/R SLIDING PYON COVER 0 JM258694 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Jul-2014 12 / 00 CLOSED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPEN OIL COOLER ACCESS DOORS 0 JM258694 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Jul-2014 13 - 00 INSP COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL INVENTORY AND FOD CHECK 0 JM258694 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Jul-2014 14 - 00 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION IAW AWR 1346, DATED 24 JAN 14 0 JM258694 0.3 F

IVHMS
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223667 HOURS: 5087.4
NEXT PHASE: 511838 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:

DATE SEQ NO STATUS wucC ACTION TAKEN
18-Jul-2014 15 - 00 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTIONS IAW AWR 1428 DATED 24 JUL 2013. 0 JM258694 0.3 F
TDFM.

DATE SEQ NO STATUS wucC ACTION TAKEN
18-Jul-2014 16 - 00 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1444, DATED 11 0 JM258694 0.3 F

JUL 13. SINGLE AHRU CONFIGURATION.

DATE SEQ NO STATUS wuc ACTION TAKEN
18-Jul-2014 17 - 00 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
"PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1453, DATED 8 0 JM258694 0.3 F
NOV 12 AIR WARRIOR BLOCK .

DATE SEQ NO STATUS wuc ACTION TAKEN
18-Jul-2014 18 - 00 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY A WR 1516, DATED 11 0 JM258694 0.3 F

OCT 12 EBC-406HM EMERGENCY LOCATOR TRANSMITTER

DATE SEQ NO STATUS wuc ACTION TAKEN
18-Jul-2014 19 - 00 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM HOIST CABLE GUARD INSPECTION PRIOR TO NEXT USE IA 0 JM258694 0.3 F
W A WR 1566,

DATE SEQ NO STATUS wuc ACTION TAKEN
18-Jul-2014 20 - 00 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
"PERFORM VISUAL INSPECTION AS REQUIRED BY A WR 1590, DATED 0 JM258694 0.3 F

20 APR 12 AN/ARN-147 VORLILS RECEIVERLELECTRONIC MOUNTING

DATE SEQ NO STATUS wuc ACTION TAKEN
18-Jul-2014 21 - 00 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1607, DATED 29 0 JM258694 0.3 F

MAR 13 LIGHT EMITTING DIODE (LED)

DATE SEQ NO STATUS wuc ACTION TAKEN
18-Jul-2014 22 - 00 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1800, DATED 22 0 JM258694 0.3 F

MAR 13 BLUE FORCE TRACKING SYSTEM (BFT) AND




Report Date: 06-Jan-2015

Selection Range : 01-Jul-2014

CLOSED FAULT REPORT
FOR: K08DD2

MODEL: UH-60A
NEXT PHASE: 5118.8

Current Status A: X Current Status E:

SERIAL NUMBER: 8223667
LAST MISSION:

Current Status O:

HOURS:

25-Nov-2014

Page 139 of 315

To 06-Jan-2015

5087.4

Current Status W:

DATE SEQ NO STATUS wucC ACTION TAKEN
18-Jul-2014 23 - 00 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION IAW AWR 1823, DATED 14 MAY 12 0 JM258694 0.3 F
(IVHMS) HEALTH USAGE MANAGEMENT SYSTEM (HUMS) SOFTWARE
DATE SEQ NO STATUS wucC ACTION TAKEN
18-Jul-2014 24 - 00 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1886, DATED 23 0 JM258694 0.3 F
APR 13 COMMON HYDROMECHANICAL UNIT (HMU) (P/N
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 22-Jul-2014  7:08 AM 1 - 5066.2 25-Jul-2014 5066.2 0 3 00
FAULT WRITE-UP: ACTION TAKEN:
INSP A001 - PREVENTIVE MAINTENANCE DAILY (PMD). DUE AT: 25- COMPLETED INSP. OK
JUL-2014. UPGRADE TO RED X STATUS ON 28-JUL-2014
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 JK685216 2 F
O O 1 00 F -3
DELAY
13-2s to Follow
DATE SEQ NO STATUS wucC ACTION TAKEN
22-Jul-2014 1 X 00 ENTERED IN EARROR
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED QUICK DISCONNECT COUPLING ON #1 SIDE M/L/G JS844198 0.1 JK685216 0.1 F
DRAG BEAM
DATE SEQ NO STATUS wucC ACTION TAKEN
22-Jul-2014 2 X 00 ENTERED IN EARROR
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED TUBE FROM INLET PORT OF M/L/G BRAKE JS844198 0.1 JK685216 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
22-Jul-2014 3 X 00 ENTERED IN EARROR
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED HDWR SUCURRING M/L/G BRAKE TO DRAG BEAM JS844198 0 JK685216 0.1 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223667 HOURS: 5087.4
NEXT PHASE: 511838 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
22-Jul-2014 4 X 00 ENTERED IN EARROR
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED ELBOW FROM M/L/G WHEEL BRAKE JS844198 0 JK685216 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
22-Jul-2014 5 X 00 ENTERED IN EARROR
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED NUT FROM M/L/G WHEEL BRAKE JS844198 0 JK685216 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
22-Jul-2014 6 X 00 ENTERED IN EARROR
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED RETAINER FROM M/L/G WHEEL BRAKE JS844198 0 JK685216 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
22-Jul-2014 7 X 00 ENTERED IN EARROR
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED PACKING FROM RETAINER JS844198 0 JK685216 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
22-Jul-2014 8 X 00 ENTERED IN EARROR
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED SHIELD FROM AXLE JS844198 0 JK685216 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
22-Jul-2014 9 - 00 ENTERED IN EARROR
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL AND FOD CHECK DUE 0 JK685216 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
22-Jul-2014 10 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSP AREA #1 0 JK685216 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
22-Jul-2014 11 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

INSP AREA #2 0 JK685216 0.3 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223667 HOURS: 5087.4
NEXT PHASE: 511838 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
22-Jul-2014 12 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSP AREA #3 0 JK685216 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
22-Jul-2014 13 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSP AREA #4 0 JK685216 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
22-Jul-2014 14 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSP AREA #5 0 JK685216 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
22-Jul-2014 15 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSP AREA #6 0 JK685216 0.4 F
DATE SEQ NO STATUS wucC ACTION TAKEN
22-Jul-2014 16 / 00 CLOSED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPEN ALL T/R D/S COVERS 0 JK685216 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
22-Jul-2014 17 / 00 CLOSED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPEN APU COMPARTMENT DOORS 0 JK685216 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
22-Jul-2014 18 / 00 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVE INT. G/B COVER 0 JK685216 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
22-Jul-2014 19 / 00 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVE T/R G/B FWD FAIRING 0 JK685216 0.2 F




Report Date: 06-Jan-2015

Page 142 of 315

Selection Range : 01-Jul-2014 To 06-Jan-2015

CLOSED FAULT REPORT

FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223667
NEXT PHASE: 5118.8

HOURS: 5087.4
LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
22-Jul-2014 20 / 00 CLOSE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPEN M/R SLIDING PYON COVER 0 JK685216 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
22-Jul-2014 21 / 00 CLOSED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPEN OIL COOLER ACCESS DOORS 0 JK685216 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
22-Jul-2014 22 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL INVENTORY AND FOD CHECK 0 JK685216 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
22-Jul-2014 23 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION IAW AWR 1346, DATED 24 JAN 14 0 JK685216 0.2 F
IVHMS
DATE SEQ NO STATUS wucC ACTION TAKEN
22-Jul-2014 24 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTIONS IAW AWR 1428 DATED 24 JUL 2013. 0 JK685216 0.2 F
TDFM.
DATE SEQ NO STATUS wucC ACTION TAKEN
22-Jul-2014 25 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1444, DATED 11 0 JK685216 0.2 F
JUL 13. SINGLE AHRU CONFIGURATION.
DATE SEQ NO STATUS wucC ACTION TAKEN
22-Jul-2014 26 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
"PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1453, DATED 8 0 JK685216 0.2 F
NOV 12 AIR WARRIOR BLOCK 1.
DATE SEQ NO STATUS wucC ACTION TAKEN
22-Jul-2014 27 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY A WR 1516, DATED 11 0 JK685216 0.2 F
OCT 12 EBC-406HM EMERGENCY LOCATOR TRANSMITTER




Report Date: 06-Jan-2015

CLOSED FAULT REPORT
FOR: K08DD2
SERIAL NUMBER: 8223667

MODEL: UH-60A

Selection Range : 01-Jul-2014

Page 143 of 315

To 06-Jan-2015

HOURS: 5087.4
NEXT PHASE: 511838 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
22-Jul-2014 28 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM HOIST CABLE GUARD INSPECTION PRIOR TO NEXT USE IA 0 JK685216 0.2 F
W A WR 1566,
DATE SEQ NO STATUS wucC ACTION TAKEN
22-Jul-2014 29 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
"PERFORM VISUAL INSPECTION AS REQUIRED BY A WR 1590, DATED 0 JK685216 0.2 F
20 APR 12 AN/ARN-147 VORLILS RECEIVERLELECTRONIC MOUNTING
DATE SEQ NO STATUS wucC ACTION TAKEN
22-Jul-2014 30 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1607, DATED 29 0 JK685216 0.2 F
MAR 13 LIGHT EMITTING DIODE (LED)
DATE SEQ NO STATUS wucC ACTION TAKEN
22-Jul-2014 31 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1800, DATED 22 0 JK685216 0.2 F
MAR 13 BLUE FORCE TRACKING SYSTEM (BFT) AND
DATE SEQ NO STATUS wucC ACTION TAKEN
22-Jul-2014 32 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION IAW AWR 1823, DATED 14 MAY 12 0 JK685216 0.2 F
(IVHMS) HEALTH USAGE MANAGEMENT SYSTEM (HUMS) SOFTWARE
DATE SEQ NO STATUS wucC ACTION TAKEN
22-Jul-2014 33 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1886, DATED 23 0 JK685216 0.2 F
APR 13 COMMON HYDROMECHANICAL UNIT (HMU) (P/N




Page 144 of 315

Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223667 HOURS: 5087.4
NEXT PHASE: 511838 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 29-Jul-2014  10:45 AM 1 - 5066.2 31-Jul-2014 5066.2 0 3 00
FAULT WRITE-UP: ACTION TAKEN:
INSP A001 - PREVENTIVE MAINTENANCE DAILY (PMD). DUE AT: 01- COMPLETED INSP. OK
AUG-2014. UPGRADE TO RED X STATUS ON 04-AUG-2014
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 JK685216 2 F
O O 1 00 F -2
DELAY
13-2s to Follow
DATE SEQ NO STATUS WwucC ACTION TAKEN
29-Jul-2014 1 - 00 COMPLETED INSP .OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSP AREA #1 0 JK685216 0.3 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
29-Jul-2014 2 - 00 COMPLETED INSP. OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSP AREA #2 0 JK685216 0.3 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
29-Jul-2014 3 - 00 COMPLETED INSP. OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSP AREA #3 0 JK685216 0.3 F
DATE SEQ NO STATUS WucC ACTION TAKEN
29-Jul-2014 4 - 00 COMPLETED INSP. OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSP AREA #4 0 JK685216 0.3 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
29-Jul-2014 5 - 00 COMPLETED INSP .OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSP AREA #5 0 JK685216 0.3 F
DATE SEQ NO STATUS WucC ACTION TAKEN
29-Jul-2014 6 - 00 COMPLETED INSP. OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSP AREA #6 0 JK685216 0.4 F




Report Date: 06-Jan-2015

CLOSED FAULT REPORT

Selection Range : 01-Jul-2014

Page 145 of 315
To 06-Jan-2015

FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223667 HOURS: 5087.4
NEXT PHASE: 511838 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
29-Jul-2014 7 / 00 CLOSED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPEN ALL T/R D/S COVERS 0 JK685216 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
29-Jul-2014 8 / 00 CLOSED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPEN APU COMPARTMENT DOORS 0 JK685216 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
29-Jul-2014 9 / 00 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVE INT. G/B COVER 0 JK685216 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
29-Jul-2014 10 / 00 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVE T/R G/B FWD FAIRING 0 JK685216 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
29-Jul-2014 11 / 00 CLOSED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPEN M/R SLIDING PYON COVER 0 JK685216 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
29-Jul-2014 12 / 00 CLOSED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPEN OIL COOLER ACCESS DOORS 0 JK685216 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
29-Jul-2014 13 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL INVENTORY AND FOD CHECK 0 JK685216 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
29-Jul-2014 14 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION IAW AWR 1346, DATED 24 JAN 14 0 JK685216 0.2
IVHMS




Report Date: 06-Jan-2015

CLOSED FAULT REPORT
FOR: K08DD2

MODEL: UH-60A SERIAL NUMBER: 8223667

Selection Range : 01-Jul-2014

Page 146 of 315
To 06-Jan-2015

HOURS: 5087.4
NEXT PHASE: 511838 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
29-Jul-2014 15 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTIONS IAW AWR 1428 DATED 24 JUL 2013. 0 JK685216 0.2 F
TDFM.
DATE SEQ NO STATUS wucC ACTION TAKEN
29-Jul-2014 16 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1444, DATED 11 0 JK685216 0.2 F
JUL 13. SINGLE AHRU CONFIGURATION.
DATE SEQ NO STATUS wucC ACTION TAKEN
29-Jul-2014 17 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
"PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1453, DATED 8 0 JK685216 0.2 F
NOV 12 AIR WARRIOR BLOCK 1.
DATE SEQ NO STATUS wucC ACTION TAKEN
29-Jul-2014 18 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY A WR 1516, DATED 11 0 JK685216 0.2 F
OCT 12 EBC-406HM EMERGENCY LOCATOR TRANSMITTER
DATE SEQ NO STATUS wucC ACTION TAKEN
29-Jul-2014 19 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM HOIST CABLE GUARD INSPECTION PRIOR TO NEXT USE IA 0 JK685216 0.2 F
W A WR 1566,
DATE SEQ NO STATUS wucC ACTION TAKEN
29-Jul-2014 20 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
"PERFORM VISUAL INSPECTION AS REQUIRED BY A WR 1590, DATED 0 JK685216 0.2 F
20 APR 12 AN/ARN-147 VORLILS RECEIVERLELECTRONIC MOUNTING
DATE SEQ NO STATUS wucC ACTION TAKEN
29-Jul-2014 21 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1607, DATED 29 0 JK685216 0.2 F
MAR 13 LIGHT EMITTING DIODE (LED)
DATE SEQ NO STATUS wucC ACTION TAKEN
29-Jul-2014 22 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1800, DATED 22 0 JK685216 0.2 F
MAR 13 BLUE FORCE TRACKING SYSTEM (BFT) AND




Report Date: 06-Jan-2015

CLOSED FAULT REPORT

FOR: K08DD2

MODEL: UH-60A SERIAL NUMBER: 8223667

NEXT PHASE: 5118.8

Current Status A: X Current Status E:

Selection Range : 01-Jul-2014

LAST MISSION:
Current Status O:

Page 147 of 315
To 06-Jan-2015

HOURS:
25-Nov-2014

5087.4

Current Status W:

DATE  SEQNO STATUS wuc ACTION TAKEN
29-Jul-2014 23 - 00 COMPLETED
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION IAW AWR 1823, DATED 14 MAY 12 0 JK685216 0.2 F
(IVHMS) HEALTH USAGE MANAGEMENT SYSTEM (HUMS) SOFTWARE
DATE  SEQNO STATUS wuc ACTION TAKEN
29-Jul-2014 24 - 00 COMPLETED
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1886, DATED 23 0 JK685216 0.2 F
APR 13 COMMON HYDROMECHANICAL UNIT (HMU) (P/N
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 31-Ju-2014 1026 AM 3 - KJ781803  5066.2 31-Jul-2014 5066.2 0 T 04A01G
FAULT WRITE-UP: ACTION TAKEN:
COMPLYWITH REQUIREMENTS OF H-60-14-ASAM-08 BEFORE ENTERED IN ERROR
5076.2 ACF BUT NOT TO EXCEED 13 AUG 14. (HSS)
WHEN HOW  MAL wuc MAINT  DEFERRED | TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 KJ781803 0.1 F
o o 1 04A01G F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 31-Ju-2014 10:36 AM 4 - KJ781803  5066.2 07-Aug-2014 5066.2 0 T 04A01G
FAULT WRITE-UP: ACTION TAKEN:
COMPLYWITH REQUIREMENTS OF H-60-14-ASAM-09 BEFORE COMPLIED WITH -041 HSS INSTALLED
5076.2 ACF BUT NOT TO EXCEED 13 AUG 14.(HSS)
WHEN HOW  MAL wuc MAINT  DEFERRED | TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 JM884376 0.2 F
0 0 1 04A01G F 23
DELAY




Page 148 of 315

Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223667 HOURS: 5087.4
NEXT PHASE: 511838 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 31-Jul-2014  2:05 PM 5 - JM884376  5066.2 31-Jul-2014 5066.2 0 T 00
FAULT WRITE-UP: ACTION TAKEN:
COMPLY WITH REQUIREMENTS OF H-60-14-AMAM-16 BY 12 AUG COMPLIED WITH
2014. AHRU 2410 TRACKING.
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 JM884376 0.2 F
O O 1 00 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 31-Jul-2014  2:07 PM 6 - 5066.2 07-Aug-2014 5066.2 0 3 00
FAULT WRITE-UP: ACTION TAKEN:
INSP A001 - PREVENTIVE MAINTENANCE DAILY (PMD). DUE AT: 07- INSPECTION COMPLETE
AUG-2014. UPGRADE TO RED X STATUS ON 10-AUG-2014
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 JM258694 2 F
0 0 1 00 F 23
DELAY
13-2s to Follow
DATE SEQ NO STATUS wucC ACTION TAKEN
31-Jul-2014 1 - 00 INSP. OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSP AREA #1 0 DL897874 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
31-Jul-2014 1 - 00 INSP. OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSP AREA #1 0 DL897874 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
31-Jul-2014 2 - 00 INSP. OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSP AREA #2 0 DL897874 0.3 F




Page 149 of 315

Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223667 HOURS: 5087.4
NEXT PHASE: 511838 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
31-Jul-2014 2 - 00 INSP. OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSP AREA #2 0 DL897874 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
31-Jul-2014 3 - 00 INSP. OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSP AREA #3 0 DL897874 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
31-Jul-2014 3 - 00 INSP. OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSP AREA #3 0 DL897874 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
31-Jul-2014 4 - 00 INSP. OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSP AREA #4 0 DL897874 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
31-Jul-2014 4 - 00 INSP. OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSP AREA #4 0 DL897874 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
31-Jul-2014 5 - 00 INSP. OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSP AREA #5 0 DL897874 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
31-Jul-2014 5 - 00 INSP. OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSP AREA #5 0 DL897874 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
31-Jul-2014 6 - 00 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

INSP AREA #6 0 JM258694 0.3 F




Page 150 of 315

Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223667 HOURS: 5087.4
NEXT PHASE: 511838 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
31-Jul-2014 6 - 00 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSP AREA #6 0 JM258694 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
31-Jul-2014 7 / 00 CLOSED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPEN ALL T/R D/S COVERS 0 DL897874 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
31-Jul-2014 7 / 00 CLOSED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPEN ALL T/R D/S COVERS 0 DL897874 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
31-Jul-2014 8 / 00 CLOSED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPEN APU COMPARTMENT DOORS 0 JM258694 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
31-Jul-2014 8 / 00 CLOSED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPEN APU COMPARTMENT DOORS 0 JM258694 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
31-Jul-2014 9 / 00 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVE INT. G/B COVER 0 DL897874 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
31-Jul-2014 9 / 00 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVE INT. G/B COVER 0 DL897874 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
31-Jul-2014 10 / 00 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVE T/R G/B FWD FAIRING 0 JM258694 0.3 F




Page 151 of 315

Report Date: 06-Jan-2015 To 06-Jan-2015

Selection Range : 01-Jul-2014
CLOSED FAULT REPORT

FOR: K08DD2
SERIAL NUMBER: 8223667
LAST MISSION:

MODEL: UH-60A
NEXT PHASE: 5118.8

HOURS:
25-Nov-2014

5087.4

Current Status A: X

Current Status E:

Current Status O:

Current Status W:

DATE SEQ NO STATUS wuc ACTION TAKEN

31-Jul-2014 10 / 00 INSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVE T/R G/B FWD FAIRING 0 JM258694 0.3 F
DATE SEQ NO STATUS wuc ACTION TAKEN

31-Jul-2014 11 / 00 CLOSED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

OPEN M/R SLIDING PYON COVER 0 JM258694 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

31-Jul-2014 11 / 00 CLOSED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

OPEN M/R SLIDING PYON COVER 0 JM258694 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

31-Jul-2014 12 / 00 CLOSED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

OPEN OIL COOLER ACCESS DOORS 0 JM258694 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

31-Jul-2014 12 / 00 CLOSED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

OPEN OIL COOLER ACCESS DOORS 0 JM258694 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

31-Jul-2014 13 - 00 INVENTORY COMPLETE

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

TOOL INVENTORY AND FOD CHECK 0 JM258694 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

31-Jul-2014 13 - 00 INVENTORY COMPLETE

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

TOOL INVENTORY AND FOD CHECK 0 JM258694 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

31-Jul-2014 14 - 00 INSP. OK

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

PERFORM VISUAL INSPECTION IAW AWR 1346, DATED 24 JAN 14 0 DL897874 0.3 F

IVHMS




Report Date: 06-Jan-2015

Selection Range : 01-Jul-2014
CLOSED FAULT REPORT

FOR: K08DD2

MODEL: UH-60A SERIAL NUMBER: 8223667

Page 152 of 315
To 06-Jan-2015

HOURS: 5087.4
NEXT PHASE: 511838 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
31-Jul-2014 14 - 00 INSP. OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION IAW AWR 1346, DATED 24 JAN 14 0 DL897874 0.3 F
IVHMS
DATE SEQ NO STATUS wucC ACTION TAKEN
31-Jul-2014 15 - 00 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTIONS IAW AWR 1428 DATED 24 JUL 2013. 0 JM258694 0.2 F
TDFM.
DATE SEQ NO STATUS wucC ACTION TAKEN
31-Jul-2014 15 - 00 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTIONS IAW AWR 1428 DATED 24 JUL 2013. 0 JM258694 0.2 F
TDFM.
DATE SEQ NO STATUS wucC ACTION TAKEN
31-Jul-2014 16 - 00 INSP. OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1444, DATED 11 0 DL897874 0.3 F
JUL 13. SINGLE AHRU CONFIGURATION.
DATE SEQ NO STATUS wucC ACTION TAKEN
31-Jul-2014 16 - 00 INSP. OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1444, DATED 11 0 DL897874 0.3 F
JUL 13. SINGLE AHRU CONFIGURATION.
DATE SEQ NO STATUS wucC ACTION TAKEN
31-Jul-2014 17 - 00 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
"PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1453, DATED 8 0 JM258694 0.2 F
NOV 12 AIR WARRIOR BLOCK 1.
DATE SEQ NO STATUS wucC ACTION TAKEN
31-Jul-2014 17 - 00 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
"PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1453, DATED 8 0 JM258694 0.2 F
NOV 12 AIR WARRIOR BLOCK 1.
DATE SEQ NO STATUS wucC ACTION TAKEN
31-Jul-2014 18 - 00 INSP. OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY A WR 1516, DATED 11 0 DL897874 0.3
OCT 12 EBC-406HM EMERGENCY LOCATOR TRANSMITTER




Report Date: 06-Jan-2015

CLOSED FAULT REPORT

FOR: K08DD2
SERIAL NUMBER: 8223667

MODEL: UH-60A

Selection Range : 01-Jul-2014

Page 153 of 315

To 06-Jan-2015

HOURS: 5087.4
NEXT PHASE: 511838 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
31-Jul-2014 18 - 00 INSP. OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY A WR 1516, DATED 11 0 DL897874 0.3 F
OCT 12 EBC-406HM EMERGENCY LOCATOR TRANSMITTER
DATE SEQ NO STATUS wucC ACTION TAKEN
31-Jul-2014 19 - 00 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM HOIST CABLE GUARD INSPECTION PRIOR TO NEXT USE IA 0 JM258694 0.2 F
W A WR 1566,
DATE SEQ NO STATUS wucC ACTION TAKEN
31-Jul-2014 19 - 00 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM HOIST CABLE GUARD INSPECTION PRIOR TO NEXT USE IA 0 JM258694 0.2 F
W A WR 1566,
DATE SEQ NO STATUS wucC ACTION TAKEN
31-Jul-2014 20 - 00 INSP. OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
"PERFORM VISUAL INSPECTION AS REQUIRED BY A WR 1590, DATED 0 DL897874 0.3 F
20 APR 12 AN/ARN-147 VORLILS RECEIVERLELECTRONIC MOUNTING
DATE SEQ NO STATUS wucC ACTION TAKEN
31-Jul-2014 20 - 00 INSP. OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
"PERFORM VISUAL INSPECTION AS REQUIRED BY A WR 1590, DATED 0 DL897874 0.3 F
20 APR 12 AN/ARN-147 VORLILS RECEIVERLELECTRONIC MOUNTING
DATE SEQ NO STATUS wucC ACTION TAKEN
31-Jul-2014 21 - 00 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1607, DATED 29 0 JM258694 0.2 F
MAR 13 LIGHT EMITTING DIODE (LED)
DATE SEQ NO STATUS wucC ACTION TAKEN
31-Jul-2014 21 - 00 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1607, DATED 29 0 JM258694 0.2 F
MAR 13 LIGHT EMITTING DIODE (LED)
DATE SEQ NO STATUS wucC ACTION TAKEN
31-Jul-2014 22 - 00 INSP. OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1800, DATED 22 0 DL897874 0.3 F
MAR 13 BLUE FORCE TRACKING SYSTEM (BFT) AND
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223667 HOURS: 5087.4
NEXT PHASE: 511838 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
31-Jul-2014 22 - 00 INSP. OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1800, DATED 22 0 DL897874 0.3 F
MAR 13 BLUE FORCE TRACKING SYSTEM (BFT) AND
DATE SEQ NO STATUS wucC ACTION TAKEN
31-Jul-2014 23 - 00 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION IAW AWR 1823, DATED 14 MAY 12 0 JM258694 0.2 F
(IVHMS) HEALTH USAGE MANAGEMENT SYSTEM (HUMS) SOFTWARE
DATE SEQ NO STATUS wucC ACTION TAKEN
31-Jul-2014 23 - 00 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION IAW AWR 1823, DATED 14 MAY 12 0 JM258694 0.2 F
(IVHMS) HEALTH USAGE MANAGEMENT SYSTEM (HUMS) SOFTWARE
DATE SEQ NO STATUS wucC ACTION TAKEN
31-Jul-2014 24 - 00 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1886, DATED 23 0 JM258694 0.2 F
APR 13 COMMON HYDROMECHANICAL UNIT (HMU) (P/N
DATE SEQ NO STATUS wucC ACTION TAKEN
31-Jul-2014 24 - 00 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1886, DATED 23 0 JM258694 0.2 F
APR 13 COMMON HYDROMECHANICAL UNIT (HMU) (P/N
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 05-Aug-2014 7:19 AM 2 - 5071 27-Aug-2014 5071 0 6 05A02
FAULT WRITE-UP: ACTION TAKEN:
INSP A501 - MAIN ROTOR BLADE PRESSURE CHECK. DUE AT: 25- INSP OK
AUG-2014. UPGRADE TO RED X STATUS ON 13-SEP-2014
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 JK847814 2 F
O O 1 05A02 F -22
DELAY

13-2s to Follow
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015

CLOSED FAULT REPORT
FOR: K08DD2

MODEL: UH-60A
NEXT PHASE: 5118.8

Current Status A: X Current Status E:

SERIAL NUMBER: 8223667
LAST MISSION:

Current Status O:

HOURS:
25-Nov-2014

Current Status W:

5087.4

DATE SEQ NO STATUS wuc ACTION TAKEN
05-Aug-2014 1 X 05A02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED YELLOW CAP FROM SHRADER VALVE ON BLUE M/R BLADE = KJ781803 0.1 TB866532 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN
05-Aug-2014 1 X 05A02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED YELLOW CAP FROM SHRADER VALVE ON BLUE M/R BLADE  KJ781803 0.1 TB866532 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN
05-Aug-2014 2 X 05A02 INSTALED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED YELLOW CAP FROM SHRADER VALVE ON YELLOW M/R KJ781803 0.1 TB866532 0.1 F
BLADE
DATE SEQ NO STATUS wuc ACTION TAKEN
05-Aug-2014 2 X 05A02 INSTALED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED YELLOW CAP FROM SHRADER VALVE ON YELLOW M/R KJ781803 0.1 TB866532 0.1 F
BLADE
DATE SEQ NO STATUS wuc ACTION TAKEN
05-Aug-2014 3 X 05A02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED YELLOW CAP FROM SHRADER VALVE ON BLACK M/R BLADE KJ781803 0.1 TB866532 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN
05-Aug-2014 3 X 05A02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED YELLOW CAP FROM SHRADER VALVE ON BLACK M/R BLADE KJ781803 0.1 TB866532 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN
05-Aug-2014 4 X 05A02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED YELLOW CAP FROM SHRADER VALVE ON RED M/R BLADE KJ781803 0.1 TB866532 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN
05-Aug-2014 4 X 05A02 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED YELLOW CAP FROM SHRADER VALVE ON RED M/R BLADE KJ781803 0.1 TB866532 0.1 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223667 HOURS: 5087.4
NEXT PHASE: 511838 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Aug-2014 5 X 05A02 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED SAFETY FROM SHRADER VALVE ON BLUE M/R BLADE KJ781803 0.1 TB866532 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Aug-2014 5 X 05A02 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED SAFETY FROM SHRADER VALVE ON BLUE M/R BLADE KJ781803 0.1 TB866532 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Aug-2014 6 X 05A02 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED SAFETY FROM SHRADER VALVE ON YELLOW M/R BLADE KJ781803 0.1 TB866532 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Aug-2014 6 X 05A02 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED SAFETY FROM SHRADER VALVE ON YELLOW M/R BLADE KJ781803 0.1 TB866532 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Aug-2014 7 X 05A02 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED SAFETY FROM SHRADER VALVE ON BLACK M/R BLADE KJ781803 0.1 JK847814 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Aug-2014 7 X 05A02 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED SAFETY FROM SHRADER VALVE ON BLACK M/R BLADE KJ781803 0.1 JK847814 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Aug-2014 8 X 05A02 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED SAFETY FROM SHRADER VALVE ON RED M/R BLADE KJ781803 0.1 JK847814 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Aug-2014 8 X 05A02 REPLACED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED SAFETY FROM SHRADER VALVE ON RED M/R BLADE KJ781803 0.1 JK847814 0.2 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223667 HOURS: 5087.4
NEXT PHASE: 511838 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Aug-2014 9 X 05A02 TQ 70 INLBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOOSENED SHRADER VALVE ON BLUE M/R BLADE KJ781803 0.1 TB866532 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Aug-2014 9 X 05A02 TQ 70 INLBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOOSENED SHRADER VALVE ON BLUE M/R BLADE KJ781803 0.1 TB866532 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Aug-2014 10 X 05A02 TIGHTENED TQ 70 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOOSENED SHRADER VALVE ON YELLOW M/R BLADE KJ781803 0.1 TB866532 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Aug-2014 10 X 05A02 TIGHTENED TQ 70 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOOSENED SHRADER VALVE ON YELLOW M/R BLADE KJ781803 0.1 TB866532 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Aug-2014 11 X 05A02 TIGHTENED TQ 70 INLBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOOSENED SHRADER VALVE ON BLACK M/R BLADE KJ781803 0.1 TB866532 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Aug-2014 11 X 05A02 TIGHTENED TQ 70 INLBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOOSENED SHRADER VALVE ON BLACK M/R BLADE KJ781803 0.1 TB866532 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Aug-2014 12 X 05A02 TIGHTENED TQ 70 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOOSENED SHRADER VALVE ON RED M/R BLADE KJ781803 0.1 TB866532 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
05-Aug-2014 12 X 05A02 TIGHTENED TQ 70 IN LBS
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

LOOSENED SHRADER VALVE ON RED M/R BLADE KJ781803 0.1 TB866532 0.2 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223667 HOURS: 5087.4
NEXT PHASE: 5118.8 LAST MISSION: 25-Nov-2014

Current Status A: X Current Status E:

Current Status O:

Current Status W:

DATE SEQ NO STATUS wuc ACTION TAKEN
05-Aug-2014 13 - 05A02 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL AND FOD CHECK DUE 0 JK847814 0.3 F
DATE SEQ NO STATUS wuc ACTION TAKEN
05-Aug-2014 13 - 05A02 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL AND FOD CHECK DUE 0 JK847814 0.3 F
DATE SEQ NO STATUS wuc ACTION TAKEN
05-Aug-2014 13 - 05A02 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL AND FOD CHECK DUE 0 TB866532 0.3 F
DATE SEQ NO STATUS wuc ACTION TAKEN
05-Aug-2014 13 - 05A02 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL AND FOD CHECK DUE 0 TB866532 0.3 F
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 05-Aug-2014 7:44 AM 4 - JM884376  5066.2 07-Aug-2014 5066.2 0 T 00
FAULT WRITE-UP: ACTION TAKEN:
COMPLYWITH REQUIREMENTS OF H-60-14-ASAM-08 BEFORE COMPLIED WITH
5076.2 ACF BUT NOT TO EXCEED 13 AUG 14. HMU
WHEN HOW MAL wuc MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 JM884376 0.1 F
o o 1 00 F -2

DELAY




Report Date: 06-Jan-2015

Selection Range : 01-Jul-2014

CLOSED FAULT REPORT

Page 159 of 315

To 06-Jan-2015

FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223667 HOURS: 5087.4
NEXT PHASE: 511838 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 07-Aug-2014 7:10 AM 1 - 5066.2 14-Aug-2014 5066.2 0 4 04A
FAULT WRITE-UP: ACTION TAKEN:
INSP A022 - 14 DAY FLYABLE STORAGE ENGINE RUN UP. DUE AT: COMPLETED
13-AUG-2014. UPGRADE TO RED X STATUS ON 15-AUG-2014
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 JM258694 1 F
O O 1 04A F -7
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 07-Aug-2014 10:39 AM 6 - 5066.2 14-Aug-2014 5066.2 0 3 00
FAULT WRITE-UP: ACTION TAKEN:
INSP A001 - PREVENTIVE MAINTENANCE DAILY (PMD). DUE AT: 14- COMPLETE
AUG-2014. UPGRADE TO RED X STATUS ON 17-AUG-2014
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 JM258694 2 F
0 0 1 00 F -7
DELAY
13-2s to Follow
DATE SEQ NO STATUS wucC ACTION TAKEN
07-Aug-2014 1 X 00 ENTERED IN ERROR
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED QUICK DISCONNECT COUPLING ON #1 SIDE M/L/G JM884376 0.1 JM258694 0.1 F
DRAG BEAM
DATE SEQ NO STATUS wucC ACTION TAKEN
07-Aug-2014 1 X 00 ENTERED IN ERROR
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED QUICK DISCONNECT COUPLING ON #1 SIDE M/L/G JM884376 0.1 JM258694 0.1 F
DRAG BEAM
DATE SEQ NO STATUS wucC ACTION TAKEN
07-Aug-2014 2 X 00 ENTERED IN ERROR
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED TUBE FROM INLET PORT OF M/L/G BRAKE JM884376 0.1 JM258694 0.1 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223667 HOURS: 5087.4
NEXT PHASE: 511838 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
07-Aug-2014 2 X 00 ENTERED IN ERROR
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
DISCONNECTED TUBE FROM INLET PORT OF M/L/G BRAKE JM884376 0.1 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
07-Aug-2014 3 X 00 ENTERED IN ERROR
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED HDWR SUCURRING M/L/G BRAKE TO DRAG BEAM JM884376 0.1 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
07-Aug-2014 3 X 00 ENTERED IN ERROR
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED HDWR SUCURRING M/L/G BRAKE TO DRAG BEAM JM884376 0.1 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
07-Aug-2014 4 X 00 ENTERED IN ERROR
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED ELBOW FROM M/L/G WHEEL BRAKE JM884376 0.1 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
07-Aug-2014 4 X 00 ENTERED IN ERROR
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED ELBOW FROM M/L/G WHEEL BRAKE JM884376 0.1 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
07-Aug-2014 5 X 00 ENTERED IN ERROR
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED NUT FROM M/L/G WHEEL BRAKE JM884376 0.1 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
07-Aug-2014 5 X 00 ENTERED IN ERROR
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED NUT FROM M/L/G WHEEL BRAKE JM884376 0.1 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
07-Aug-2014 6 X 00 ENTERED IN ERROR
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED RETAINER FROM M/L/G WHEEL BRAKE JM884376 0.1 JM258694 0.1 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223667 HOURS: 5087.4
NEXT PHASE: 511838 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
07-Aug-2014 6 X 00 ENTERED IN ERROR
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED RETAINER FROM M/L/G WHEEL BRAKE JM884376 0.1 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
07-Aug-2014 7 X 00 ENTERED IN ERROR
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED PACKING FROM RETAINER JM884376 0.1 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
07-Aug-2014 7 X 00 ENTERED IN ERROR
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED PACKING FROM RETAINER JM884376 0.1 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
07-Aug-2014 8 X 00 ENTERED IN ERROR
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED SHIELD FROM AXLE JM884376 0.1 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
07-Aug-2014 8 X 00 ENTERED IN ERROR
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED SHIELD FROM AXLE JM884376 0.1 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
07-Aug-2014 9 - 00 ENTERED IN ERROR
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL AND FOD CHECK DUE 0 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
07-Aug-2014 9 - 00 ENTERED IN ERROR
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL AND FOD CHECK DUE 0 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
07-Aug-2014 10 - 00 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

INSP AREA #1 0 JK685216 0.3 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223667 HOURS: 5087.4
NEXT PHASE: 511838 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
07-Aug-2014 10 - 00 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSP AREA #1 0 JK685216 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
07-Aug-2014 11 - 00 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSP AREA #2 0 JK685216 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
07-Aug-2014 11 - 00 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSP AREA #2 0 JK685216 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
07-Aug-2014 12 - 00 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSP AREA #3 0 JK685216 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
07-Aug-2014 12 - 00 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSP AREA #3 0 JK685216 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
07-Aug-2014 13 - 00 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSP AREA #4 0 JM258694 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
07-Aug-2014 13 - 00 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSP AREA #4 0 JM258694 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
07-Aug-2014 14 - 00 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

INSP AREA #5 0 JM258694 0.3 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223667 HOURS: 5087.4
NEXT PHASE: 511838 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
07-Aug-2014 14 - 00 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSP AREA #5 0 JM258694 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
07-Aug-2014 15 - 00 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSP AREA #6 0 JK685216 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
07-Aug-2014 15 - 00 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSP AREA #6 0 JK685216 0.3 F
DATE SEQ NO STATUS wucC ACTION TAKEN
07-Aug-2014 16 / 00 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPEN ALL T/R D/S COVERS 0 JM258694 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
07-Aug-2014 16 / 00 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPEN ALL T/R D/S COVERS 0 JM258694 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
07-Aug-2014 17 / 00 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPEN APU COMPARTMENT DOORS 0 JK685216 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
07-Aug-2014 17 / 00 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPEN APU COMPARTMENT DOORS 0 JK685216 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
07-Aug-2014 18 / 00 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVE INT. G/B COVER 0 JM258694 0.2 F




Page 164 of 315

Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223667 HOURS: 5087.4
NEXT PHASE: 511838 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
07-Aug-2014 18 / 00 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVE INT. G/B COVER 0 JM258694 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
07-Aug-2014 19 / 00 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVE T/R G/B FWD FAIRING 0 JM258694 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
07-Aug-2014 19 / 00 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVE T/R G/B FWD FAIRING 0 JM258694 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
07-Aug-2014 20 / 00 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPEN M/R SLIDING PYON COVER 0 JK685216 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
07-Aug-2014 20 / 00 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPEN M/R SLIDING PYON COVER 0 JK685216 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
07-Aug-2014 21 / 00 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPEN OIL COOLER ACCESS DOORS 0 JK685216 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
07-Aug-2014 21 / 00 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPEN OIL COOLER ACCESS DOORS 0 JK685216 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
07-Aug-2014 22 - 00 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

TOOL INVENTORY AND FOD CHECK 0 JK685216 0.2 F




Page 165 of 315

Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223667 HOURS: 5087.4
NEXT PHASE: 511838 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
07-Aug-2014 22 - 00 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL INVENTORY AND FOD CHECK 0 JK685216 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
07-Aug-2014 22 - 00 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL INVENTORY AND FOD CHECK 0 JM258694 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
07-Aug-2014 22 - 00 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL INVENTORY AND FOD CHECK 0 JM258694 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
07-Aug-2014 23 - 00 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION IAW AWR 1346, DATED 24 JAN 14 0 JM258694 0.2 F
IVHMS
DATE SEQ NO STATUS wucC ACTION TAKEN
07-Aug-2014 23 - 00 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION IAW AWR 1346, DATED 24 JAN 14 0 JM258694 0.2 F
IVHMS
DATE SEQ NO STATUS wucC ACTION TAKEN
07-Aug-2014 24 - 00 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTIONS IAW AWR 1428 DATED 24 JUL 2013. 0 JK685216 0.2 F
TDFM.
DATE SEQ NO STATUS wucC ACTION TAKEN
07-Aug-2014 24 - 00 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTIONS IAW AWR 1428 DATED 24 JUL 2013. 0 JK685216 0.2 F
TDFM.
DATE SEQ NO STATUS wucC ACTION TAKEN
07-Aug-2014 25 - 00 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1444, DATED 11 0 JM258694 0.2 F

JUL 13. SINGLE AHRU CONFIGURATION.




Report Date: 06-Jan-2015

CLOSED FAULT REPORT
FOR: K08DD2

MODEL: UH-60A SERIAL NUMBER: 8223667

NEXT PHASE:

Selection Range : 01-Jul-2014

Page 166 of 315
To 06-Jan-2015

HOURS: 5087.4
5118.8 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
07-Aug-2014 25 - 00 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1444, DATED 11 0 JM258694 0.2 F
JUL 13. SINGLE AHRU CONFIGURATION.
DATE SEQ NO STATUS wucC ACTION TAKEN
07-Aug-2014 26 - 00 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
"PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1453, DATED 8 0 JK685216 0.2 F
NOV 12 AIR WARRIOR BLOCK 1.
DATE SEQ NO STATUS wucC ACTION TAKEN
07-Aug-2014 26 - 00 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
"PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1453, DATED 8 0 JK685216 0.2 F
NOV 12 AIR WARRIOR BLOCK 1.
DATE SEQ NO STATUS wucC ACTION TAKEN
07-Aug-2014 27 - 00 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY A WR 1516, DATED 11 0 JM258694 0.2 F
OCT 12 EBC-406HM EMERGENCY LOCATOR TRANSMITTER
DATE SEQ NO STATUS wucC ACTION TAKEN
07-Aug-2014 27 - 00 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY A WR 1516, DATED 11 0 JM258694 0.2 F
OCT 12 EBC-406HM EMERGENCY LOCATOR TRANSMITTER
DATE SEQ NO STATUS wucC ACTION TAKEN
07-Aug-2014 28 - 00 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM HOIST CABLE GUARD INSPECTION PRIOR TO NEXT USE IA 0 JM258694 0.2 F
W A WR 1566,
DATE SEQ NO STATUS wucC ACTION TAKEN
07-Aug-2014 28 - 00 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM HOIST CABLE GUARD INSPECTION PRIOR TO NEXT USE IA 0 JM258694 0.2 F
W A WR 1566,
DATE SEQ NO STATUS wucC ACTION TAKEN
07-Aug-2014 29 - 00 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
"PERFORM VISUAL INSPECTION AS REQUIRED BY A WR 1590, DATED 0 JM258694 0.2 F
20 APR 12 AN/ARN-147 VORLILS RECEIVERLELECTRONIC MOUNTING




Report Date: 06-Jan-2015

CLOSED FAULT REPORT
FOR: K08DD2
SERIAL NUMBER: 8223667

MODEL: UH-60A
NEXT PHASE:

Selection Range : 01-Jul-2014

Page 167 of 315

To 06-Jan-2015

HOURS: 5087.4
5118.8 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
07-Aug-2014 29 - 00 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
"PERFORM VISUAL INSPECTION AS REQUIRED BY A WR 1590, DATED 0 JM258694 0.2 F
20 APR 12 AN/ARN-147 VORLILS RECEIVERLELECTRONIC MOUNTING
DATE SEQ NO STATUS wucC ACTION TAKEN
07-Aug-2014 30 - 00 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1607, DATED 29 0 JM258694 0.2 F
MAR 13 LIGHT EMITTING DIODE (LED)
DATE SEQ NO STATUS wucC ACTION TAKEN
07-Aug-2014 30 - 00 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1607, DATED 29 0 JM258694 0.2 F
MAR 13 LIGHT EMITTING DIODE (LED)
DATE SEQ NO STATUS wucC ACTION TAKEN
07-Aug-2014 31 - 00 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1800, DATED 22 0 JM258694 0.2 F
MAR 13 BLUE FORCE TRACKING SYSTEM (BFT) AND
DATE SEQ NO STATUS wucC ACTION TAKEN
07-Aug-2014 31 - 00 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1800, DATED 22 0 JM258694 0.2 F
MAR 13 BLUE FORCE TRACKING SYSTEM (BFT) AND
DATE SEQ NO STATUS wucC ACTION TAKEN
07-Aug-2014 32 - 00 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION IAW AWR 1823, DATED 14 MAY 12 0 JM258694 0.2 F
(IVHMS) HEALTH USAGE MANAGEMENT SYSTEM (HUMS) SOFTWARE
DATE SEQ NO STATUS wucC ACTION TAKEN
07-Aug-2014 32 - 00 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION IAW AWR 1823, DATED 14 MAY 12 0 JM258694 0.2 F
(IVHMS) HEALTH USAGE MANAGEMENT SYSTEM (HUMS) SOFTWARE




Report Date: 06-Jan-2015

CLOSED FAULT REPORT

FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223667

NEXT PHASE: 5118.8

Current Status A: X Current Status E:

Selection Range : 01-Jul-2014

LAST MISSION:
Current Status O:

Page 168 of 315
To 06-Jan-2015

HOURS:
25-Nov-2014

5087.4

Current Status W:

DATE  SEQNO STATUS wuc ACTION TAKEN
07-Aug-2014 33 - 00 COMPLETE
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1886, DATED 23 0 JM258694 0.2 F
APR 13 COMMON HYDROMECHANICAL UNIT (HMU) (P/N
DATE  SEQNO STATUS wuc ACTION TAKEN
07-Aug-2014 33 - 00 COMPLETE
FAULT WRITE-UP: TIPID  TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1886, DATED 23 0 JM258694 0.2 F
APR 13 COMMON HYDROMECHANICAL UNIT (HMU) (P/N
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 08-Aug-2014 7:23AM 1 - 5073 19-Sep-2014 5073 0 G 00
FAULT WRITE-UP: ACTION TAKEN:
INSP A553 - AIRCRAFT WEIGHING INVENTORY (365-1). DUE AT: 12- COMPLETED
SEP-2014. UPGRADE TO RED X STATUS ON 13-OCT-2014
WHEN HOW  MAL wuc MAINT  DEFERRED | TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 TB866532 0.1 F
o} o} 1 00 F -12
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 12-Aug-2014 7:33AM 3 - 5071 27-Aug-2014 5071 0 3 02A
FAULT WRITE-UP: ACTION TAKEN:
INSP A230 - INSPECT BATTERY COMPARTMENT FOR CORROSION INSP OK
(SLAB). DUE AT: 28-AUG-2014. UPGRADE TO RED X STATUS ON 10
-SEP-2014
WHEN HOW  MAL wuc MAINT  DEFERRED | TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 JK847814 0.5 F
o o 1 02A F -15

DELAY




Page 169 of 315

Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223667 HOURS: 5087.4
NEXT PHASE: 511838 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 13-Aug-2014 7:16 AM 1 - 5068.9 21-Aug-2014 5068.9 0 1 00
FAULT WRITE-UP: ACTION TAKEN:
INSP A115 - LUBE REQUIRMENTS. DUE AT: 21-AUG-2014 OR 5106.2 COMPLETE
HOURS. UPGRADE TO RED X STATUS ON 25-AUG-2014 OR 5110.2
HOURS
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 JL906713 15 F
0 O 1 00 F -8
DELAY
13-2s to Follow
DATE SEQ NO STATUS WwucC ACTION TAKEN
13-Aug-2014 1 - 00 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
CLEAN AND LUBE BIFILAR REQ'D 0 JL906713 0.1 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
13-Aug-2014 2 - 00 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
ALL LANDING GEAR SHOCK STRUTS UPPER AND LOWER STAGES 0 JL906713 0.1 F
LUBE REQ'D
DATE SEQ NO STATUS WwucC ACTION TAKEN
13-Aug-2014 3 - 00 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
STAB ACTUATOR LUBE REQ'D 0 JL906713 0.1 F
DATE SEQ NO STATUS WucC ACTION TAKEN
13-Aug-2014 4 - 00 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
WINDSHIELD WIPER PIVOT STUD LUBE REQ'D 0 JL906713 0.1 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
13-Aug-2014 5 / 00 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RMVD RS/MLG UPPER FAIRING 0 JL906713 0.1 F
DATE SEQ NO STATUS WucC ACTION TAKEN
13-Aug-2014 6 / 00 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RMVD LS/MLG UPPER FAIRING

0 GS063512 0.1 F




Page 170 of 315

Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223667 HOURS: 5087.4
NEXT PHASE: 511838 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
13-Aug-2014 7 X 00 INSTALLED R/H TAIL CONE ACCESS PANEL
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED LEFT OR RIGHT SIDE TAIL CONE ACCESS PANEL KJ781803 0.3 JL906713 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
13-Aug-2014 8 - 00 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL INVENTORY REQ'D 0 JL906713 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
13-Aug-2014 9 - 00 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
FOD CHECK REQ'D 0 JL906713 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
13-Aug-2014 10 - 00 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
WIPER CONVERTER SHAFT SPLINE LUBE REQ'D 0 JL906713 0.1 F
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 13-Aug-2014 7:48 AM 2 - JM884376  5078.5 02-Oct-2014 5078.5 0 T 00
FAULT WRITE-UP: ACTION TAKEN:
COMPLY WITH REQUIREMENTS OF H-60-14-AMAM-19 BY 30 NOV COMPLIED WITH
2014. LCF CHANGE 66.
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 JM884376 1 F
O O 1 00 F 9
DELAY




Page 171 of 315

Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223667 HOURS: 5087.4
NEXT PHASE: 511838 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 14-Aug-2014 11:19 AM 1 - 5071 21-Aug-2014 5071 0 3 00
FAULT WRITE-UP: ACTION TAKEN:
INSP A001 - PREVENTIVE MAINTENANCE DAILY (PMD). DUE AT: 21- INSPECTION COMPLETE
AUG-2014. UPGRADE TO RED X STATUS ON 24-AUG-2014
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 GG843275 1 F
O O 1 00 F -7
DELAY

13-2s to Follow

DATE SEQNO STATUS wucC ACTION TAKEN

14-Aug-2014 1 - 00 INSPECTED OK

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

INSP AREA #1 0 GG843275 0.2 F
DATE SEQNO STATUS wucC ACTION TAKEN

14-Aug-2014 2 - 00 INSPECTED OK

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

INSP AREA #2 0 GG843275 0.2 F
DATE SEQNO STATUS wucC ACTION TAKEN

14-Aug-2014 3 - 00 INSPECTED OK

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

INSP AREA #3 0 GG843275 0.2 F
DATE SEQNO STATUS wuc ACTION TAKEN

14-Aug-2014 4 - 00 INSPECTED OK

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

INSP AREA #4 0 GG843275 0.2 F
DATE SEQNO STATUS wuc ACTION TAKEN

14-Aug-2014 5 - 00 INSPECTED OK

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

INSP AREA #5 0 GG843275 0.2 F
DATE SEQNO STATUS wuc ACTION TAKEN

14-Aug-2014 6 - 00 INSPECTED OK

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

INSP AREA #6 0 GG843275 0.2 F




Page 172 of 315

Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223667 HOURS: 5087.4
NEXT PHASE: 511838 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Aug-2014 7 / 00 CLOSED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPEN ALL T/R D/S COVERS 0 GG843275 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Aug-2014 8 / 00 CLOSED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPEN APU COMPARTMENT DOORS 0 GG843275 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Aug-2014 9 / 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVE INT. G/B COVER 0 GG843275 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Aug-2014 10 / 00 REINSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVE T/R G/B FWD FAIRING 0 GG843275 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Aug-2014 11 / 00 CLOSED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPEN M/R SLIDING PYON COVER 0 GG843275 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Aug-2014 12 / 00 CLOSED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPEN OIL COOLER ACCESS DOORS 0 GG843275 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Aug-2014 13 - 00 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TOOL INVENTORY AND FOD CHECK 0 GG843275 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Aug-2014 14 - 00 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION IAW AWR 1346, DATED 24 JAN 14 0 GG843275 0.2 F

IVHMS




Page 173 of 315

Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223667 HOURS: 5087.4
NEXT PHASE: 511838 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:

DATE SEQ NO STATUS wucC ACTION TAKEN
14-Aug-2014 15 - 00 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTIONS IAW AWR 1428 DATED 24 JUL 2013. 0 GG843275 0.2 F
TDFM.

DATE SEQ NO STATUS wucC ACTION TAKEN
14-Aug-2014 16 - 00 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1444, DATED 11 0 GG843275 0.2 F

JUL 13. SINGLE AHRU CONFIGURATION.

DATE SEQ NO STATUS wuc ACTION TAKEN
14-Aug-2014 17 - 00 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
"PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1453, DATED 8 0 GG843275 0.2 F
NOV 12 AIR WARRIOR BLOCK .

DATE SEQ NO STATUS wuc ACTION TAKEN
14-Aug-2014 18 - 00 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY A WR 1516, DATED 11 0 GG843275 0.2 F

OCT 12 EBC-406HM EMERGENCY LOCATOR TRANSMITTER

DATE SEQ NO STATUS wuc ACTION TAKEN
14-Aug-2014 19 - 00 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM HOIST CABLE GUARD INSPECTION PRIOR TO NEXT USE IA 0 GG843275 0.2 F
W A WR 1566,

DATE SEQ NO STATUS wuc ACTION TAKEN
14-Aug-2014 20 - 00 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
"PERFORM VISUAL INSPECTION AS REQUIRED BY A WR 1590, DATED 0 GG843275 0.2 F

20 APR 12 AN/ARN-147 VORLILS RECEIVERLELECTRONIC MOUNTING

DATE SEQ NO STATUS wuc ACTION TAKEN
14-Aug-2014 21 - 00 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1607, DATED 29 0 GG843275 0.2 F

MAR 13 LIGHT EMITTING DIODE (LED)

DATE SEQ NO STATUS wuc ACTION TAKEN
14-Aug-2014 22 - 00 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1800, DATED 22 0 GG843275 0.2 F

MAR 13 BLUE FORCE TRACKING SYSTEM (BFT) AND




Report Date: 06-Jan-2015

CLOSED FAULT REPORT

FOR: K08DD2

MODEL: UH-60A SERIAL NUMBER: 8223667

Selection Range : 01-Jul-2014

Page 174 of 315

To 06-Jan-2015

HOURS: 5087.4
NEXT PHASE: 511838 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Aug-2014 23 - 00 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION IAW AWR 1823, DATED 14 MAY 12 0 GG843275 0.2 F
(IVHMS) HEALTH USAGE MANAGEMENT SYSTEM (HUMS) SOFTWARE
DATE SEQ NO STATUS wucC ACTION TAKEN
14-Aug-2014 24 - 00 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM VISUAL INSPECTION AS REQUIRED BY AWR 1886, DATED 23 0 GG843275 0.2 F
APR 13 COMMON HYDROMECHANICAL UNIT (HMU) (P/N
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 20-Aug-2014 3:36 PM 1 - JL906713 5068.9 20-Aug-2014 5068.9 0 1 03
FAULT WRITE-UP: ACTION TAKEN:
MOC REQUIRED FOR SERVICE OF CO PILOT RIGHT MASTER COMPLETE
CYLINDER
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 JL906713 0 F
K G 2 03 F 0
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC
A 21-Aug-2014 10:37 PM 3 - 5071 27-Aug-2014 5071 0 3 05A01I
FAULT WRITE-UP: ACTION TAKEN:
INSP A020 - PERFORM M/R SPINDLE LUGS, M/R CUFF, TIP CAPS INSP OK
INSPECTION. DUE AT: 5076.2 HOURS. UPGRADE TO RED X
STATUS ON 5077.3 HOURS
WHEN HOW MAL WucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 JK847814 0.5 F
0 0 1 05A01I F -6

DELAY




Page 175 of 315

Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223667 HOURS: 5087.4
NEXT PHASE: 511838 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 21-Aug-2014 10:37 PM 4 - 5078.5 03-Oct-2014 5078.5 0 1 00
FAULT WRITE-UP: ACTION TAKEN:
INSP A110 - PMS 40 HOUR INSPECTION. DUE AT: 5078.3 HOURS. 40 HR COMPLETED CHECKED OK
UPGRADE TO RED X STATUS ON 5082.4 HOURS
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 TP833044 5 F
O O 1 00 F 16
DELAY
13-2s to Follow
DATE SEQ NO STATUS WwucC ACTION TAKEN
21-Aug-2014 1 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSP AREA NO. 1 0 JM258694 0.2 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
21-Aug-2014 1 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSP AREA NO. 1 0 JM258694 0.2 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
21-Aug-2014 2 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSP AREA NO. 2 0 TP833044 0.2 F
DATE SEQ NO STATUS WucC ACTION TAKEN
21-Aug-2014 2 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSP AREA NO. 2 0 TP833044 0.2 F
DATE SEQ NO STATUS WwucC ACTION TAKEN
21-Aug-2014 3 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSP AREA NO. 3 0 JM254840 0.2 F
DATE SEQ NO STATUS WucC ACTION TAKEN
21-Aug-2014 3 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSP AREA NO. 3 0 JM254840 0.2 F




Page 176 of 315

Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223667 HOURS: 5087.4
NEXT PHASE: 511838 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Aug-2014 4 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSP AREA NO. 4 0 TP833044 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Aug-2014 4 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSP AREA NO. 4 0 TP833044 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Aug-2014 5 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSP AREA NO. 5 0 JM254840 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Aug-2014 5 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSP AREA NO. 5 0 JM254840 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Aug-2014 6 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSP AREA NO. 6 0 TP833044 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Aug-2014 6 - 00 INSP OK
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSP AREA NO. 6 0 TP833044 0.2 F
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Aug-2014 7 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
STABILATOR COMPARATOR CHECK DUE 0 TP833044 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Aug-2014 7 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

STABILATOR COMPARATOR CHECK DUE 0 TP833044 0.1 F




Page 177 of 315

Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015

CLOSED FAULT REPORT

FOR: K08DD2

MODEL: UH-60A SERIAL NUMBER: 8223667 HOURS: 5087.4

NEXT PHASE: 511838
Current Status A: X

Current Status E:

LAST MISSION:
Current Status O:

Current Status W:

25-Nov-2014

DATE SEQ NO STATUS wuc ACTION TAKEN

21-Aug-2014 8 - 00 COMPLETED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

LUBRICATION OF LANDING GEAR SHOCK STRUTS DUE 0 JM254840 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

21-Aug-2014 8 - 00 COMPLETED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

LUBRICATION OF LANDING GEAR SHOCK STRUTS DUE 0 JM254840 0.2 F
DATE SEQ NO STATUS wuc ACTION TAKEN

21-Aug-2014 9 - 00 COMPLETE

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

LUBRICATION OF WINDSHIELD WIPER PIVOT STUDS DUE 0 JM258694 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

21-Aug-2014 9 - 00 COMPLETE

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

LUBRICATION OF WINDSHIELD WIPER PIVOT STUDS DUE 0 JM258694 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

21-Aug-2014 10 - 00 COMPLETED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

LUBRICATION OF WINDSHIELD WIPER CONVERTER DUE 0 JM254840 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

21-Aug-2014 10 - 00 COMPLETED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

LUBRICATION OF WINDSHIELD WIPER CONVERTER DUE 0 JM254840 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

21-Aug-2014 11 / 00 INSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED TRANSMISSION DRIP PAN 0 JM258694 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

21-Aug-2014 11 / 00 INSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED TRANSMISSION DRIP PAN 0 JM258694 0.1 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015

CLOSED FAULT REPORT

FOR: K08DD2

MODEL: UH-60A SERIAL NUMBER: 8223667 HOURS: 5087.4

NEXT PHASE: 5118.8

Current Status A: X Current Status E:

LAST MISSION:
Current Status O:

Current Status W:

25-Nov-2014

DATE SEQ NO STATUS wuc ACTION TAKEN

21-Aug-2014 12 / 00 INSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED L/H MAIN LANDING GEAR UPPER FAIRING 0 JM258694 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

21-Aug-2014 12 / 00 INSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED L/H MAIN LANDING GEAR UPPER FAIRING 0 JM258694 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

21-Aug-2014 13 / 00 INSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED R/H MAIN LANDING GEAR UPPER FAIRING 0 JM258694 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

21-Aug-2014 13 / 00 INSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED R/H MAIN LANDING GEAR UPPER FAIRING 0 JM258694 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

21-Aug-2014 14 / 00 INSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED BOTH CABIN AFT BULKHEAD SOUNDPROOFING PANEL 0 TP833044 0.5 F
DATE SEQ NO STATUS wuc ACTION TAKEN

21-Aug-2014 14 / 00 INSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED BOTH CABIN AFT BULKHEAD SOUNDPROOFING PANEL 0 TP833044 0.5 F
DATE SEQ NO STATUS wuc ACTION TAKEN

21-Aug-2014 15 / 00 INSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED BOTH FUEL LINE ENCLOSURE PANEL FROM REAR 0 JM258694 0.1 F

BULKHEAD
DATE SEQ NO STATUS wuc ACTION TAKEN

21-Aug-2014 15 / 00 INSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED BOTH FUEL LINE ENCLOSURE PANEL FROM REAR 0 JM258694 0.1 F

BULKHEAD
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT

FOR: K08DD2

MODEL: UH-60A
NEXT PHASE: 5118.8

Current Status A: X Current Status E:

SERIAL NUMBER: 8223667
LAST MISSION:

Current Status O:

HOURS:
25-Nov-2014

Current Status W:

5087.4

DATE SEQ NO STATUS wuc ACTION TAKEN

21-Aug-2014 16 / 00 INSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED INTERMEDIATE GEAR BOX COVER 0 JM258694 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

21-Aug-2014 16 / 00 INSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED INTERMEDIATE GEAR BOX COVER 0 JM258694 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

21-Aug-2014 17 X 00 INSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED TAILCONE R/H STRUCTURAL PANEL JM884376 0.1 JM258694 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

21-Aug-2014 17 X 00 INSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED TAILCONE R/H STRUCTURAL PANEL JM884376 0.1 JM258694 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

21-Aug-2014 18 / 00 INSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED TAIL GEAR BOX FORWARD FAIRING 0 JM258694 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

21-Aug-2014 18 / 00 INSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED TAIL GEAR BOX FORWARD FAIRING 0 JM258694 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

21-Aug-2014 19 / 00 INSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED (2) STABILATOR CENTER INSPECTION PANELS 0 JM258694 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

21-Aug-2014 19 / 00 INSTALLED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

REMOVED (2) STABILATOR CENTER INSPECTION PANELS 0 JM258694 0.1 F




Page 180 of 315

Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223667 HOURS: 5087.4
NEXT PHASE: 511838 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Aug-2014 20 - 00 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LUBE STABILATOR ACTUATOR PISTONS 0 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Aug-2014 20 - 00 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LUBE STABILATOR ACTUATOR PISTONS 0 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Aug-2014 21 X 00 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED OIL COOLER INSP PANEL JM884376 0.1 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Aug-2014 21 X 00 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED OIL COOLER INSP PANEL JM884376 0.1 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Aug-2014 22 X 00 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED APU FUEL CONTROL COVER JM884376 0.1 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Aug-2014 22 X 00 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVED APU FUEL CONTROL COVER JM884376 0.1 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Aug-2014 23 / 00 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
OPEN TAIL CONE/ PYLON DRIVE SHAFT COVERS 0 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Aug-2014 23 / 00 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

OPEN TAIL CONE/ PYLON DRIVE SHAFT COVERS 0 JM258694 0.1 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015

CLOSED FAULT REPORT
FOR: K08DD2

MODEL: UH-60A
NEXT PHASE: 5118.8

Current Status A: X Current Status E:

SERIAL NUMBER: 8223667
LAST MISSION:

Current Status O:

HOURS:
25-Nov-2014

Current Status W:

5087.4

DATE SEQ NO STATUS wuc ACTION TAKEN
21-Aug-2014 24 / 00 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVE ENGINE STARTER 3505300 SERIES OIL CAP, INSPECT FOR 0 JM258694 0.1 F
PROPER OIL LEVEL.
DATE SEQ NO STATUS wuc ACTION TAKEN
21-Aug-2014 24 / 00 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
REMOVE ENGINE STARTER 3505300 SERIES OIL CAP, INSPECT FOR 0 JM258694 0.1 F
PROPER OIL LEVEL.
DATE SEQ NO STATUS wuc ACTION TAKEN
21-Aug-2014 25 - 00 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT MAIN ROTOR SCISSORS BEARINGS USING DIAL INDICATOR. 0 JM258694 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN
21-Aug-2014 25 - 00 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
INSPECT MAIN ROTOR SCISSORS BEARINGS USING DIAL INDICATOR. 0 JM258694 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN
21-Aug-2014 26 / 00 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOWER CABIN SOUNDPROOFING PANELS 0 JM258694 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN
21-Aug-2014 26 / 00 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LOWER CABIN SOUNDPROOFING PANELS 0 JM258694 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN
21-Aug-2014 27 - 00 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LUBE M/R BIFILAR ASSY 0 JM258694 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN
21-Aug-2014 27 - 00 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
LUBE M/R BIFILAR ASSY 0 JM258694 0.1 F




Page 182 of 315

Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015

CLOSED FAULT REPORT
FOR: K08DD2

MODEL: UH-60A
NEXT PHASE: 5118.8

Current Status A: X Current Status E:

SERIAL NUMBER: 8223667
LAST MISSION:

Current Status O:

HOURS:
25-Nov-2014

Current Status W:

5087.4

DATE SEQ NO STATUS wuc ACTION TAKEN

21-Aug-2014 28 - 00 COMPLETE

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

FOD INSP DUE 0 JM258694 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

21-Aug-2014 28 - 00 COMPLETE

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

FOD INSP DUE 0 JM258694 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

21-Aug-2014 29 - 00 COMPLETE

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

TOOL BOX INVENTORY DUE 0 JM258694 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

21-Aug-2014 29 - 00 COMPLETE

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

TOOL BOX INVENTORY DUE 0 JM258694 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

21-Aug-2014 30 - 00 N/A

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

IF INSTALLED INSPECT INTERNAL RESCUE HOIST. 0 JM258694 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

21-Aug-2014 30 - 00 N/A

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

IF INSTALLED INSPECT INTERNAL RESCUE HOIST. 0 JM258694 0.1 F
DATE SEQ NO STATUS wuc ACTION TAKEN

21-Aug-2014 31 - 00 COMPLETED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

M/R DAMPER BEARING PLASTIC FEELER GUAGE INSP REQ 0 TP833044 0.5 F
DATE SEQ NO STATUS wuc ACTION TAKEN

21-Aug-2014 31 - 00 COMPLETED

FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

M/R DAMPER BEARING PLASTIC FEELER GUAGE INSP REQ 0 TP833044 0.5 F




Page 183 of 315

Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015
CLOSED FAULT REPORT
FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223667 HOURS: 5087.4
NEXT PHASE: 511838 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Aug-2014 32 - 00 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TEST MAIN ROTOR BLADE PRESSURE INDICATORS. 0 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Aug-2014 32 - 00 COMPLETE
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
TEST MAIN ROTOR BLADE PRESSURE INDICATORS. 0 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Aug-2014 33 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM MAIN ROTOR BLADE LEAD LAG INSPECTION. 0 TP833044 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Aug-2014 33 - 00 COMPLETED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
PERFORM MAIN ROTOR BLADE LEAD LAG INSPECTION. 0 TP833044 0.5 F
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Aug-2014 34 X 00 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RECLINE PILOTS SEAT JM884376 0.1 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Aug-2014 34 X 00 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RECLINE PILOTS SEAT JM884376 0.1 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Aug-2014 35 X 00 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE
RECLINE CO-PILOTS SEAT. JM884376 0.1 JM258694 0.1 F
DATE SEQ NO STATUS wucC ACTION TAKEN
21-Aug-2014 35 X 00 INSTALLED
FAULT WRITE-UP: TIPID TI_MMH PID MMH TYPE

RECLINE CO-PILOTS SEAT. JM884376 0.1 JM258694 0.1 F
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Report Date: 06-Jan-2015 Selection Range : 01-Jul-2014 To 06-Jan-2015

CLOSED FAULT REPORT

FOR: K08DD2
MODEL: UH-60A SERIAL NUMBER: 8223667 HOURS: 5087.4
NEXT PHASE: 511838 LAST MISSION: 25-Nov-2014
Current Status A: X Current Status E: Current Status O: Current Status W:
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WUC
A 21-Aug-2014 10:55 PM 5 - 5071 27-Aug-2014 5071 0 3 00
FAULT WRITE-UP: ACTION TAKEN:
INSP A001 - PREVENTIVE MAINTENANCE DAILY (PMD). DUE AT: 28- INSP OK
AUG-2014. UPGRADE TO RED X STATUS ON 31-AUG-2014
WHEN HOW MAL wucC MAINT DEFERRED TIPID MMH PID MMH TYPE
DISC REC EFF TYPE DAYS 0 JK847814 0.1 F
O O 1 00 F -6
DELAY
DISCOVERY CORRECTION
SYSTEM
CODE DATE / TIME NO STATUS PID HOURS DATE / TIME HOURS ROUNDS ACTCODE WwuUuC

A 27-Aug-2014 8:15 AM 1 - 5071 03-Sep-2014 5071 0 G 09BO1A

FAULT WRITE-UP: ACTION TAKEN